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	Proposed change affects:
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	Title:
(

	Alignment of tabular to ASN.1 for SIB11/SIB12 and event 1J
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	Work item code:
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	Category:
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	Release: (
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	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
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	Reason for change:
(

	The tabular description of SIB11/SIB12 includes measurement events for CELL_DCH, which refer to all possible measurement events, including event1J which was introduced in Rel-6.
However, event1J was not added to SIB11/SIB12 in the ASN.1, so the tabular description is not aligned with ASN.1 and is misleading.

	
	

	Summary of change:
(

	It is explained in the semantics description of “Measurements for CELL_DCH” that may be included in SIB11/SIB12 that only event1a to event 1i can be used.
Impact:

There is no impact to a UE or UTRAN implementation that is compliant with ASN.1 of the existing specification.

Implementation of this CR by Rel-6 UE will not cause any backward compatibility issue.

	
	

	Consequences if 
(

not approved:
	The tabular notation is misleading, it may include event 1J in SIB11/SIB12 while this is not possible according to the ASN.1.

	
	

	Clauses affected:
(

	10.3.7.62
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	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


10.3.7.62
Reporting information for state CELL_DCH

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Intra-frequency reporting quantity
	MP
	
	Intra-frequency reporting quantity 10.3.7.41
	

	Measurement Reporting Mode
	MP
	
	Measurement Reporting Mode 10.3.7.49
	

	CHOICE report criteria
	MP
	
	
	

	>Intra-frequency measurement reporting criteria
	
	
	Intra-frequency measurement reporting criteria 10.3.7.39
	This IE may only contain measurement events from 1A to 1I, but not measurement event 1J.

	>Periodical reporting criteria
	
	
	Periodical reporting criteria 10.3.7.53
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