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-------------------------------------- First Change ----------------------------------------------

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

URA-Identity,

-- User Equipment IEs :


UE-RadioAccessCapabilityComp-r7,


UE-RadioAccessCapability-v7xyext,


UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-r7-ext,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UE-CapabilityContainer-IEs,


UE-HSPA-Identities-r6,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp2,

DL-PhysChCapabilityFDD-v380ext,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-r5,


UE-SecurityInformation,


UE-SecurityInformation2,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DRAC-StaticInformationList,

PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,

CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DTX-DRX-Info-r7,

DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters,

OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimingMaintainedSynchInd,


TimeslotList,


TimeslotList-r4,

TimingInfo-r7,


TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-SynchronisationParameters-r4,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,

UL-TimingAdvanceControl-r7,
-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


ThresholdSFN-GPS-TOW-us,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-Measurement-v7xyext,

UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


VelocityEstimate,

UE-InternalMeasuredResults-r7,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,

ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-r7,


MBMS-ModifedServiceList-r6,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PhyChInformationList-r7,

MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFreqRequest-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

-- ***************************************************

--

-- ACTIVE SET UPDATE (FDD only)

--

-- ***************************************************
-------------------------------------- Next Change ----------------------------------------------
***************************************************

--

-- MBMS COMMON PTM RB INFORMATION

--

-- ***************************************************

MBMSCommonPTMRBInformation ::= SEQUENCE {


-- Common PTM RB Information IEs



mbms-CommonRBInformationList
MBMS-CommonRBInformationList-r6,



mbms-TranspChInfoForEachTrCh
MBMS-TranspChInfoForEachTrCh-r6,



mbms-TranspChInfoForEachCCTrCh
MBMS-TranspChInfoForEachCCTrCh-r6
OPTIONAL,


-- For TDD 7.68Mcps the IE mbms-PhyChInformationList shall be ignored.



mbms-PhyChInformationList

MBMS-PhyChInformationList-r6,


-- Non critical extensions



v7xyNonCriticalExtensions

SEQUENCE
{




mBMSCommonPTMInfo-v7xyext

MBMSCommonPTMInfo-v7xyext-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}
OPTIONAL

}
MBMSCommonPTMInfo-v7xyext-IEs
::=
SEQUENCE
{


mBMS-PhyCHInformationList-r7

MBMS-PhyCHInformationList-r7
OPTIONAL

}
-------------------------------------- Next Change ----------------------------------------------
MBMS-PhyChInformation-r6 ::=

SEQUENCE {


mbms-CommonPhyChIdentity


MBMS-CommonPhyChIdentity,


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r6

}

MBMS-PhyChInformationList-r6 ::=
SEQUENCE (SIZE (1..maxMBMS-CommonPhyCh)) OF











MBMS-PhyChInformation-r6

MBMS-PhyChInformationList-r7 ::=
SEQUENCE (SIZE (1..maxMBMS-CommonPhyCh)) OF











MBMS-PhyChInformation-r7

MBMS-PL-ServiceRestrictInfo-r6 ::=
ENUMERATED { true }

MBMS-PreferredFreqRequest-r6 ::=
SEQUENCE {


preferredFreqRequest



FrequencyInfo

}

MBMS-PreferredFrequencyInfo-r6 ::=
SEQUENCE {


mbmsPreferredFrequency



INTEGER (1..maxMBMS-Freq)


OPTIONAL,


layerConvergenceInformation


CHOICE {



mbms-Qoffset





MBMS-Qoffset,



mbms-HCSoffset





INTEGER (0..7)


},


mbms-PL-ServiceRestrictInfo


MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

MBMS-PreferredFrequencyList-r6 ::=
SEQUENCE (SIZE (1..maxMBMS-Freq)) OF











MBMS-PreferredFrequencyInfo-r6

MBMS-PTMActivationTime-r6 ::=

INTEGER (0..2047)

MBMS-PTM-RBInformation-C ::=

SEQUENCE {


rbInformation





MBMS-CommonRBIdentity,


shortTransmissionID




MBMS-ShortTransmissionID,


logicalChIdentity




MBMS-LogicalChIdentity

}

MBMS-PTM-RBInformation-CList ::=
SEQUENCE (SIZE (1..maxRBperTrCh)) OF
-------------------------------------- Next Change ----------------------------------------------
MBMS-MSCH-ConfigurationInfo-r6 ::=
SEQUENCE {


mschShedulingInfo




MBMS-MSCHSchedulingInfo



OPTIONAL,


rlc-Info






RLC-Info-MSCH-r6




OPTIONAL,


tctf-Presence





MBMS-TCTF-Presence




OPTIONAL

}

MBMS-MSCHSchedulingInfo ::=


CHOICE {


schedulingPeriod-32-Offset


INTEGER (0..31),


schedulingPeriod-64-Offset


INTEGER (0..63),


schedulingPeriod-128-Offset


INTEGER (0..127),


schedulingPeriod-256-Offset


INTEGER (0..255),


schedulingPeriod-512-Offset


INTEGER (0..511),


schedulingPeriod-1024-Offset

INTEGER (0..1023)

}

MBMS-NeighbouringCellSCCPCH-r6 ::=
SEQUENCE {


secondaryCCPCH-Info




MBMS-CommonPhyChIdentity,


secondaryCCPCHPwrOffsetDiff


MBMS-SCCPCHPwrOffsetDiff


OPTIONAL,


layer1Combining





CHOICE {



fdd








SEQUENCE {




softComb-TimingOffset



MBMS-SoftComb-TimingOffset,




mbms-L1CombiningTransmTimeDiff

MBMS-L1CombiningTransmTimeDiff,




mbms-L1CombiningSchedule


MBMS-L1CombiningSchedule
OPTIONAL



},



tdd








NULL


}

OPTIONAL,


mbms-L23Configuration



MBMS-L23Configuration

}

MBMS-NeighbouringCellSCCPCHList-r6 ::= SEQUENCE (SIZE (1..maxSCCPCH)) OF











MBMS-NeighbouringCellSCCPCH-r6

MBMS-NI-CountPerFrame ::=


ENUMERATED { ni18, ni36, ni72, ni144 }

MBMS-NumberOfNeighbourCells-r6 ::=

INTEGER (0..32)

MBMS-PFLIndex ::=




INTEGER (1..maxMBMS-Freq)

MBMS-PFLInfo ::=




FrequencyInfo

MBMS-PhyChInformation-r6 ::=

SEQUENCE {


mbms-CommonPhyChIdentity


MBMS-CommonPhyChIdentity,


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r6

}

MBMS-PhyChInformation-r7 ::=

SEQUENCE {


mbms-CommonPhyChIdentity


MBMS-CommonPhyChIdentity,


secondaryCCPCHInfo-MBMS



SecondaryCCPCHInfo-MBMS-r7

}

MBMS-PhyChInformationList-r6 ::=
SEQUENCE (SIZE (1..maxMBMS-CommonPhyCh)) OF











MBMS-PhyChInformation-r6

MBMS-PL-ServiceRestrictInfo-r6 ::=
ENUMERATED { true }

MBMS-PreferredFreqRequest-r6 ::=
SEQUENCE {


preferredFreqRequest



FrequencyInfo

}

MBMS-PreferredFrequencyInfo-r6 ::=
SEQUENCE {


mbmsPreferredFrequency



INTEGER (1..maxMBMS-Freq)


OPTIONAL,


layerConvergenceInformation


CHOICE {



mbms-Qoffset





MBMS-Qoffset,



mbms-HCSoffset





INTEGER (0..7)


},


mbms-PL-ServiceRestrictInfo


MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}

MBMS-PreferredFrequencyList-r6 ::=
SEQUENCE (SIZE (1..maxMBMS-Freq)) OF











MBMS-PreferredFrequencyInfo-r6

MBMS-PTMActivationTime-r6 ::=

INTEGER (0..2047)

MBMS-PTM-RBInformation-C ::=

SEQUENCE {


rbInformation





MBMS-CommonRBIdentity,


shortTransmissionID




MBMS-ShortTransmissionID,


logicalChIdentity




MBMS-LogicalChIdentity
-------------------------------------End of Changes --------------------------------------------
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