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11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS


/ .. /

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-r7,


MBMS-ModifedServiceList-r6,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PL-ServiceRestrictInfo-r6,



MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6

FROM InformationElements


/ .. /

11.3
Information element definitions


/ .. /

-- ***************************************************

--

--     MBMS INFORMATION ELEMENTS (10.3.9a)

--

-- ***************************************************


/ .. /

MBMS-PL-ServiceRestrictInfo-r6 ::=
ENUMERATED { true }




MBMS-PreferredFrequencyInfo-r6 ::=
SEQUENCE {


mbmsPreferredFrequency



INTEGER (1..maxMBMS-Freq)


OPTIONAL,


layerConvergenceInformation


CHOICE {



mbms-Qoffset





MBMS-Qoffset,



mbms-HCSoffset





INTEGER (0..7)


},


mbms-PL-ServiceRestrictInfo


MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL

}




