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-------------------------------------- Next Change ----------------------------------------------
10.3.6.17
Downlink channelisation codes

NOTE:
Only for TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE codes representation
	MP
	
	
	

	>Consecutive codes
	
	
	
	

	>>First channelisation code
	MP
	
	Enumerated (

(16/1)...(16/16))
	If a TFCI exists in this timeslot, it is mapped to the channelisation code as defined in [30].

	>>Last channelisation code
	MP
	
	Enumerated (

(16/1)...(16/16))
	If this is the same as First channelisation code, only one code is used by the physical layer.

	>Bitmap
	
	
	
	

	>>Channelisation codes bitmap
	MP
	
	Bit string(16)
	Each bit indicates the availability of a channelisation code for SF16, where the channelisation codes are numbered as channelisation code 1 (SF16) to channelisation code 16 (SF16). (For SF 16, a 1 in the bitmap means that the corresponding code is used, a 0 means that the corresponding code is not used.)

If all bits are set to zero, SF 1 shall be used.
For dedicated MBSFN frequency timeslot, if the first half in the bit pattern is set to 1010101000000000, the first channelisation code with SF 2 shall be used; if the second half of bit pattern is set to 0000000010101010, the second channelisation code with SF 2 shall be used; if all bits are set to 1010101010101010, both the first and second channelisation codes with SF2 shall be used.
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