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Introduction

CR3004 [1] introduced one additional DRX cycle length for CELL_PCH and URA_PCH. A new timer T319 is started and the DRX cycle length based on the first DRX cycle length coefficient is used when the UE enters CELL_PCH or URA_PCH. When the timer T319 expires, the UE switches to the second DRX cycle length coefficient. It is specified in section 13.1 (Timers for UE) that the timer 319 is stopped when initiating cell update or URA update procedure.

Two issues related to the DRX schemes are discussed in this paper.
Discussion

Issue 1 

Since the timer T319 is only applicable to UEs in CELL_PCH and URA_PCH State, we think it should be stopped whenever the UE leaves CELL_PCH or URA_PCH state. And, it is possible that the UE may leave CELL_PCH or URA_PCH state without initiating the cell update procedure after enhanced CELL_FACH feature is introduced. For example, a UE in CELL_PCH state with dedicated H-RNTI being configured can move to the CELL_FACH state due to uplink data transmission with no need to initiate the cell update procedure. 

So the condition to stop the timer T319 should be “when leaving CELL_PCH or URA_PCH state” instead of “when initiating cell update or URA update procedure” because the latter does not cover all the cases to stop the timer.

Issue 2
According to section 8.6.3.2 in CR3004 [1], when receiving the IE “UTRAN DRX cycle length coefficient”, the UE shall start the timer T319. This IE is also included in the RRC CONNECTION SETUP message and is mandatory present (MP). It is ignored if the UE will be in CELL_FACH state during the RRC connection establishment procedure. It is because this IE will be included in the reconfiguration message with the RRC State Indicator set to CELL_PCH or URA_PCH state so that different DRX cycle lengths can be used for these two states [2]. 

For the same reason, we think this IE should also be ignored if the UE will be in CELL_DCH state during the RRC connection establishment procedure to prevent from starting the timer T319 in CELL_DCH state.
Proposed modifications 

The proposed modifications on the top of CR0318 [1] and the current RRC Spec [3] are listed in Annex for reference. Some editorial corrections are also included.

Conclusion

It is suggested that RAN2 kindly discusses the above issues and the proposed modifications.

If the proposal can be accepted, we are happy to prepare the corresponding CR for the next meeting.
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Annex: Modifications on RCC CR3004 [1] and Spec [2]

8.1.3.6
Reception of an RRC CONNECTION SETUP message by the UE

The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the variable INITIAL_UE_IDENTITY.

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity" with the following exception;

4> ignore the IE "RB to setup list" and the IE "Re- establishment timer".

NOTE:
IE above IEs are mandatory to include in IE “Predefined RB configuration” that is included in System Information Block 16 but should be ignored since it is not possible to establish a RAB during RRC connection establishment.

3>
initiate the physical channels in accordance with the received physical channel information elements;

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity" with the following exception:

4>
ignore the radio bearers other than signalling radio bearers.

3>
initiate the physical channels in accordance with the received physical channel information elements.

NOTE:
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used.

2>
if IE "Specification mode" is set to "Complete specification":

3>
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements.

1>
clear the variable ESTABLISHMENT_CAUSE;

1>
stop timer T300 or T318, whichever one is running, and act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:
2>
if the UE, according to subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to [4] on that frequency.

3>
enter UTRA RRC connected mode;
3>
select PRACH according to subclause 8.5.17;

3>
select Secondary CCPCH according to subclause 8.5.19;

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.
1>
if the UE, according to subclause 8.6.3.3, will be in the CELL_DCH state at the conclusion of this procedure:

2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

2>
enter UTRA RRC connected mode.
2> ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.
1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per subclause 8.6.3.3, with the contents set as specified below:

2>
set the IE "RRC transaction identifier" to:

3>
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
if the USIM or SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message with the corresponding START value that is stored in the USIM [50] if present, or as stored in the UE if the SIM is present; and then

3>
set the START value stored in the USIM [50] if present, and as stored in the UE if the SIM is present for any CN domain to the value "THRESHOLD" of the variable START_THRESHOLD.

2>
if neither the USIM nor SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message to zero;
3>
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the default value [40].

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE radio access capability" and IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE system specific capability";
2>
if the variable DEFERRED_MEASUREMENT_STATUS is TRUE: 

3>
if System Information Block type 11 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 11bis is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 12 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block:

4>
include IE "Deferred measurement control reading".

NOTE:
If the "RRC State indicator" is set to the value "CELL_FACH", the UE continues to read and store the IEs in System Information Block type 11, System Information Block type 11bis, and System Information Block type 12, if transmitted, after submitting the RRC Connection Setup Complete message to lower layers (see 8.5.31).
When the RRC CONNECTION SETUP COMPLETE message has been submitted to lower layers for transmission the UE shall:

1>
if the UE has entered CELL_DCH state:

2>
if the IE "Deferred measurement control reading" was included in the RRC CONNECTION SETUP COMPLETE message:

3>
clear variable MEASUREMENT_IDENTITY;

3>
clear the variable CELL_INFO_LIST.
1>
if the UE has entered CELL_FACH state:

2>
start timer T305 using its initial value if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS.

1>
store the contents of the variable UE_CAPABILITY_REQUESTED in the variable UE_CAPABILITY_TRANSFERRED;

1>
initialise variables upon entering UTRA RRC connected mode as specified in subclause 13.4;

1>
consider the procedure to be successful;

And the procedure ends.
[Next Modification]
8.6.3.2
UTRAN DRX Cycle length coefficient
If the IE "UTRAN DRX cycle length coefficient" is present, the UE shall use it to calculate the UTRAN DRX cycle length, according to the following:

1>
start timer T319 using the IE "Time for DRX cycle 2" value;

1>
store IE "DRX cycle length coefficient";
1>
set k to the value of the IE "DRX cycle length coefficient 2";

1>
store the result of MAX(2k,PBP), where PBP is the Paging Block Periodicity, as the DRX cycle length. 
The UE shall determine its connected mode paging occasions and PICH monitoring occasions in the same way as for idle mode, according to [4].

The DRX cycle length to use in connected mode is defined in [4].
[Next Modification]
10.3.3.49
UTRAN DRX cycle length coefficient

A coefficient in the formula to count the paging occasions to be used by a specific UE (specified in [4]).

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	DRX cycle length coefficient
	MP
	
	Integer(3...9)
	Refers to 'k' in the formula as specified in [4], Discontinuous reception
	

	DRX cycle length coefficient 2
	MD
	
	Integer(3..9)
	Refers to 'k' in the formula as specified in [4], Discontinuous reception. The default value is “same as DRX cycle length coefficient”. 
	REL-7

	Time for DRX cycle 2
	MD
	
	Integer(80, 160, 320, 640, 1280, 2560, 5120)
	Values in milliseconds. The default value is 0 ms.
	REL-7


[Next Modification]
13.1
Timers for UE

	Timer
	Start
	Stop
	At expiry

	T300
	Transmission of RRC CONNECTION REQUEST in case of connection establishment for reasons other than MBMS reception
	Reception of RRC CONNECTION SETUP
	Retransmit RRC CONNECTION REQUEST if V300 =< N300, else go to Idle mode

	T302
	Transmission of CELL UPDATE/URA UPDATE
	Reception of CELL UPDATE CONFIRM/URA UPDATE CONFIRM 
	Retransmit CELL UPDATE/URA UPDATE if V302 =< N302, else, go to Idle mode

	T304
	Transmission of UE CAPABILITY INFORMATION
	Reception of UE CAPABILITY INFORMATION CONFIRM
	Retransmit UE CAPABILITY INFORMATION if V304 =< N304, else initiate a cell update procedure

	T305
	Entering CELL_FACH or URA_PCH or CELL_PCH state. Reception of CELL UDPATE CONFIRM/URA UPDATE CONFIRM. 
	Entering another state.
	Transmit CELL UPDATE if T307 is not activated and the UE detects "in service area". Otherwise, if T307 is not active, start T307.

	T307
	When the timer T305 has expired and the UE detects "out of service area".
	When the UE detects "in service area".
	Transit to idle mode

	T308
	Transmission of RRC CONNECTION RELEASE COMPLETE
	Not stopped
	Transmit RRC CONNECTION RELEASE COMPLETE if V308 <=N308, else go to idle mode. 

	T309
	Upon reception of CELL CHANGE ORDER FROM UTRAN message
	Successful response to a connection establishment request in the new cell. 
	Resume the connection to UTRAN

	T310
	Transmission of PUSCH CAPACITY REQUEST
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION
	Transmit PUSCH CAPACITY REQUEST if V310 =< N310, else procedure stops.

	T311
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with the CHOICE "PUSCH allocation" set to "PUSCH allocation pending".
	Reception of PHYSICAL SHARED CHANNEL ALLOCATION message with CHOICE "PUSCH allocation" set to "PUSCH allocation assignment".
	UE may initiate a PUSCH capacity request procedure.

	T312
	When the UE starts to establish dedicated CH
	When the UE detects N312 "in sync" indication from L1. 
	The criteria for physical channel establishment failure is fulfilled

	T313
	When the UE detects consecutive N313 "out of sync" indication from L1.
	When the UE detects consecutive N315 "in sync" indication from L1.
	The criteria for Radio Link failure is fulfilled.

	T314
	When the criteria for radio link failure are fulfilled.

The timer is started if radio bearer(s) that are associated with T314 exist or if only RRC connection exists only to the CS domain.
	When the Cell Update procedure has been completed.
	See subclause 8.3.1.13.

	T315
	When the criteria for radio link failure are fulfilled.

The timer is started only if radio bearer(s) that are associated with T315 exist or if RRC connection exists to PS domain.
	When the Cell Update procedure has been completed.
	See subclause 8.3.1.14.

	T316
	When the UE detects "out of service area" in URA_PCH or CELL_PCH state
	When the UE detects "in service area".
	Initiate cell update procedure if in service area is detected. Otherwise start timer T317, transit to CELL_FACH state and initiate cell update procedure when the UE detects "in service area".

	T317
	When the T316 expires or when in CELL_FACH state, the UE detects "out of service area".
	When the UE detects "in service area".
	T317 never expires.

	T318
	Transmission of RRC CONNECTION REQUEST in case of connection establishment for MBMS reception
	Reception of RRC CONNECTION SETUP
	Enter idle mode

	T319
	When entering CELL_PCH or URA_PCH.
	When leaving CELL_PCH or URA_PCH state.
	The UE activates starts the DRX cycle based on “DRX cycle length coefficient”. 
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