Page 1



3GPP TSG-WG2 Meeting #58bis 
(
R2-072444
Orlando, USA, 25th to 29th of June 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	25.331
	CR
	CRNum
	(

rev
	-
	(

Current version:
	7.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction to MBSFN TDM 

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	MBMSE-RANPhysTDD,MBMSE-RANPhysFDD, MBMSE-RANPhysLCRTDD
	
	Date: (

	16/06/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	TDM Information is not integrated

	
	

	Summary of change:
(

	New IEs are introduced for the support of FDD and TDD MBSFN TDM function. 

	
	

	Consequences if 
(

not approved:
	MBSFN TDM function is not high efficient.

	
	

	Clauses affected:
(

	8.6.9.y, 10.3.9x.y, 11.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


-------------------------------------- Next Change ----------------------------------------------
8.6.9.y
MBSFN TDM Information

If the IE "MBSFN TDM Information List" is included, the UE shall:

1>
assume that the MBMS service identitfied in IE “MBMS short transmission ID” can be received only in frame(s) with the CFN fulfilling the following equation
(CFN div N) mod TDM_Rep = TDM_Offset + i, i = 0 to TDM_Length - 1
where

-
N is the TTI (in number of 10ms frames) of the FACH
-
TDM_Rep is the repetition period
-
TDM_Offset is the offset
-
TDM_Length is the number of TTIs the MBMS Service is transmitted, starting from TMD_Offset
-
CFN is set according to subclause 8.5.15.3 [Initialisation for Cell_FACH]
-------------------------------------- Next Change ----------------------------------------------
10.3.9x.y
MBSFN TDM Information List
	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MBSFN TDM Information List
	MP
	1 to <maxMBMSservUnmodif>
	
	
	REL-7

	>MBMS short transmission ID
	MP
	
	MBMS Short transmission identity 10.3.9a.10
	
	REL-7

	>TDM_Rep
	MP
	
	Integer (2..9)
	
	REL-7

	>TDM_Offset
	MP
	
	Integer (0..8)
	
	REL-7

	>TDM_Length
	MP
	
	Integer(1..8)
	
	REL_7


-------------------------------------- Next Change ----------------------------------------------
11.2
PDU definitions
-- ***************************************************

--

-- MBMS CURRENT CELL PTM RB INFORMATION

--

-- ***************************************************

MBMSCurrentCellPTMRBInformation ::= SEQUENCE {


-- Current Cell PTM RB Information IEs



mbms-CurrentCell-SCCPCHList

MBMS-CurrentCell-SCCPCHList-r6

OPTIONAL,



mbms-SIBType5-SCCPCHList

MBMS-SIBType5-SCCPCHList-r6


OPTIONAL,


-- Non critical extensions



v7xyNonCriticalExtensions

SEQUENCE {




mbmsCurrentCellPTMRBInfo-v7xyext
MBMSCurrentCellPTMRBInfo-v7xyext-IEs,



nonCriticalExtensions



SEQUENCE {}

OPTIONAL



}

OPTIONAL

}

MBMSCurrentCellPTMRBInfo-v7xyext-IEs ::= SEQUENCE {



mBSFN-TDM-Info-List

MBSFN-TDM-Info-List

OPTIONAL 

}

MBSFN-TDM-Info-List ::=
SEQUENCE (SIZE (1..maxMBMSservUnmodif)) OF


shortTransmissionID




MBMS-ShortTransmissionID,

tDMPeriod






INTEGER (2..9),


tDMOffset






INTEGER (0..8},

    tDMLength                           INTEGER (1..8)
}
-------------------------------------- END---------------------------------------------
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