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-------------------------------------- Next Change ----------------------------------------------
MBMSModifiedServicesInformation ::= SEQUENCE {


-- MBMS Modified Services Information IEs



modifedServiceList



MBMS-ModifedServiceList-r6


OPTIONAL,



mbms-ReacquireMCCH



ENUMERATED { true }




OPTIONAL,



mbms-DynamicPersistenceLevel
DynamicPersistenceLevel



OPTIONAL,



endOfModifiedMCCHInformation
INTEGER (1..16)





OPTIONAL,



mbmsNumberOfNeighbourCells

MBMS-NumberOfNeighbourCells-r6,



mbms-AllUnmodifiedPTMServices
ENUMERATED { true }




OPTIONAL,



mbms-PTMActivationTime


MBMS-PTMActivationTime-r6


OPTIONAL,


-- Non critical extensions



v7xyNonCriticalExtensions

SEQUENCE {




mbmsModifiedServicesInformation-v7xyext












MBMSModifiedServicesInformationList-v7xyext-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}

OPTIONAL

}

MBMSModifiedServicesInformationList-v7xyext-IEs ::= SEQUENCE (SIZE (1..maxMBMSservModif)) OF












  
MBMSModifiedServicesInformation-r7
MBMSModifiedServicesInformation-r7 ::= SEQUENCE {



mbms-TransmissionIdentity


MBMS-TransmissionIdentity





O
PTIONAL
,


mBSFNClusterFrequency



MBSFN-ClusterFrequency-r7


OPTIONAL

}
-- ***************************************************

--

-- MBMS UNMODIFIED SERVICES INFORMATION

--

-- ***************************************************

MBMSUnmodifiedServicesInformation ::= SEQUENCE {


-- MBMS Unmodified Services Information IEs



unmodifiedServiceList


MBMS-UnmodifiedServiceList-r6

OPTIONAL,


-- Non critical extensions



v7xyNonCriticalExtensions

SEQUENCE {




mbmsUnmodifiedServicesInformation-v7xyext












MBMSUnmodifiedServicesInformationList-v7xyext-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}

OPTIONAL

}

MBMSUnModified
ServicesInformationList-v7xyext-IEs ::= SEQUENCE (SIZE (1..maxMBMSservUnModif
)) OF












  
MBMSUnModifiedServicesInformation-r7

MBMSUnmodifiedServicesInformation-r7 ::= SEQUENCE {



mbms-TransmissionIdentity


MBMS-TransmissionIdentity


OPTIONAL
,


mBSFNClusterFrequency



MBSFN-ClusterFrequency-r7


OPTIONAL

}
-------------------------------------End of Changes --------------------------------------------
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