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	As stated in CR665r1 of 3GPP TS 25.331, "although the need for IE “Logical channel list” is MP, the specification of restrictions regarding the use of transport formats on different logical channels only applies for uplink. Therefore, for the downlink only choice “all” applies." The error handling rule has been included in  8.6.5.1. But the case of an incorrect configured IE “Logical channel list” received in a message on CCCH(e.g. RRC CONNECTION SETUP and CELL UPDATE CONFIRM)  is not specified in current statements. And the UE behaviour needs to be clarified.


	
	

	Summary of change:
(

	UE behaviour in a CCCH message scenario is included.

	
	

	Consequences if 
(

not approved:
	UE behaviour is not specified in a CCCH message scenario.

	
	

	Clauses affected:
(

	8.6.5.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.6.5.1
Transport Format Set

If the IE "Transport format set" is included, the UE shall:

1>
if the transport format set is a RACH TFS received in System Information Block type 5 or System Information Block type 5bis or System Information Block type 6, and CHOICE "Logical Channel List" has a value different from "Configured":

2>
ignore that System Information Block.

NOTE:
The TFS added by the IE "Additional Dynamic Transport Format Information for CCCH" has no CHOICE "Logical Channel List" and can thus never be considered as different from "Configured".

1>
if the transport format set for a downlink transport channel is received in a System Information Block, and CHOICE "Logical Channel List" has a value different from 'ALL':

2>
ignore that System Information Block.

1>
if the transport format set for a downlink transport channel is received in a message on a DCCH or CCCH, and CHOICE "Logical Channel List" has a value different from 'ALL':

2>
keep the transport format set if this exists for that transport channel;

2>
set the variable INVALID_CONFIGURATION to TRUE.
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