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RAN2 would like to inform SA2 that we further discussed the need of a “subscriber type” indication via the S1 interface originally proposed in R2-071948 at this meeting. The document R2-072793 (attached) discusses some uses cases for the “subscriber type” in LTE_ACTIVE state.
Based on the discussion RAN2 came to the conclusion that for various RRM procedures additional knowledge of the “subscriber type” in the eNB would be preferable. It has been also discussed if some of the “handling rules” (especially for the roaming use cases) should be standardised in 3GPP between SA2 and RAN2.

RAN2 proposes that SA2 discuss the possibilities on how to derive the “subscriber type” from the EPS nodes (e.g. HSS) and how to convey the information via the MME over the S1 interface to the eNB. The current working assumption of RAN2 is that this information is send as part of the LTE_Idle to LTE_Active signalling procedure.
Actions

To SA2: RAN2 would kindly like to ask SA2 to discuss the possibilities on how to derive the “subscriber type” from the EPS nodes (e.g. HSS) and how to convey the information via the MME over the S1 interface to the eNB. RAN2 would appreciate feedback of the outcome for this discussion.
To SA2 + RAN3: RAN2 would kindly like to ask SA2 + RAN3 to discuss how the “subscriber type” information is conveyed from the MME to the eNB and how it is forwarded in case of inter-eNB mobility in LTE_ACTIVE. RAN2 would appreciate feedback of the outcome for this discussion.
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