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1. Overall Description

During RAN2#58bis the user plane handling for lossless handover for inter eNode B handover was discussed, and RAN2 decided 
1) that source eNB has to inform the target eNB about the next DL PDCP SN to use for data coming from the GW.
2) to have a PDCP SN reporting in UL in target eNB for downlink transmission. The detailed protocol (e.g. RLC, PDCP, RRC) is FFS. The reporting will be optionally configured per DL RB.
3) have the possibility to send a PDCP SN report by the target eNB to the UE for uplink transmission. 
In decision 1, it was considered by RAN2 that the actual reporting mechanism between source and target should be specified by RAN3. Similarly, in decision 3, it was RAN2 assumption that in order for the target eNode B to send a PDCP sequence number report, there should be means for the source eNode B to inform the target eNode B about the status of the received PDCP SDUs. These means would again preferably be specified in RAN3.
In decisions 2 and 3, it was agreed that the PDCP SN reporting should only be used at handover
2. Actions to RAN3
RAN2 would kindly like to ask RAN3 to take the decisions 1-3 into account, and 

1) specify a mechanism to inform target eNode B about the next downlink PDCP sequence number to use for data coming from the gateway.
2) specify a mechanism to inform from the source eNode B to the target eNode B about the received PDCP SDUs.
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