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8.7.6.2a
MBMS MODIFICATION REQUEST message contents to set

The UE shall set the contents of the MBMS MODIFICATION REQUEST message as follows:

1>
if the preferred frequency applicable for the  MBMS service prioritised by upper layers is different from the currently used frequency:

2>
include the IE "MBMS preferred frequency request" and set it to the prioritised MBMS service identity;

1>
if upper layers request to discontinue reception of an MBMS service provided via a p-t-p radio bearer:

2>
include the p-t-p radio bearers used for the corresponding MBMS services within the IE "MBMS RB list requested to be released".

1>
if the UE enters CELL_DCH; or

1>
if the UE completes the RRC connection establishment procedure; or

1>
if there is a change in selection of one or more of the MBMS Selected Services:

2>
if the UE has not selected any MBMS Selected Service:

3>
include the IE "MBMS Selected Service Info" and set the Status to 'None'.

2>
otherwise:

3>
include the IE "MBMS Selected Service Info" and set the Status to 'Some';
3> include the IE "Support of MBMS service change for a ptp RB";
3>
for each MBMS Selected Service:

4>
order the MBMS Selected Services such that those selected with a higher priority are listed in the IE "MBMS Selected Services Full" before those selected with a lower priority;
4>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Full".
10.2.16i
MBMS Modification request
The UE transmits this message to request UTRAN to take certain actions to improve the UE's ability to receive its (prioritised) activated MBMS services and/ or sessions.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE ( UTRAN
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message type
	MP
	
	Message Type
	
	REL-6

	UE information elements
	
	
	
	
	REL-6

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	REL-6

	MBMS information elements
	
	
	
	
	REL-6

	MBMS preferred frequency request
	OP
	
	MBMS service identity 10.3.9a.8
	The MBMS preferred frequency the UE would like to be moved to. The MBMS preferred frequency is identified by the identity of the MBMS service the UE would like to receive.
	REL-6

	MBMS RB list requested to be released
	OP
	1 to <maxRB>
	
	RBs of lower priority MBMS services inhibiting reception of a higher priority service
	REL-6

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	
	REL-6

	MBMS Selected Service Info
	OP
	
	MBMS Selected Service Info 10.3.9a.7b
	
	REL-6

	Support of MBMS service change for a ptp RB
	OP
	
	enumerated (true)
	In this version of the specification, this IE has no meaning but it shall be included upon the conditions specified in 8.7.6.2a.
	REL-6


11.2
PDU definitions

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v7xyext
















RadioBearerReconfiguration-v7xyext-IEs,










nonCriticalExtensions


SEQUENCE {} OPTIONAL









}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v7xyNonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v7xyext
















RadioBearerReconfiguration-v7xyext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







v7xyNonCriticalExtensions


SEQUENCE {









radioBearerReconfiguration-v7xyext
















RadioBearerReconfiguration-v7xyext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext















RadioBearerReconfiguration-v6b0ext-IEs,








v6e0NonCriticalExtensions


SEQUENCE {









radioBearerRconfiguration-v6e0ext
















RadioBearerReconfiguration-v6e0ext-IEs,









v7xyNonCriticalExtensions


SEQUENCE {










radioBearerReconfiguration-v7xyext















RadioBearerReconfiguration-v7xyext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8 







radioBearerReconfiguration-r7-add-ext

BIT STRING

OPTIONAL,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







},







criticalExtensions



SEQUENCE {}






}





}




}



}


}

}

RadioBearerReconfiguration-v6e0ext-IEs ::= SEQUENCE {
-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,




}


}

}
-- ***************************************************

--

-- MBMS MODIFICATION REQUEST

--

-- ***************************************************

MBMSModificationRequest ::= SEQUENCE {


-- MBMS Modification Request IEs



mbms-PreferredFreqRequest

MBMS-ServiceIdentity-r6



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,


-- Non critical extensions



v6b0NonCriticalExtensions

SEQUENCE {




mbmsModificationRequest-v6b0ext
MBMSModificationRequest-v6b0ext-IEs,



v6b0NonCriticalExtensions

SEQUENCE {





mbmsModificationRequest-v6e0ext
MBMSModificationRequest-v6e0ext-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

MBMSModificationRequest-v6b0ext-IEs ::= SEQUENCE {



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo

}

MBMSModificationRequest-v6e0ext-IEs ::= SEQUENCE {



mbmsSupportOfServiceChangeForAPtpRB


enumerated { true }

OPTIONAL
}

