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	For HS-DSCH the IE Process Memory size indicates the maximum number of soft channel bits available in the virtual IR buffer. The Process Memory size is not signalled in HS-SCCH less operation.
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	 A note is added to section 12.1.3 indicating that for HS-SCCH-less operation, the number of bits in the Virtual IR buffer is assumed to be [4536] bits.
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	Clauses affected:
(

	10.3.6.36ab

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


10.3.6.36ab
HS-SCCH less information

NOTE:
For FDD only

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE HS-SCCH less operation
	MP
	
	
	

	>Continue HS-SCCH less operation
	
	
	(no data)
	

	>New HS-SCCH less operation
	
	
	
	

	>>HS-PDSCH Code Index
	MP
	
	Integer (1..15)
	Index of first HS-PDSCH code

	>>Transport Block Size List
	
	1..< maxHS-SCCHLessTrBlk >
	
	

	>>>Transport Block Size Index
	MP
	
	Integer (1..90)
	Index of the MAC-hs transport block size as described in appendix A of [15]
NOTE

	>>>HS-PDSCH Second Code Support
	MP
	
	Boolean
	Indicates whether the second HS-PDSCH code is used for this TB size.

If “TRUE”, the HS-PDSCH second code index value is the value of IE “HS-PDSCH Code Index” incremented by 1.


NOTE:
For HS-SCCH-less operation, the number of bits in the Virtual IR buffer is assumed to be at least [4536] bits. 
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