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	Reason for change:
(

	The current wording related to the monitoring of grant channels is incorrect and ambiguous as well:
1. The definition of the parameter Inactivity Threshold for UE Grant Monitoring in clause 3.1.3 is not aligned with RRC, where the parameter is signalled in units of E-DCH TTIs and not in subframes.

2. In the opening paragraph of clause 11.8.1.8 the requirement on the downlink reception of grant channels does not make sense from UE point of view, as the transmission of E-AGCH and E-RGCH is under the control of network. 
3. The second condition in clause 11.8.1.8 on the time for monitoring of the E-AGCH and E-RGCH sets after an E-DCH scheduled transmission does not reflect properly the definition of the parameter Inactivity Threshold for UE Grant Monitoring, i.e. it does not give any limit on the time for monitoring the grant channels. 

	
	

	Summary of change:
(

	1. The definition of the parameter Inactivity Threshold for UE Grant Monitoring in clause 3.1.3 has been aligned with RRC signalling.
2. In the opening paragraph of clause 11.8.1.8 the term “reception” has been replaced with “monitoring”.
3. The second condition in clause 11.8.1.8 on the time for monitoring of E-AGCH and E-RGCH sets after a scheduled E-DCH transmission has been corrected in accordance with the definition of the parameter Inactivity Threshold for UE Grant Monitoring.
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not approved:
	The monitoring of grant channels would remain incorrect and ambiguous, and would result in incorrect implementation.
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3.1.3
DTX-DRX and HS-SCCH less Specific definitions (FDD only)

MAC DTX cycle:
Defines the pattern of time instances where the start the uplink E-DCH transmission after inactivity is allowed.

MAC Inactivity Threshold:
E-DCH inactivity time after which the UE can start E-DCH transmission only at given times.
UE DTX DRX Offset:
Uplink DPCCH transmission pattern and HS-SCCH reception pattern offset in subframes.

HS-SCCH less mode of operation:
HS-SCCH less mode of operation is enabled when the variable HS_SCCH_LESS_STATUS defined in [7] is set to TRUE.

Inactivity Threshold for UE Grant Monitoring:
Determines the number of E-DCH TTIs after an E-DCH scheduled transmission during which the UE is required to monitor the full E-AGCH transmissions from the serving radio link and the full E-RGCH(s) from all the cells in the E-DCH active set.
Deleted sections
11.8.1.8

Monitoring of Absolute and Relative Grant Channels

When the DRX feature is enabled by higher layers, and in addition to the conditions defined in subclause 6C.3 of [13] the downlink monitoring of E-AGCH and E-RGCH sets is required in the following conditions:

-
At least one MAC-d flow is configured with a scheduled transmission and TEBS > 0 or;

-
for the number of TTIs after a scheduled E-DCH transmission according to Inactivity Threshold for UE Grant Monitoring or;

-
the E-AGCH and E-RGCH commands overlap with an E-HICH corresponding to a scheduled E-DCH transmission. 
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