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1. Introduction

[1] raises an issue which happens in HSUPA when a UE grant is not sufficient to allow transmission of a single RLC PDU. 
The solution proposed in the same document was discussed in RAN2 #58bis and it was found that it would create other problems. It was found instead during the discussion that adding a SI trigger would be an acceptable solution.

In this contribution we propose to define a new SI trigger to handle the issue raised in [1].

2. Discussion

The issue raised in [1] happens when the UE grant is not zero but too small to transmit even a single RLC PDU. In this case, only an AGCH can change the grant to an appropriate level but the scheduler may not know about it until a periodic SI is triggered. 

Arrival of data in the buffer or even arrival of high priority data will not trigger an SI transmission because the UE already has a non zero grant. Also, since a periodic SI may not even be configured, the scheduler may never learn about the situation.

In order to solve this situation without altering the RGCH mechanisms, we propose to define a new SI trigger as described in the attached CR.
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11.8.1.6.2
Report Triggering when SG <> “Zero_Grant” and at least one process is activated

If SG becomes too small to allow transmission of a single PDU from any scheduled MAC-d flow or if the SG is too small to allow transmission of a single PDU from any scheduled MAC-d flow and TEBS becomes larger than zero, the transmission of Scheduling Information shall be triggered.
If an E-DCH serving cell change occurs and if the new E-DCH serving cell was not part of the previous Serving E-DCH RLS, the transmission of a Scheduling Information shall be triggered.
RRC can configure MAC with periodic triggering also for the case when the variable Serving_Grant <> "Zero_Grant" and at least one process is activated. The periodic trigger timer T_SIG (Timer Scheduling Information – different from "Zero_Grant") can be configured to a different value than T_SING. 

T_SIG shall be started once the Serving_Grant variable becomes <> "Zero_Grant" and at least one process is activated.

When T_SIG expires, the transmission of a new Scheduling Information shall be triggered.
T_SIG shall be stopped and reset once the Serving_Grant variable in the Serving Grant Update function becomes equal to "Zero_Grant" or all processes are deactivated.
T_SIG shall be restarted when the transmission of a Scheduling Information is triggered.
Once the Serving_Grant variable in the Serving Grant Update function becomes equal to "Zero_Grant" or all processes are deactivated and TEBS is larger than zero, the transmission of a Scheduling Information shall be triggered.
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