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10.3.7.105
UE positioning OTDOA measured results

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	SFN
	MP
	
	Integer(0..4095)
	SFN during which the last measurement was performed

	CHOICE mode
	
	
	
	

	>FDD
	
	
	
	

	>>Reference cell id
	MP
	
	Primary CPICH info 10.3.6.60
	

	>>UE Rx-Tx time difference type 2 info
	MP
	
	
	

	>>>UE Rx-Tx time difference type 2
	MP
	
	UE Rx-Tx time difference type 2 10.3.7.84
	

	>>>UE positioning OTDOA quality
	MP
	
	UE positioning OTDOA quality 10.3.7.107
	Quality of the UE Rx-Tx time difference type 2 measurement from the reference cell.

	>TDD
	
	
	
	(no data)

	>>Reference cell id
	MP
	
	Cell parameters ID 10.3.6.9
	

	Neighbours
	MP
	0 to <maxCellMeas>
	
	

	>CHOICE mode
	MP
	
	
	

	>>FDD
	
	
	
	

	>>>Neighbour Identity
	MD
	
	Primary CPICH info 10.3.6.60
	Default value is the same as in the first set of multiple sets.

	>>>Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the existing value of frequency information

	>>>UE Rx-Tx time difference type 2 info
	OP
	
	
	Included for cell in the active set excluding the reference cell.

	>>>>UE Rx-Tx time difference type 2
	MP
	
	UE Rx-Tx time difference type 2 10.3.7.84
	

	>>>>UE positioning OTDOA quality
	MP
	
	UE positioning OTDOA quality 10.3.7.107
	Quality of the UE Rx-Tx time difference type 2 measurement from the neighbour cell.

	>>TDD
	
	
	
	

	>>>Cell and Channel ID
	MD
	
	Cell and Channel Identity info 10.3.6.8a
	Default value is the same as in the first set of multiple sets.

	>UE positioning OTDOA quality 
	MP
	
	UE positioning OTDOA quality 10.3.7.107
	Quality of the SFN-SFN observed time difference type 2 measurement from the neighbour cell.

	>SFN-SFN observed time difference type 2
	MP
	
	SFN-SFN observed time difference 10.3.7.63 
	Gives the timing relative to the reference cell. Only type 2 is allowed.

	Referenced Cell P-CCPCH RSCP for LCS
	OP
	
	
	

	>FDD
	
	
	
	

	>TDD
	
	
	
	

	>> P-CCPCH RSCP
	MP
	
	Integer(0..91)
	According to P-CCPCH_RSCP in [19] and [20].

Thirty-six spare values are needed.
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