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1
Introduction
In this contribution, we listed up potential clean up items for Stage 2 specification.
2 Discussion
	Item No
	Stage 2 description
	Proposed description and reason

	1
	In Section 5.3

4.
Multicast Channel (MCH) characterised by:
-
support for SFN combining of MBMS transmission on multiple cells;
	4.
Multicast Channel (MCH) characterised by:
-
support for MBSFN combining of MBMS transmission on multiple cells;
MBSFN is a right terminology.

	2
	In Section D.2
-
The possible multi-cell p-t-m transmission with SFN operation on the MCH of the SFN area is semi-statically configured e.g. by O&M.
	-
The possible multi-cell p-t-m transmission with MBSFN operation on the MCH of the MBSFN area is semi-statically configured e.g. by O&M.
MBSFN is a right terminology.

	3
	In Section D.2
-
The possible SFN operation on the MCH of the SFN area is semi-statically configured e.g. by O&M; or the SFN area is dynamic and may be based on counting mechanisms (FFS).
	-
The possible MBSFN operation on the MCH of the MBSFN area is semi-statically configured e.g. by O&M; or the MBSFN area is dynamic and may be based on counting mechanisms (FFS).
MBSFN is a right terminology.

	4
	In Section D.2
a)
Single-cell transmission (no SFN operation):
b)
Multi-cell transmission (SFN operation)
- Combining is supported with SFN;
…
-
MCCH(s) sent in SFN area for non-cell specific transmission.
	a) Single-cell transmission (no MBSFN operation):
b) Multi-cell transmission (MBSFN operation):
- Combining is supported with MBSFN;
…
-
MCCH(s) sent in MBSFN area for non-cell specific transmission.
MBSFN is a right terminology.

	5
	In Section D.3
-
SFN transmission: multi-cell vs. single-cell transmission;
	-
MBSFN transmission: multi-cell vs. single-cell transmission;
MBSFN is a right terminology.

	6
	In Section 6.2.1

Flow Control between eNB and UE (FFS);
	Remove this sentence completely.
We think it point is no longer open and propose to remove this open point.

	7
	In Section 5

Physical downlink shared channel (PDSCH)

-
Carries the DL-SCH.
	Physical downlink shared channel (PDSCH)

· Carries the DL-SCH and PCH.
In Section 5.3.1, the figure 5.3.1.1 shows both DL-SCH and PCH are mapped on PDSCH. 

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


3 Conclusion
It is proposed to review and decide the Stage 2 clean up items listed in this contribution.












