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1. 

Background

Is a liaison statement from RAN2 on "LTE Spectrum Flexibility" and asks RAN4 what parameters need to be signalled in system information to support spectrum flexibility.  RAN4 would like to thank RAN2 for this request for comment. Please find attached RAN4 response.
2. 
Actions:

In RAN4 opinion, the following information needs to be provided to the UE via system information. For each item some further background information is provided. 
1. Band number

a. At least 32 but preferably 64 bands should be supported (currently 19 potential LTE bands have been identified by RAN4). 

b. The band number should be located in system information in such a place that a UE can quickly determine whether the cell belongs to a supported band, e.g. within SU-1 along with other information that is used by the UE to determine if it can camp on the cell.

c. From the band number the UE can implicitly determine whether the band is TDD/FDD mode, hence no explicit TDD/FDD indication is required. Whether there needs to be an additional indication of half-duplex operation is FFS.
2. Uplink carrier frequency.

a. In the case of FDD, system information should be able to indicate an uplink carrier frequency that the UE will use its initial access. If this information is absent then a default value specified in the RAN4 specifications would be used. RAN4 may specify that some bands can only operate with the default value (i.e. a fixed duplex spacing)

b. The uplink carrier frequency need not be located in the same System Information Scheduling Unit as the band number. However, if UE support for variable duplex is an optional capability for a particular band then it is desirable for the UE to know quickly that a non default duplex is being used in the cell and so this indication should be carried in the same System Information Scheduling Unit as the hand number.
3. Date of next meetings:

RAN4#44bis October 8 –12 Shanghai China
