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1. Overall Description:

TSG-RAN WG2 would like to inform TSG-SA WG2, TSG-SA WG3 and TSG-CT WG1 that some agreements were reached in TSG-RAN WG2 regarding the handling of RRC Connection Request and NAS Service Request during the random access procedure: the NAS Service Request will be handled as other NAS messages (e.g. TAU) i.e. always be sent in a separate message after the RRC Connection Request. 
As a result, the 72 bits limit discussed earlier does not apply to the NAS Service Request [1] [2]. However, in order to fulfil the 100ms delay requirement for LTE_IDLE → LTE_ACTIVE transition [3], RAN2 believes that the NAS service request should not be larger than 32 bits when excluding the S-TMSI.
2. Actions:

To TSG-SA WG2, TSG-SA WG3, TSG-CT WG1.

ACTION: 
TSG-RAN WG2 kindly asks TSG-SA WG2, TSG-SA WG3, TSG-CT WG1 to take the 32 bits limit (S-TMSI excluded) into account when designing the NAS Service Request.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #60
05-09 November
Jeju, South Korea

TSG-RAN WG2 Meeting #60bis
14-18 January

T.B.D.
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