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1. Introduction
We would like to provide text proposal for idle mode measurement control in this document. The Following points are proposed to be added in the TR:

· Description of idle mode measurement control parameters [1]
· LTE-WiMAX signal quality threshold 

· LTE-WiMAX Rx power strength threshold 

· Some editorial change.

2. Reference
[1] R2-073313

Cell reselection to WiMAX, Samsung

3. Text Proposal
------ Start of Change ------

7.4.2.1 Idle mode measurement control
UE shall be able to make measurements on the WiMAX cells in LTE_IDLE mode to perform cell re-selection. UE shall perform WiMAX neighbor cell measurements during DRX periods, between paging occasions.
To control the idle mode measurements on WiMAX, we can re-use mechanisms for the intra-3GPP inter-RAT idle mode measurement control. The UE performs measurement on WiMAX when the signal quality from E-UTRAN serving cell falls below a given threshold. Additional parameters that control idle mode measurement on WiMAX are, 
· LTE-WiMAX signal quality threshold (to start WiMAX measurements):
The received signal quality threshold value (relative measurement) is used in the E-UTRAN to determine if WiMAX measurements should start.
· LTE-WiMAX Rx power strength threshold (to start WIMAX measurements):
The received power strength threshold value (absolute measurement) is used in the E-UTRAN to determine if WiMAX measurements should start.
There is no need of different handling of threshold on single RX or dual RX.

The following rules shall be followed in the idle mode measurement on WiMAX system:

· If the measured Signal Quality of the serving cell <= LTE-WiMAX signal quality threshold or the measured Rx Power Strength of the serving cell <=LTE-WiMAX Rx power strength threshold, the UE shall start making WiMAX measurements.
· If the measured Signal Quality of the serving cell > LTE-WiMAX signal quality threshold and the measured Rx Power Strength of the serving cell > LTE-WiMAX Rx power strength threshold, the UE may choose not to perform WiMAX measurements. 






















































































































































