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1.
Introduction
A text proposal for the MAC specification ‎[1] is proposed, to capture the current agreements on semi persistent scheduling in uplink. That is that uplink grants for new transmissions can, in addition to be received on the L1/L2 control channel or in a RA Response message, also be configured by upper layers.
2.
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3.
Text proposal to 36.321
5.4.1
UL Grant reception

Editor’s note:
This subclause describes the procedure for handling reception of UL scheduling grants.

Editor’s note:
For TDD, more than one uplink grant may need to be signalled in one TTI. Demultiplexing/decoding of such uplink grants is done by L1.

Editor’s note:
Mapping of uplink grants received on [SCCH] onto the TTIs for which they are valid is done by L1.

The UE shall for each TTI:

-
If an uplink grant for this TTI has been received on the [SCCH]; or

-
if an uplink grant for this TTI has been received in a Random Access Response:


-
Indicate a valid uplink grant and the associated HARQ information to the HARQ entity for this TTI;
-
else, if an uplink grant for this TTI has been configured by upper layers:

-
Indicate an uplink grant, valid for new transmission, and the associated HARQ information to the HARQ entity for this TTI;






























































































































































































































�The “else” clause is to ensure that a ‘dynamic’ grant supersedes a ‘configured’ grant (Author’s comment).
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