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----------------------------------------- Change -------------------------------------

4.1
PDCP parameters

Support for RFC 2507

This parameter defines whether the UE supports header compression according to RFC 2507 as defined in [1] or not.

Support for RFC 3095

This parameter defines whether the UE supports header compression according to RFC 3095 as defined in [1] or not. If the UE supports IMS, as described in [23.228], or supports MBMS, as described in [25.246], the UE shall support header compression according to RFC 3095 as defined in [1].
Support for RFC 3095 context relocation

This parameter defines whether the UE supports RFC 3095 context relocation as defined in [1] or not.
Support for loss-less SRNS relocation

Defines whether the UE supports loss-less SRNS relocation as defined in [1] or not.

Support for lossless DL RLC PDU size change
Defines whether the UE supports lossless DL RLC PDU size change as defined in [1] or not.
Maximum header compression context space

This parameter is only applicable if the UE supports header compression according to RFC 2507. It is defined as the maximum header compression context size supported by the UE for all RFC 2507 protocol entities for all RBs. UTRAN controls that the UE capability can be fulfilled through the following parameters:

1.
MAX_HEADER;

2.
TCP_SPACE;

3.
NON_TCP_SPACE;

The context space for a single RFC 2507 protocol entity calculates from:

(2 * (TCP_SPACE + 1 + NON_ TCP_SPACE + 1) * MAX_HEADER).

The following criterion must be fulfilled in the configuration:

Maximum header compression context space ( sum of context spaces for all RFC 2507 protocol entities for all RBs.
Maximum number of ROHC context sessions

This parameter is only applicable if the UE supports header compression according to RFC3095. It is defined as the maximum number of header compression context sessions supported by the UE.

Support for Reverse Decompression

This parameter determines whether reverse decompression is supported or not and the maximum number of packets that can be reverse decompressed by the decompressor in the UE.
----------------------------------End of Changes ---------------------------------
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