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1 Introduction

The event trigger and periodical measurement configuration and reporting are discussed in [1] and the text proposal was included in [2].  Four inter-RAT measurement events are discussed in [1] to define the intra-UTRAN and 3GPP2 system measurements and reporting. The inter-RAT event 3 measurement specifies the event that the estimated quality of the measured 3GPP2 cell is below the configured threshold.  The open issue was identified on whether the threshold of inter-RAT event 3 measurement should be cell specific or common for all cells.  
2 The Inter-RAT Event 3 measurement in ACTIVE mode   

It is agreed in TR36.938 v0.4.0 Section 6.2.3.2 that the measurement framework for E-UTRAN to 3GPP2 systems will be aligned with the E-UTRAN inter-RAT measurement framework. Thus, the decision on whether the threshold should be cell specific or common to all cells should be in line with the RAN2’s decision on the E-UTRAN inter-RAT event 3 threshold configuration. Further investigation on this topic shall be dealt with during stage-3 development. 

3 Conclusion

The contribution proposes to remove the open issue D4-2 from the TR. 
4 Text Proposal to TR36.938

. 
************** Begin Text Proposal in blue underline*****************************************

D.4 Active Mode Operation

1. If CDMA Neighbor List Information needs to be included in the Measurement configuration message;


2. Mechanism to trigger the release of the UE context on the E-UTRAN side after the handover from E-UTRAN to HRPD;

3. the detailed procedure including the order of the messages for HRPD to E-UTRAN handover, assuming that the procedure will share commonalities with Attach and S1 Relocation procedures specified in Error! Reference source not found.
*************** End Text Proposal *****************************************
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