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1 Introduction

In RAN2-59bis, the 3GPP2 system information for the cell re-selection and the handover from E-UTRAN to HRPD/1x RTT systems was agreed to be carried by the dynamic system information block in BCCH.  [1].   One open issue left from last meeting is to identify the specific SIB(s) to carry 3GPP2 system information (D2-1 in [1]).
2 3GPP2 System Information Block 

Currently RAN2 is finalizing E-UTRAN stage-3 specifications and system information transmission is investigated (TS36.331 v032). It is agreed that the system information on 3GPP intra/inter-frequency and inter-RAT mobility will be system information block type 4. It is FFS if the mapping of SIBs on to SUs is indicated in the scheduling block (SB) or fixed in the specification. 

Hence, the investigation of which SIB(s) to carry 3GPP2 system information should be dealt with during stage-3 development and should be in line with the RAN2’s decision for inter-RAT mobility  

3 Conclusion

The detailed specification of the 3GPP2 system information block in the BCCH should be captured in the stage 3 document and aligned with 3GPP inter-RAT system information block specificaitons. A text proposal to TR36.938 is proposed here. 

4 Text Proposal to TR36.938

************** Begin 1st Text Proposal in blue underline*****************************************
6.2.3.1 HRPD System Information Transmission in E-UTRAN

Editor’s note: to specify what kind of HRPD system information is needed and how it will be transmitted in E-UTRAN.

The HRPD system information block (SIB) shall be included in the Dynamic System Information (SI) of E-UTRAN BCCH for dynamic adjustment of the transmission cycle.  The UE shall monitor the E-UTRAN BCCH during the LTE_IDLE and LTE_ACTIVE modes to retrieve the 3GPP2 system information for the preparation of handover from the E-UTRAN to HRPD system.   If monitoring the E-UTRAN BCCH during the LTE_ACTIVE mode is not supported, the E-UTRAN shall provide the UE the HRPD system information through dedicated signalling. The investigation into which SIB(s) the 3GPP2 system information should be has to be in line with RAN2’s decision of inter-RAT mobility system information distribution into SIBs and will be dealt with during stage-3 development
*************** End 1st Text Proposal *****************************************
. 

************** Begin 2nd Text Proposal in blue underline*****************************

D.2 cdma2000 System Information Transmission


*************** End 2nd Text Proposal *****************************************
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