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8.6.4.2
RAB information for setup
If the IE "RAB information for setup" is included, the procedure is used to establish or establish/release (only if CS domain RAB mapping is reconfigured between DCH and EDCH/HSPA) radio bearers belonging to a radio access bearer, and the UE shall:

1>
if the radio access bearer identified with the IE "RAB info" does not exist in the variable ESTABLISHED_RABS:

2>
create a new entry for the radio access bearer in the variable ESTABLISHED_RABS;

2>
store the content of the IE "RAB info" in the entry for the radio access bearer in the variable ESTABLISHED_RABS;

2>
indicate the establishment of each radio access bearer to the upper layer entity using the IE "CN domain identity", forwarding the content of the IE "RAB identity" and the IEs NAS Synchronization Indicator as well as the following IEs if included in the IE "RAB info": "MBMS Session identity" and/ or "MBMS Service Identity";

2>
if prior to this procedure there exists no transparent mode radio bearer for the CN domain included in the IE "CN domain identity" and at least one transparent mode radio bearer is included in the IE "RB information to setup"; or

2>
if at least one RLC-AM or RLC-UM radio bearer is included in the IE "RB information to setup":

3>
calculate the START value only once during this procedure (the same START value shall be used on all new radio bearers created for this radio access bearer) according to subclause 8.5.9 for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information to setup";

3>
store the calculated START value in the variable START_VALUE_TO_TRANSMIT.

1>
if the radio access bearer identified with the IE "RAB identity" in the IE "RAB info" already exists in the variable ESTABLISHED_RABS:

2>
for each radio bearer in the variable ESTABLISHED_RABS for that radio access bearer:

3>
release the PDCP and RLC entities for that radio bearer;

3>
release the RAB subflow associated with the radio bearer;

3>
delete the information about the radio bearer from the variable ESTABLISHED_RABS.

1>
for each radio bearer in the IE "RB information to setup":

2>
if the radio bearer identified with the IE "RB identity" does not exist in the variable ESTABLISHED_RABS:

3>
perform the actions specified in subclause 8.6.4.3;

3>
store information about the new radio bearer in the entry for the radio access bearer identified by "RAB info" in the variable ESTABLISHED_RABS;

3>
create a new RAB subflow for the radio access bearer;

3>
number the RAB subflow in ascending order, assigning the smallest number to the RAB subflow corresponding to the first radio bearer in the list;

3>
if the IE "CN domain identity" in the IE "RAB info" is set to "PS domain" and the number of RAB subflows for the radio access bearer is greater than 1:

4>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the radio bearer identified with the IE "RB identity" already exists in the variable ESTABLISHED_RABS:

3>
set the variable INVALID_CONFIGURATION to TRUE.
8.6.4.3
RB information to setup
If the IE "RB information to setup" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

1>
use the same START value to initialise the hyper frame number components of COUNT-C variables for all the new radio bearers to setup;

1>
perform the actions for the IE "PDCP info", if present, according to subclause 8.6.4.10, applied for the radio bearer;

1>
perform the actions for the IE "RLC info", according to subclause 8.6.4.9, applied for the radio bearer;

1>
perform the actions for the IE "RB mapping info", according to subclause 8.6.4.8, applied for the radio bearer;

1>
if the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "TM RLC":
2>
configure delivery of erroneous SDUs in lower layers according to indication from upper layer [5].

1>
if the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "UM RLC" and if the radio bearer is connected to a CS domain radio access bearer:
2>
configure delivery of RLC sequency number in lower layers. 

1>
if the IE "RB information to setup" was received in a message other than HANDOVER TO UTRAN COMMAND; and
1>
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "AM RLC" or "UM RLC":

2>
initialise the 20 MSB of the hyper frame number component of COUNT-C for this radio bearer with the START value in the variable START_VALUE_TO_TRANSMIT;

2>
set the remaining LSB of the hyper frame number component of COUNT-C for this radio bearer to zero;

2>
start incrementing the COUNT-C values.

1>
if the IE "RB information to setup" was received in a message other than HANDOVER TO UTRAN COMMAND; and

1>
if the IE "Uplink RLC mode" and the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "TM RLC":

2>
if prior to this procedure there exists no transparent mode radio bearer for the CN domain included in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS and at least one transparent mode radio bearer is included in the IE "RB information to setup":

3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Not Started":

4>
at the activation time as specified in the IE "Ciphering activation time for DPCH" if included in the IE "Ciphering mode info" in the command message or, if this IE is not included, as specified in the IE "COUNT-C activation time" included in the response message:

5>
initialise the 20 most significant bits of the hyper frame number component of COUNT-C common for all transparent mode radio bearers of this CN domain with the START value in the variable START_VALUE_TO_TRANSMIT;

5>
set the remaining LSB of the hyper frame number component of COUNT-C to zero;

5>
do not increment the COUNT-C value common for all transparent mode radio bearers for this CN domain.

3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to " Started":

4>
at the activation time as specified in the IE "Activation Time" in the RADIO BEARER SETUP message:

5>
initialise the 20 most significant bits of the HFN component of COUNT-C common for all transparent mode RLC radio bearer to the value of the latest transmitted START for this CN domain, while not incrementing the value of the HFN component of COUNT-C at each CFN cycle; and

5>
set the remaining LSB of the HFN component of COUNT-C to zero;

5>
start to perform ciphering on the radio bearer in lower layers while not incrementing the HFN.

4>
at the activation time as specified in the IE "Ciphering activation time for DPCH" if included in the IE "Ciphering mode info" in the command message or, if this IE is not included, as specified in the IE "COUNT-C activation time" included in the response message:
5>
initialise the 20 most significant bits of the HFN component of COUNT-C common for all transparent mode radio bearers of this CN domain with the START value in the variable START_VALUE_TO_TRANSMIT;

5>
set the remaining LSB of the HFN component of COUNT-C to zero;

5>
if the received message is used to perform a Timing re-initialised hard handover:


6>
increment the HFN component of the COUNT-C variable by one even if the "COUNT-C 

activation time" is set to zero.

5>
start incrementing the COUNT-C value common for all transparent mode radio bearers of this CN domain as normal, at each CFN value, i.e. the HFN component is no longer fixed in value but incremented at each CFN cycle.

2>
if prior to this procedure there exists at least one transparent mode radio bearer for the CN domain included in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS:

3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Not Started":

4>
do not increment the COUNT-C value common for all transparent mode radio bearers for this CN domain.
3>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Started":

4>
use the COUNT-C value common for all transparent mode radio bearers of this CN domain.

1>
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Started":

2>
start to perform ciphering on the radio bearer in lower layers, using the value of the IE "RB identity" minus one as the value of BEARER in the ciphering algorithm.

NOTE:
UTRAN should not use the IE "RB information to setup" to setup radio bearers with RB identity in the range 1-4.
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8.6.4.10
PDCP Info
For RFC 3095:

1>
the chosen MAX_CID shall not be greater than the value "Maximum number of ROHC context sessions" as indicated in the IE "PDCP Capability".

If IE "PDCP info" is included, the UE shall:

1>
if the radio bearer is connected to a CS domain radio access bearer:

2>

if the IE "PDCP info" is included in any other message than the RADIO BEARER SETUP or the HANDOVER TO UTRAN COMMAND message; or 
2>
if the IE "PDCP PDU header" is set to the value "absent"; or

2>
if the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" is set to TRUE; or

2>
if the IE "Header compression information" is present; or

2> if the UE does not support CS voice service over HSDPA and EDCH:

3>

set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "PDCP PDU header" is set to the value "absent":

2>
if the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" is true:

3>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "PDCP PDU header" is set to the value "present":

2>
include PDCP headers in both uplink and downlink PDCP PDUs;

2>
if the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change" is false:

3>
if the IE "Header compression information" is absent:

4>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "Header compression information" is absent:

2>
not use Header compression after the successful completion of this procedure;

2>
remove any stored configuration for the IE "Header compression information".

1>
if the IE "Header compression information" is present:

2>
if the IE "Algorithm Type" is set to "RFC 2507":

3>
if the UE capability "Maximum header compression context space", as specified in [35], is exceeded with this configuration:

4>
set the variable INVALID_CONFIGURATION to TRUE.
3>
if the IE "PDCP PDU header" is set to the value "absent":

4>
the behaviour of the UE is unspecified.

2>
if the IE "Algorithm Type" is set to "RFC 3095":

3>
if the uplink RLC mode for this radio bearer is RLC-TM:
4>
the behaviour of the UE is unspecified.

1>
configure the PDCP entity for that radio bearer accordingly;

1>
configure the RLC entity for that radio bearer according to the value of the IE "Support for lossless SRNS relocation or for lossless DL RLC PDU size change";
1>
set the PROFILES parameter, used by inband ROHC profile negotiation, for this PDCP entity for both UL and DL equal to the list of ROHC profiles received in the IE "PDCP info". A UE complying to this version of the protocol shall support ROHC profiles 0x0000 (ROHC uncompressed), 0x0001 (ROHC RTP), 0x0002 (ROHC UDP) and 0x0003 (ROHC ESP) (see [52]).
1>
if the IE "PDCP ROHC target mode" is received:

2>
set the variable " PDCP_ROHC_TARGET_MODE " to the received value.

1>
if the IE "PDCP ROHC target mode" is not received in either of the CELL UPDATE CONFIRM, the RADIO BEARER RECONFIGURATION or the RADIO BEARER SETUP message:

2>
delete the variable "PDCD_ROHC_TARGET_MODE" and act according to actions specified in [36].

10.3.3.24
PDCP capability
Indicates which algorithms and which value range of their parameters are supported by the UE.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Support for lossless SRNS relocation
	MP
	
	Boolean
	TRUE means supported
	

	Support for lossless DL RLC PDU size change
	CV-not_iRAT_HoInfo2
	
	Boolean
	TRUE means supported Default value is FALSE
	REL-5

	Support for RFC2507
	MP
	
	Boolean
	TRUE means supported
	

	>Max HC context space
	MP
	
	Integer(1024, 2048, 4096, 8192, 
	
	

	
	
	
	16384, 32768, 65536, 131072)
	Note 1
	REL-5

	Support for RFC 3095
	CV-not_iRAT_HoInfo
	
	Boolean
	TRUE means supported
	REL-4

	>Maximum number of ROHC context sessions
	MD
	
	Integer( 2, 4, 8, 12, 16, 24, 32, 48, 64, 128, 256, 512, 1024, 16384)
	Default value is 16.
	REL-4

	>Reverse decompression depth
	MD
	
	Integer (0..65535)
	Default value is 0 (reverse decompression is not supported).
	REL-4

	>Support for RFC 3095 context relocation
	MP
	
	Boolean
	TRUE means supported
	REL-5

	Support for CS Voice over HSPA
	CV-not_iRAT_HoInfo3
	
	Enumerated (True)
	The IE indicates the UE’s support for CS Voice over HSPA, if set. 
	REL-8

	Note 1:
The IE "Max HC context space" values 16384, 32768, 65536 and 131072 are not used in the INTER 
RAT HANDOVER INFO message.


	Condition
	Explanation

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory present.

	not_iRAT_HoInfo2
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is mandatory default.

	not_iRAT_HoInfo3
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optionally present.


10.3.3.42oa
UE radio access capability comp 2
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FDD physical channel capability for HS-PDSCH/E-DCH
	OP
	
	
	Absent if HS-PDSCH and E-DCH are not supported
	REL-6

	>DL capability with simultaneous HS-DSCH configuration
	OP
	
	Enumerated (32, 64, 128, 384)
	Unit: kbps.

This IE is always required, but the need is set to OP to align with ASN.1
	REL-6

	>HS-DSCH physical layer category
	MP
	
	Integer (1..64)
	As defined in [35]
Values 13...64 are spare.
	REL-6

	>HS-DSCH physical layer category extension
	OP
	
	Integer (1..20)
	As defined in [35].

See Note 6

See Note 7
	REL-7

	>CHOICE Support of E-DCH
	MP
	
	
	
	REL-6

	>>Supported
	
	
	
	
	REL-6

	>>>E-DCH physical layer category
	MP
	
	Integer (1..16)
	As defined in [35]
	REL-6

	>>>E-DCH physical layer category extension
	OP
	
	Integer (7)
	As defined in [35].
	REL-7

	>>Unsupported
	
	
	
	(no data)
	REL-6

	Support for F-DPCH
	OP
	
	Enumerated (True)
	
	REL-6

	
	
	
	
	The IE shall be present and set to TRUE
	REL7

	HS-SCCHless HS-DSCH operation support
	OP
	
	Enumerated (True)
	The absence of this IE indicates that the UE does not support HS-SCCHless HS-DSCH operation.
	REL-7

	Enhanced F-DPCH support
	OP
	
	Enumerated (True)
	The absence of this IE indicates that the UE does not support enhanced F-DPCH
	REL-7

	HS-PDSCH in CELL_FACH
	OP
	
	Enumerated (True)
	The absence of this IE indicates that the UE does not support HS-PDSCH reception in CELL_FACH
	REL-7

	HS-PDSCH in CELL_PCH and URA_PCH
	OP
	
	Enumerated (True)
	The absence of this IE indicates that the UE does not support HS-PDSCH in neither CELL_PCH nor URA_PCH states.
	REL-7

	DPCCH Discontinuous Transmission support
	OP
	
	Enumerated (True)
	The absence of this IE indicates that the UE does not support DPCCH Discontinuous Transmission
	REL-7

	Slot Format #4 support
	OP
	
	Enumerated (True)
	The absence of this IE indicates that the UE does not support Slot Format #4
	REL-7

	Support for CS Voice over HSPA
	OP
	
	Enumerated (True)
	The IE indicates the UE’s support for CS Voice over HSPA, if set. 
	REL-8


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-r7-ext,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-v7xyext,


ProtocolErrorIndicator,

ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RejectionCause,


ReleaseCause,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


T-319,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-r5,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v7xyext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v7xyext,

UE-RadioAccessCapabilityInfo-v7xyext,

UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient2,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationMBMSPtpList,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-MultiCarrier-Information,

DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6,

DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-TPC-PowerOffsetPerRL-List,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DTX-DRX-Info-r7,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-r7,


E-DCH-RL-InfoSameServingCell,


E-TFCI-BetaED-Switch,

EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters,

OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


Multi-frequencyInfo-LCR-r7,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-RemovalInformationList,


Serving-HSDSCH-CellInformation,


SpecialBurstScheduling,


SSDT-Information,


SSDT-Information-r4,


TFC-ControlDuration,


SSDT-UL,


TimingMaintainedSynchInd,


TimeslotList,


TimeslotList-r4,

TimingInfo-r7,


TX-DiversityMode,


UL-16QAM-Config,

UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-Info-r5,

UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-SynchronisationParameters-r4,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,

UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,
-- Measurement IEs :


AdditionalMeasurementID-List,


DeltaRSCP,


Frequency-Band,


EventResults,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


ThresholdSFN-GPS-TOW-us,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-Measurement-v7xyext,

UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,

VelocityEstimate,

UE-InternalMeasuredResults-r7,


UE-InternalMeasuredResults-LCR-r7,


UE-Positioning-GANSS-AssistanceData,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,

ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-r7,


MBMS-ModifedServiceList-r6,


MBMS-ModifiedServiceListExt-v7xy,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PhyChInformationList-r7,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6,


MBMS-UnmodifiedServiceListExt-v7xy,

MBSFN-ClusterFrequency-r7,


MBSFN-InterFrequencyNeighbourList-r7,


MBSFN-TDM-Info-List

FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;
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PDCP-Capability ::=




SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


-- If present, the "maxHcContextSpace" in the IE "PDCP-Capability-r5-ext" overrides the


-- "supported" value in this IE. The value in this IE may be used by a pre-REL-5 UTRAN.


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace


}

}

PDCP-Capability-r4-ext ::=


SEQUENCE {


supportForRfc3095



CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0



}


}

}

PDCP-Capability-r5-ext ::=


SEQUENCE {


supportForRfc3095ContextRelocation

BOOLEAN,


maxHcContextSpace





MaxHcContextSpace-r5-ext
OPTIONAL
}

PDCP-Capability-r5-ext2 ::=


SEQUENCE {


losslessDLRLC-PDUSizeChange


ENUMERATED { true }




OPTIONAL

}

PDCP-Capability-v7xyext ::=


SEQUENCE {


supportForCSVoiceoverHSPA


ENUMERATED { true }




OPTIONAL
}
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UE-RadioAccessCapability-v7xyext-IEs ::= SEQUENCE {


-- User equipment IEs



rf-Capability





RF-Capability-v7xyext




OPTIONAL,



physicalChannelCapability


PhysicalChannelCapability-v7xyext,



multiModeRAT-Capability-v7xyext

MultiModeRAT-Capability-v7xyext,


ue-PositioningCapability-v7xyext
UE-PositioningCapability-v7xyext,


mac-ehsSupport





ENUMERATED { true }





OPTIONAL,


pdcp-Capability





PDCP-Capability-v7xyext




OPTIONAL,


ue-specificCapabilityInformation
UE-SpecificCapabilityInformation-LCRTDD
OPTIONAL
}
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UE-RadioAccessCapabilityComp2-v7xyext ::= SEQUENCE {

hsdsch-physical-layer-category-ext

HSDSCH-physical-layer-category-ext

OPTIONAL,


edch-PhysicalLayerCategory-extension
INTEGER (7)







OPTIONAL,

hsscchlessHsdschOperation



ENUMERATED { true }





OPTIONAL,


enhancedFdpch






ENUMERATED { true }





OPTIONAL,


hsdschReception-CellFach



ENUMERATED { true }





OPTIONAL,


hsdschReception-CellUraPch



ENUMERATED { true }





OPTIONAL,

discontinuousDpcchTransmission


ENUMERATED { true }





OPTIONAL,


slotFormat4







ENUMERATED { true }





OPTIONAL,


pdcp-Capability






PDCP-Capability-v7xyext




OPTIONAL
}
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