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8.3.4.3
Reception of an ACTIVE SET UPDATE message by the UE
Upon reception of an ACTIVE SET UPDATE message the UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.
The UE shall:

1>
first add the RLs indicated in the IE "Radio Link Addition Information";

1>
remove the RLs indicated in the IE "Radio Link Removal Information". If the UE active set is full or becomes full, an RL, which is included in the IE "Radio Link Removal Information" for removal, shall be removed before adding RL, which is included in the IE "Radio Link Addition Information" for addition;

1>
perform the physical layer synchronisation procedure B as specified in [29];

1>
if the IE "E-HICH information" is included:

2>
store this E-HICH configuration for the concerning radio link.

1>
if the IE "E-HICH information" is included:

2>
store this E-RGCH configuration for the concerning radio link, if included.

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28;
1>
if the IE "MAC-es/e reset indicator" is included in the IE "UL 16QAM configuration":

2>
reset the MAC-es/e / MAC-is/i entity [15].

NOTE 1:
If the IE "MAC-es/e reset indicator" is not included in the IE "UL 16QAM configuration" and 16QAM operations starts or stops, the UE behaviour is unspecified.

1>
if the IE "UL 16QAM settings" is not included in the IE "16QAM configuration":

2>
indicate to lower layers to stop any operation in 16QAM mode.
NOTE 2:
If the IE "UL 16QAM configuration" is not included and 16QAM mode operation is currently ongoing, the UE behaviour is unspecified.

1>
if the IEs "E-TFCI Boost Info" and/or "E-DPDCH power interpolation" are present, act on the received information elements;
1>
if the IEs "E-DPCCH/DPCCH power offset" and/or "Reference E-TFCI PO" are included in the IE "E-DCH reconfiguration information same serving cell", act on the received information elements;

NOTE 3:
If E-TFCI boost is signalled to the UE and a reference E-TFCI <= E-TFCI Boost is signalled to the UE with a Reference E-TFCI PO of value 30 or 31, the UE behaviour is unspecified.

1>
if the radio link currently considered to be the serving HS-DSCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving HS-DSCH radio link;
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if "Serving HS-DSCH cell information" IE is present, act on received information elements as specified in subclause 8.6:

2>
if the IEs "(ACK", "(NACK", and "HARQ_preamble_mode" are present, act on the received information elements;

2>
if the new H-RNTI and "Primary CPICH info" are included:

3>
consider the cell indicated in Primary CPICH as serving HS-DSCH cell and no longer consider any other radio link as serving HS-DSCH cell.
2>
if the IE "MAC-hs reset indicator" is included:

3>
reset the MAC-hs/ehs entity [15].

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if the IE "E-DCH reconfiguration information"  is included:

2>
if the IE "E-DCH RL Info other cells" is present:

3>
if the IE "E-HICH Information" is present:

4>
store the E-HICH and E-RGCH information (if present), contained therein, for the indicated radio link.

3>
if the IE "E-HICH release indicator" is present:

4>
delete the stored E-HICH, E-AGCH and E-RGCH (if any) configurations.

3>
if the IE "E-RGCH release indicator" is set present:

4>
delete the stored E-RGCH configuration for this RL.

2>
if the IE "E-DCH RL Info new serving cell" is present:

3>
consider the cell indicated in "Primary CPICH info" as serving E-DCH radio link and no longer consider any other radio link as serving E-DCH radio link;

3>
store the E-HICH and E-RGCH information (if present), contained therein, for the new serving E-DCH radio link;

3>
if the IE "E-RGCH release indicator" is present:

4>
delete the stored E-RGCH configuration for this RL.

3>
store the newly received E-AGCH configuration;

3>
if the IE "Serving Grant" is included, and if the IE "Serving Grant Value" is not included:

4>
the UE behaviour is not specified.

2>
if the IEs "E-DPCCH/DPCCH power offset" and/or "Reference E-TFCI PO" and/or "Power offset for scheduling info" are present, act on the received information elements.

2>
if the serving E-DCH radio link was another radio link than this radio link prior to reception of the message:

3>
if the IE "New Primary E-RNTI" is not included:

4>
clear the Primary E-RNTI stored in the variable E_RNTI.

3>
if the IE "New Secondary E-RNTI" is not included:

4>
clear the Secondary E-RNTI stored in the variable E_RNTI.

1>
if the radio link currently considered to be the serving E-DCH radio link is indicated in the IE "Radio Link Removal Information":

2>
no longer consider any radio link as the serving E-DCH radio link.
1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE COMPLETE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

1>
transmit an ACTIVE SET UPDATE COMPLETE message on the uplink DCCH using AM RLC without waiting for the completion of the Physical Layer synchronisation B, as specified in [29];

1>
the procedure ends on the UE side.

8.5.28
Actions related to E_DCH_TRANSMISSION variable
The variable E_DCH_TRANSMISSION shall be set to TRUE only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable E_RNTI includes either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI;

1>
For FDD:

2>
the UE has stored the following IEs:

-
IE "E-DCH Transmission Time Interval";

-
IE "HARQ info for E-DCH";

-
IE "E-DCH info", including the IE "E-DPCCH info" and the IE "E-DPDCH info".

-
one of the radio links in the active set is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
For TDD:

2>
the UE has stored the following IEs:

-
IE "HARQ info for E-DCH";

-
IE "E-DCH information", including the IE "E-RUCCH info" and the IE "E-PUCH info";

-
IE "E-HICH info";

-
IE "E-AGCH info".

1>
there is at least one logical channel mapped to E-DCH for which:

2>
the corresponding E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset" and "E-DCH MAC-d flow maximum number of retransmissions", and the transmission grant type are configured.

If any of the above conditions is not met and the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
set the variable E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH and E-HICH reception procedures;

1>
For FDD:

2>
stop any E-RGCH reception procedures.

1>
For FDD:

2>
stop any E-DPCCH and E-DPDCH transmission procedures.

1>
For TDD:

2>
stop any E-RUCCH and E-PUCH transmission procedures.

1>
clear the variable E_RNTI;

1>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

1>
release all E-DCH HARQ resources;

1>
no longer consider any radio link to be the serving E-DCH radio link.

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>For FDD:

2>
perform E_AGCH reception procedures according to the stored E_AGCH configuration as stated in:

3>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".

2>
perform E-HICH reception procedures for all radio links in the E-DCH active set;

2>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;

2>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-DPCCH Info".

2>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:

3>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

3>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH";

3>
subclause 8.6.6.37 for the IE "E-DPDCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions (see subclause 8.6.6.37).

1>For TDD:

2>perform E-AGCH reception procedures according to the stored E_AGCH configureation as stated in:

3>
subclause 8.6.3.14 for the IE "New E-RNTI".

2>
Perform E-HICH reception;

2>
for 3.84/7.68 Mcps TDD, perform E-RUCCH transmission  procedures according to the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

2>
for 1.28 Mcps TDD, perform E-RUCCH transmission procedure according to the stored PRACH configuration (see [60]) and the stored E-RUCCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-RUCCH Info".

NOTE 1:
The PRACH configuration is signalled directly to the UE in "E-RUCCH Info" IE in case of E-DCH serving cell change.
2>
Perform E-PUCH transmission procedures according to the stored E-PUCH configuration as stated in:

3>
subclause 8.6.6.37 for the IE "E-PUCH Info".

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the 
IE "Non-scheduled transmission grant info" is configured shall:

3>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause 8.6.5.18).

2>
inclusion of MAC-d PDU's in a MAC-e or MAC-i PDU for logical channels belonging to a MAC-d flow for which the 
IE "Scheduled transmission grant info" is configured shall:

3>
be performed in accordance with the received scheduling grant on E-AGCH (see [15]); and

3>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause 8.6.6.37).

2>
obtain and format the appropriate information on E-UCCH (see [15]). For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, the UE shall use the lowest E-DCH capability category, as specified in [35], to signal the UL control information on E-UCCH.

NOTE 2:
For 1.28 Mcps TDD, when performing transmission on signalling radio bearer before RAB has been established, UTRAN should use the lowest E-DCH capability category when performing configuration, scheduling and reading the control information on E-UCCH, as it is not possible for Node B to be aware of the UE's E-DCH capability category during this period.
Whenever the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
not perform E-AGCH, E-HICH and/or E-RGCH reception procedures;

1>
not perform E-DPCCH, E-DPDCH, E-RUCCH and/or E-PUCH transmission procedures.
8.6.5.18
Added or reconfigured E-DCH MAC-d flow

If the IE "Added or reconfigured E-DCH MAC-d flow" is included, the UE shall:

1>
if the IE "E-DCH MAC-d flow power offset" is included:

2>
configure the power offset indicated in the IE "E-DCH MAC-d flow power offset" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
if the IE "E-DCH MAC-d flow maximum number of retransmissions" is included:

2>
configure the maximum number of retransmissions indicated in the IE "E-DCH MAC-d flow maximum number of retransmissions" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
for 1.28 Mcps TDD, if the IE "E-DCH MAC-d flow retransmission timer" is included:

2>
configure the retransmission timer for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".
1>
if the IE "E-DCH MAC-d flow multiplexing list" is included:

2>
only multiplex MAC-d PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e or MAC-i PDU is allowed in accordance to the IE "E-DCH MAC-d flow multiplexing list".

1>
else:

2>
if previously the IE "E-DCH MAC-d flow multiplexing list" was already received for this E-DCH MAC-d flow:

3>
continue to only multiplex E-DCH PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e or MAC-i PDU is allowed according to the previously received IE "E-DCH MAC-d flow multiplexing list".

2>
else (never received the IE "E-DCH MAC-d flow multiplexing list" for this E-DCH MAC-d flow):

3>
allow multiplexing of MAC-d PDU's from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU's from any other E-DCH MAC-d flow in the same MAC-e or MAC-i PDU.

1>
for FDD:

2>
if the IE "Non-scheduled transmission grant info" is included:

3>
if the TTI configured on the E-DCH equals 2ms, and the IE "2ms non-scheduled transmission grant HARQ process allocation" is configured for this MAC-d flow:

4>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e or MAC-i PDU transmitted by HARQ processes allowed by the IE "2ms non-scheduled transmission grant HARQ process allocation", with a total contribution from this MAC-d flow (i.e. including MAC-e/es or MAC-i/is headers) not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

3>
else:

4>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall be included in a MAC-e or MAC-i PDU transmitted by any HARQ process, with a total contribution from this MAC-d flow (i.e. including MAC-e/es or MAC-i/is headers) not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

2>
if the IE "Scheduled transmission grant info" is included:

3>
transmission of MAC-d PDU's for logical channels belonging to this MAC-d flow shall be in accordance with the received scheduled grant on E-AGCH/E-RGCH (see [15]).

1>
for TDD:

2>
if the IE "Non-scheduled transmission grant info" is included:

3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e or MAC-i PDU transmitted by HARQ processes designated as non scheduled (Ids 4 – 7) in the TTIs indicated (as determined from the IEs "Activation Time", "Resource Duration" and "Resource Periodicity").

2>
if the IE "Scheduled transmission grant info" is included:

3>
transmission of MAC-d PDUs for logical channels belonging to this MAC-d flow shall be in accordance 
with the received scheduled grant on E-AGCH (see [15]).

1>
perform the actions as specified in subclause 8.5.21;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

8.6.5.18
Added or reconfigured E-DCH MAC-d flow

If the IE "Added or reconfigured E-DCH MAC-d flow" is included, the UE shall:

1>
if the IE "E-DCH MAC-d flow power offset" is included:

2>
configure the power offset indicated in the IE "E-DCH MAC-d flow power offset" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
if the IE "E-DCH MAC-d flow maximum number of retransmissions" is included:

2>
configure the maximum number of retransmissions indicated in the IE "E-DCH MAC-d flow maximum number of retransmissions" for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".

1>
for 1.28 Mcps TDD, if the IE "E-DCH MAC-d flow retransmission timer" is included:

2>
configure the retransmission timer for the E-DCH MAC-d flow identified by the IE "E-DCH MAC-d flow identity".
1>
if the IE "E-DCH MAC-d flow multiplexing list" is included:

2>
only multiplex MAC-d PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e or MAC-i PDU is allowed in accordance to the IE "E-DCH MAC-d flow multiplexing list".

1>
else:

2>
if previously the IE "E-DCH MAC-d flow multiplexing list" was already received for this E-DCH MAC-d flow:

3>
continue to only multiplex E-DCH PDU’s from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU’s from E-DCH MAC-d flows with which multiplexing in the same MAC-e or MAC-i PDU is allowed according to the previously received IE "E-DCH MAC-d flow multiplexing list".

2>
else (never received the IE "E-DCH MAC-d flow multiplexing list" for this E-DCH MAC-d flow):

3>
allow multiplexing of MAC-d PDU's from the E-DCH MAC-d flow indicated in the IE "E-DCH MAC-d flow identity" with MAC-d PDU's from any other E-DCH MAC-d flow in the same MAC-e or MAC-i PDU.

1>
for FDD:

2>
if the IE "Non-scheduled transmission grant info" is included:

3>
if the TTI configured on the E-DCH equals 2ms, and the IE "2ms non-scheduled transmission grant HARQ process allocation" is configured for this MAC-d flow:

4>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e or MAC-i PDU transmitted by HARQ processes allowed by the IE "2ms non-scheduled transmission grant HARQ process allocation", with a total contribution from this MAC-d flow (i.e. including MAC-e/es or MAC-i/is headers) not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

3>
else:

4>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall be included in a MAC-e or MAC-i PDU transmitted by any HARQ process, with a total contribution from this MAC-d flow (i.e. including MAC-e/es or MAC-i/is headers) not exceeding the size as signalled by the IE "Max MAC-e PDU contents size".

2>
if the IE "Scheduled transmission grant info" is included:

3>
transmission of MAC-d PDU's for logical channels belonging to this MAC-d flow shall be in accordance with the received scheduled grant on E-AGCH/E-RGCH (see [15]).

1>
for TDD:

2>
if the IE "Non-scheduled transmission grant info" is included:

3>
MAC-d PDU's for logical channels belonging to this MAC-d flow shall only be included in a MAC-e or MAC-i PDU transmitted by HARQ processes designated as non scheduled (Ids 4 – 7) in the TTIs indicated (as determined from the IEs "Activation Time", "Resource Duration" and "Resource Periodicity").

2>
if the IE "Scheduled transmission grant info" is included:

3>
transmission of MAC-d PDUs for logical channels belonging to this MAC-d flow shall be in accordance 
with the received scheduled grant on E-AGCH (see [15]).

1>
perform the actions as specified in subclause 8.5.21;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
8.6.6.37
E-DCH Info

If the IE "E-DCH Info" is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
for FDD:

2>
if the IE "E-DPCCH Info" is included:

3>
store the newly received E-DPCCH configuration.

2>
if the IE "E-DPDCH Info" is included:

3>
store the newly received E-DPDCH configuration.

2>
if the IE "UL 16QAM settings" is not included:

3>
indicate to lower layers to stop any operation in 16QAM mode.

1>
for 3.84/7.68 Mcps TDD:

2>
if the IE "E-RUCCH Info" is included:

3>
store the newly received E-RUCCH configuration.

2>
if the IE "E-PUCH Info" is included:

NOTE 1:
The UTRAN should ensure the ordering of the E-TFCI table in increasing transmission power, by correct setting of the reference E-TFCI power offsets.

NOTE 2:
If a reference E-TFCI signalled to the UE is outside the UE physical channel capability, the UE behaviour is unspecified.

NOTE 2a:
If E-TFCI boost is signalled to the UE and a reference E-TFCI <= E-TFCI Boost is signalled to the UE with a Reference E-TFCI PO of value 30 or 31, the UE behaviour is unspecified.

1>
if the IE "MAC-es/e reset indicator" is included:

2>
reset the MAC-es/e or MAC-i/is entity [15].

NOTE 3:
If the IE "MAC-es/e reset indicator" is not set to TRUE in case the IE "E-DCH Transmission Time Interval" is reconfigured, the UE behaviour is unspecified.

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
for FDD:

2>
configure the UL E-DPCCH in accordance with the stored IE "E-DPCCH" configuration;

2>
configure the MAC with the stored IE "E-DPDCH" configuration and/or the information contained in IE "Scheduled Transmission configuration".

1>
for TDD:

2>
configure the E-RUCCH with the stored E-RUCCH configuration;

2>
configure the MAC with the stored E-PUCH configuration.
10.3.4.21
RB mapping info
A multiplexing option for each possible transport channel MAC-d flow or E-DCH MAC-d flow this RB can be multiplexed on.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Information for each multiplexing option
	MP
	1 to <maxRBMuxOptions>
	
	
	

	>RLC logical channel mapping indicator
	CV-UL-RLCLogicalChannels
	
	Boolean
	TRUE indicates that the first logical channel shall be used for data PDUs and the second logical channel shall be used for control PDUs.

FALSE indicates that control and data PDUs can be sent on either of the two logical channels.

This parameter is not used in this release and shall be set to TRUE.
	

	>Number of uplink RLC logical channels
	CV-UL-RLC info
	1 to MaxLoCHperRLC
	
	1 or 2 logical channels per RLC entity or radio bearer

RLC [16]
	

	>>CHOICE Uplink transport channel type
	
	
	
	
	REL-6

	>>>DCH, RACH, USCH
	
	
	
	
	REL-6

	>>>>Uplink transport channel type
	MP
	
	Enumerated(DCH,RACH,USCH
	USCH is TDD only
	

	>>>>ULTransport channel identity
	CV-UL-DCH/USCH
	
	Transport channel identity 10.3.5.18
	This is the ID of a DCH or USCH (TDD only) that this RB could be mapped onto.
	

	>>>>Logical channel identity
	OP
	
	Integer(1..15)
	This parameter is used to distinguish logical channels multiplexed by MAC on a transport channel.
	

	>>>>CHOICE RLC size list
	MP
	
	
	The RLC sizes that are allowed for this logical channel.
	

	>>>>>All
	
	
	Null
	All RLC sizes listed in the Transport Format Set. 10.3.5.23
	

	>>>>>Configured
	
	
	Null
	The RLC sizes configured for this logical channel in the Transport Format Set. 10.3.5.23 if present in this message or in the previously stored configuration otherwise
	

	>>>>>Explicit List
	
	1 to <maxTF>
	
	Lists the RLC sizes that are valid for the logical channel.
	

	>>>>>>RLC size index
	MP
	
	Integer(1..maxTF)
	The integer number is a reference to the RLC size which arrived at that position in the Transport Format Set 10.3.5.23
	

	>>>E-DCH
	
	
	
	Note 4
	REL-6

	>>>>Logical channel identity
	MP
	
	Integer(1..15)
	This parameter is used to distinguish logical channels multiplexed by MAC on a transport channel
	REL-6

	>>>>E-DCH MAC-d flow identity
	MP
	
	E-DCH MAC-d flow identity 10.3.5.7e
	
	REL-6

	>>>>DDI
	MP
	
	Integer (0..62)
	If more than 1 UL RLC PDU size is configured for this RB, the different sizes will use subsequent DDI values starting from this DDI value.

Value “0x3F” is reserved
	REL-6

	>>>>CHOICE RLC PDU size
	MP
	
	
	
	REL-8

	>>>>>Fixed size
	
	
	
	
	REL-8

	>>>>>>RLC PDU size list
	MP
	1 to <maxRLCPDUsizePerLogChan>
	
	
	REL-6

	>>>>>>>RLC PDU size
	MP
	
	Integer(16..5000 by step of 8)
	Unit is bits


	REL-6

	>>>>>Flexible size
	
	
	
	
	REL-8

	>>>>>>Length indicator size
	MP
	
	Enumerated (7-bit, 15-bit)
	
	REL-8

	>>>>>>Largest UL RLC PDU size
	MP
	
	Integer(16..12000 by step of 8)
	Unit is bits
	REL-8

	>>>>>>Minimum UL RLC PDU size
	MP
	
	Integer(16..12000 by step of 8)
	Unit is bits
	REL-8

	>>>>Include in Scheduling Info
	MP
	
	Boolean
	Indicates whether or not this logical channel is to be considered when performing scheduling info reporting, as per [15]
	REL-6

	>>MAC logical channel priority
	MP
	
	Integer(1..8)
	This is priority between a user's different RBs (or logical channels). [15]
	

	>Downlink RLC logical channel info
	CV-DL-RLC info
	
	
	
	

	>>Number of downlink RLC logical channels
	MD
	1 to MaxLoCHperRLC
	
	1 or 2 logical channels per RLC entity or radio bearer

RLC [16]

Default value is that parameter values for DL are exactly the same as for corresponding UL logical channel. In case two multiplexing options are specified for the UL, the first options shall be used as default for the DL. As regards to the IE "Channel type", rule is specified in 8.6.4.8.
	

	>>>Downlink transport channel type
	MP
	
	Enumerated(DCH,FACH,DSCH,DCH+DSCH
	Note 3
	

	
	
	
	, HS-DSCH, DCH + HS-DSCH)
	Note 4
	REL-5

	>>>DL DCH Transport channel identity
	CV-DL-DCH
	
	Transport channel identity 10.3.5.18
	
	

	>>>DL DSCH Transport channel identity
	CV-DL-DSCH
	
	Transport channel identity 10.3.5.18
	
	

	>>>CHOICE DL MAC header type
	CV-DL-DCH-HS-DSCH
	
	
	Depending on the MAC-hs/ehs type of header selected for HS-DSCH
	REL-7

	>>>>MAC-hs
	
	
	
	
	REL-7

	>>>>>DL HS-DSCH MAC-d flow identity
	MP
	
	MAC-d flow identity 10.3.5.7c
	
	REL-5

	>>>>MAC-ehs
	
	
	
	
	REL-7

	>>>>>DL HS-DSCH MAC-ehs Queue Id
	MP
	
	MAC-ehs Queue Id 10.3.5.7f
	Note 5
	REL-7

	>>>Logical channel identity
	OP
	
	Integer(1..15)
	16 is reserved

Note 5
	

	Note 3:
The IE "Downlink transport channel type" values " DSCH” and “DCH+DSCH " should not be used for FDD. If received the UE behaviour is unspecified.

	Note 4:
If included in System Information Block Type 16, the values ‘HS-DSCH’ and ‘DCH + HS-DSCH’ do not apply for the IE "Downlink transport channel type". Furthermore, if included in System Information Block Type 16, the value "E-DCH” for the IE "Uplink transport channel type" does not apply.

	Note 5:
If the IE "Downlink transport channel type" is "HS-DSCH" or "DCH + HS-DSCH" and the DL MAC header type is "MAC-ehs", the IE "Logical channel identity" conveys the value to be used in the "LCH-ID" field of the MAC-ehs header [15], associating the logical channel with the MAC-ehs reordering queue identified by the IE "DL HS-DSCH MAC-ehs Queue Id".


	Condition
	Explanation

	UL-RLC info
	If "CHOICE Uplink RLC mode" in the IE "RLC info" that applies for that RB (i.e. either the one stored or received in the same message for the RB for which the "RB mapping info" was received, or the one stored or received in the same message for the RB pointed at in the IE "Same as RB" in the IE "RB information to setup" stored or received in the same message) is present this IE is mandatory present. Otherwise the IE is not needed.

	DL-RLC info
	If "CHOICE Downlink RLC mode" in the IE "RLC info" that applies for that RB (i.e. either the one stored or received in the same message for the RB for which the "RB mapping info" was received, or the one stored or received in the same message for the RB pointed at in the IE "Same as RB" in the IE "RB information to setup" stored or received in the same message) is present this IE is mandatory present. Otherwise the IE is not needed.

	UL-RLCLogicalChannels
	If "Number of uplink RLC logical channels" in IE "RB mapping info" is 2, then this IE is mandatory present. Otherwise this IE is not needed.

	UL-DCH/USCH
	If IE "Uplink transport channel type" is equal to "DCH" or "USCH" (TDD only) this IE is mandatory present. Otherwise the IE is not needed.

	DL-DCH
	If IE "Downlink transport channel type" is equal to "DCH", "DCH+DSCH" or “DCH + HS-DSCH” this IE is mandatory present. Otherwise the IE is not needed.

	DL-DSCH
	If IE "Downlink transport channel type" is equal to "DSCH" or "DCH+DSCH" this IE is mandatory present. Otherwise the IE is not needed.

	DL-HS-DSCH
	If IE "Downlink transport channel type" is equal to "HS-DSCH" or “DCH + HS-DSCH” this IE is mandatory present. Otherwise the IE is not needed.


10.3.4.23
RLC info
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE Uplink RLC mode
	OP
	
	
	Indicates if Acknowledged, Unacknowledged or Transparent mode RLC shall be used. 
	

	>AM RLC
	
	
	
	
	

	>>Transmission RLC discard
	MP
	
	Transmission RLC discard 10.3.4.25
	
	

	>>Transmission window size
	MP
	
	Integer(1,8,16,32,64,128,256,512,768,1024,1536,2047,2560,3072,3584,4095)
	Maximum number of RLC PUs sent without getting them acknowledged. This parameter is needed if acknowledged mode is used. UE shall also assume that the UTRAN receiver window is equal to this value.
	

	>>Timer_RST
	MP
	
	Integer(50, 100, 150, 200, 250, 300, 350, 400, 450, 500, 550, 600, 700, 800, 900, 1000)
	Elapsed time in milliseconds. It is used to trigger the retransmission of RESET PDU.
	

	>>Max_RST
	MP
	
	Integer(1, 4, 6, 8, 12 16, 24, 32)
	Defined in [16]
	

	>>Polling info
	OP
	
	Polling info 10.3.4.4
	
	

	>UM RLC
	
	
	
	
	

	>>Transmission RLC discard
	OP
	
	Transmission RLC discard 10.3.4.25
	
	

	>TM RLC
	
	
	
	
	

	>>Transmission RLC discard
	OP
	
	Transmission RLC discard 10.3.4.25
	
	

	>>Segmentation indication
	MP
	
	Boolean
	TRUE indicates that segmentation is performed.
	

	CHOICE Downlink RLC mode
	OP
	
	
	Indicates if Acknowledged, Unacknowledged or Transparent mode RLC shall be used
	

	>AM RLC
	
	
	
	
	

	>>CHOICE DL RLC PDU size
	MP
	
	
	
	REL-7

	>>>Fixed size
	
	
	
	
	REL-7

	>>DL RLC PDU size
	MP
	
	Integer(16..5000 by step of 8)
	Unit is bits
	REL-5

	>>>Flexible size
	
	
	
	
	REL-7

	>>>>Length indicator size
	MP
	
	Enumerated (7-bit, 15-bit)
	
	REL-7

	>>In-sequence delivery
	MP
	
	Boolean
	TRUE indicates that RLC shall preserve the order of higher layer PDUs when these are delivered.

FALSE indicates that receiving RLC entity could allow SDUs to be delivered to the higher layer in different order than submitted to RLC sublayer at the transmitting side.
	

	>>Receiving window size 
	MP
	
	Integer(1,8,16,32,64,128,256,512,768,1024,1536,2047,2560,3072,3584,4095)
	Maximum number of RLC PUs allowed to be received. This parameter is needed if acknowledged mode is used. UE shall also assume that the UTRAN transmitter window is equal to this value
	

	>>Downlink RLC status Info
	MP
	
	Downlink RLC status info

10.3.4.1
	
	

	>UM RLC
	
	
	
	
	

	>>DL UM RLC LI size
	MP
	
	Integer(7, 15)
	Size in bits to use for the downlink RLC UM LI.
	REL-5

	>>DL Reception Window Size
	CV-Not-SIB16o
	
	Integer(32, 48, 64, 80, 96, 112)
	
	REL-6

	>TM RLC
	
	
	
	
	

	>>Segmentation indication
	MP
	
	Boolean
	TRUE indicates that segmentation is performed.
	

	One sided RLC re-establishment
	MP
	
	Boolean
	TRUE indicates that only one side of the AM RLC entity is re-established. 
	REL-5

	Alternative E-bit interpretation
	CV-Not-SIB16o
	
	Enumerated (true)
	The absence of this IE implies: "normal E-bit interpretation".
	REL-6

	Use special value of HE field
	CV-Not-SIB16o
	
	Enumerated (true)
	The absence of this IE implies: “do not use special value of the HE field”
	REL-7


	Condition
	Explanation

	Not-SIB16o
	If included in System Information Block Type 16, this IE is not needed. Otherwise the IE is optional


NOTE:

This information element is included within IE "Predefined RB configuration".
10.3.5.1b
Added or reconfigured E-DCH MAC-d flow

This IE is used in relation to MAC-d flows mapped to the E-DCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DCH MAC-d  flow identity 
	MP
	
	E-DCH MAC-d flow identity 10.3.5.7e
	
	REL-6

	E-DCH MAC-d flow power offset
	OP
	
	Integer(0..6)
	Only allowed to be absent when already defined for this E-DCH MAC-d flow, unit is dB
	REL-6

	E-DCH MAC-d flow maximum number of  retransmissions
	OP
	
	Integer (0..15)
	Only allowed to be absent when already defined for this E-DCH MAC-d flow
	REL-6

	E-DCH MAC-d flow retransmission timer
	CV-Tdd128
	
	Enumerated (10, 15, 20, 25, 30, 35, 40, 45, 50, 55, 60, 65, 70, 75, 80, 85, 90, 95, 100, 110, 120, 140, 160, 200, 240, 280, 320, 400, 480, 560)
	Unit: ms
	REL-7

	E-DCH MAC-d flow multiplexing list
	OP
	
	Bitstring (maxE-DCHMACdFlow)
	Indicates, if this is the first MAC-d flow for which PDUs are placed in the MAC-e or MAC-i PDU, the other MAC-d flows from which MAC-d PDUs are allowed to be included in the same MAC-e or MAC-i PDU.

Bit 0 is for MAC-d flow 0, Bit 1 is for MAC-d flow 1, … 

Value '1' for a bit means multiplexing is allowed. Bit 0 is the first/leftmost bit of the bit string.

NOTE: The bit that corresponds to the MAC-d flow itself is ignored.
	REL-6

	CHOICE transmission grant type
	OP
	
	
	Only allowed to be absent when already defined for this E-DCH MAC-d flow
	REL-6

	>Non-scheduled transmission grant info
	
	
	
	
	REL-6

	>>CHOICE mode
	MP
	
	
	
	REL-7

	>>>FDD
	
	
	
	
	REL-7

	>>>>Max MAC-e PDU contents size
	MP
	
	Integer (1..19982)
	
	REL-6

	>>>>2ms non-scheduled transmission grant HARQ process allocation
	MD
	
	Bitstring (8)
	MAC-d PDUs for this MAC-d flow are only allowed to be transmitted in those processes for which the bit is set to “1”.

Bit 0 corresponds to HARQ process 0, bit 1 corresponds to HARQ process 1,…

Default value is: transmission in all HARQ processes is allowed. Bit 0 is the first/leftmost bit of the bit string.
	REL-6

	>>>TDD
	
	
	
	
	REL-7

	>>>>CHOICE TDD Option
	MP
	
	
	
	REL-7

	>>>>>3.84/7.68 Mcps TDD 
	
	
	
	
	REL-7

	>>>>>>Timeslot Resource Related InformationI
	MP
	
	BItstring (13)
	Bitmap indicating which of the timeslots configured for E-DCH are allocated for non-scheduled transmissions
	REL-7

	>>>>>>Power Resource Related Information
	MP
	
	Integer

(1.. 32)
	Specifies the maximum allowed E-PUCH resource (relative to Pe-base) that the UE may use.
	REL-7

	>>>>>>Activation Time
	MP
	
	Activation time 10.3.3.1
	
	REL-7

	>>>>>>Repetition period and length
	MD
	
	
	Default is "Repetition period" = 1 (continuous)
	REL-7

	>>>>>>>Repetition period
	MP
	
	Integer (1, 2, 4, 8, 16, 32, 64)
	Periodicity in terms of TTIs for which resource is allocated. 1= continuous dallocation, 2 indicates every other TTI, 4 = every 4th, 8 every 8th etc.
	REL-7

	>>>>>>>Repetition Length
	MP
	
	Integer(1..Repetition period-1)
	TTI in which resource is assigned. If Repetition period = 1 then value is ignored
	REL-7

	>>>>>>Code Resource Information
	MP
	
	Enumerated((1/1),)(2/1),(2/2),(4/1)..(4/4),(8/1)..(8/8),(16/1)..(16/16))
	
	REL-7

	>>>>>1.28 Mcps TDD
	
	
	
	
	REL-7

	>>>>>>NE-UCCH   
	MD
	
	Integer(1..8)
	Number of E-UCCH and TPC instances within an E-DCH TTI. Default = 1.
	REL-7

	>>>>>>Timeslot Resource Related InformationI
	MP
	
	BItstring (5)
	Bitmap indicating which of the timeslots configured for E-DCH are allocated for non-scheduled transmissions
	REL-7

	>>>>>>Power Resource Related Information
	MP
	
	Integer (1.. 32) 
	Specifies the maximum allowed E-PUCH resource (relative to Pe-base) that the UE may use.
	REL-7

	>>>>>>Activation Time
	MP
	
	Activation time 10.3.3.1
	
	REL-7

	>>>>>>Subframe number
	MP
	
	Integer (0..1)
	
	REL-7

	>>>>>>Repetition period and length
	MD
	
	
	Default is "Repetition period" = 1 (continuous)
	REL-7

	>>>>>>>Repetition period
	MP
	
	Integer (1, 2, 4, 8, 16, 32, 64) 
	Periodicity in terms of TTIs for which resource is allocated. 1= continuous allocation, 2 indicates every other TTI, 4 = every 4th, 8 every 8th etc.
	REL-7

	>>>>>>>Repetition Length
	MP
	
	Integer(1..Repetition period-1)
	TTI in which resource is assigned. If Repetition period = 1 then value is ignored
	REL-7

	>>>>>>Code Resource Information
	MP
	
	Enumerated((1/1),)(2/1),(2/2),(4/1)..(4/4),(8/1)..(8/8),(16/1)..(16/16))
	
	REL-7

	>>>>>>E-HICH Information 
	
	
	
	
	

	>>>>>>>Timeslot number
	MP
	
	Integer (0..6)
	
	REL-7

	>>>>>>>Channelisation code
	MP
	
	Enumerated ((16/1) ..(16/16))
	
	REL-7

	>>>>>>>Midamble Allocation mode
	MP
	
	Enumerated (Default midamble, UE specific midamble)
	
	REL-7

	>>>>>>>Midamble configuration
	MP
	
	Integer (2, 4, 6, 8, 10, 12, 14, 16)
	
	REL-7

	>>>>>>>Midamble Shift
	CV-UE specific
	
	Integer (0..15)
	
	REL-7

	>>>>>>>Signature Sequence Group Index
	MP
	
	Integer

(0..19)
	
	REL-7

	>Scheduled transmission grant info
	
	
	NULL
	
	REL-6


	Condition
	Explanation

	Tdd128
	This IE is mandatory present for 1.28Mcps TDD, otherwise it is not needed.


10.3.5.2
Added or Reconfigured UL TrCH information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH
	USCH is TDD only
	

	
	
	
	,E-DCH)
	Note 1
	REL-6

	UL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-NotE-DCH
	
	
	
	REL-6

	CHOICE UL parameters
	
	
	
	
	REL-6

	>DCH,USCH
	
	
	
	
	REL-6

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>E-DCH
	
	
	
	
	REL-6

	>> UL MAC header type
	MP
	
	Enumerated(MAC-e/es, MAC-i/is)
	
	REL-8

	>>CHOICE mode
	MP
	
	
	
	REL-7

	>>>FDD
	
	
	
	
	REL-7

	>>>>E-DCH Transmission Time Interval
	MP
	
	Integer(2,10)
	Unit is ms.
	REL-6

	>>>TDD
	
	
	
	No data
	REL-7

	>>HARQ info for E-DCH
	MP
	
	10.3.5.7d
	
	REL-6

	>>Added or reconfigured E-DCH MAC-d flow list
	OP
	<1 to maxE-DCHMACdFlow>
	
	
	REL-6

	>>>Added or reconfigured E-DCH MAC-d flow
	MP
	
	Added or reconfigured E-DCH MAC-d flow 10.3.5.1b
	
	REL-6

	Note 1:
If included in System Information Block Type 16, the values ‘E-DCH’ does not apply for the IE "Uplink transport channel type".


	Condition
	Explanation

	NotE-DCH
	If the uplink transport channel type is DCH or USCH then this IE is mandatory otherwise it is not needed.


NOTE:

This information element is included within IE "Predefined RB configuration".

10.3.6.86o
UL 16QAM configuration

NOTE:
Only for FDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UL 16QAM settings
	OP
	
	UL 16QAM settings

10.3.6.86a
	Presence of this IE indicates that the UE should operate in 16QAM mode; absence indicates that the UE is not to operate in 16QAM mode.
	REL-7

	MAC-es/e reset indicator
	OP
	
	Enumerated (true)
	TRUE Indicates the MAC-es/e or MAC-i/is entity needs to be reset.
	REL-7

	E-TFCI table index
	OP
	
	Integer (0..1)
	Indicates which standardised E-TFCI TB size table shall be used. See Note 1.
	REL-7

	NOTE 1: 
If the UE is operating in 16QAM mode, the value of “E-TFCI table index” is increased by 2, and indices in the SG-Table refer to Scheduling Grant Table 2 in [15].


10.3.6.97
E-DCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MAC-es/e reset indicator
	OP
	
	Enumerated (true)
	TRUE Indicates the MAC-es/e or MAC-i/is entity needs to be reset.
	REL-6

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>E-DPCCH info
	OP
	
	E-DPCCH Info 10.3.6.98
	
	REL-6

	>>E-DPDCH info
	OP
	
	E-DPDCH info 10.3.6.99
	
	REL-6

	>>Scheduled Transmission configuration
	OP
	
	
	
	REL-6

	>>>2ms scheduled transmission grant HARQ process allocation
	MD
	
	Bitstring (8)
	MAC-d PDUs belonging to MAC-d flows not configured with a “Max MAC-e PDU contents size” are only allowed to be transmitted in those processes for which the bit is set to “1”.

Bit 0 corresponds to HARQ process 0, bit 1 corresponds to HARQ process 1,…

Default value is: transmission in all HARQ processes is allowed. Bit 0 is the first/leftmost bit of the bit string.
	REL-6

	>>>Serving Grant
	OP
	
	
	
	REL-6

	>>>>Serving Grant value
	MP
	
	Integer (0..37,38)
	(0..37) indicates E-DCH serving grant index as defined in [15]; index 38 means zero grant.
	REL-6

	>>>>Primary/Secondary Grant Selector
	MP
	
	Enumerated (“primary”, “secondary”)
	Indicates whether the Serving Grant is received with a Primary E-RNTI or Secondary E-RNTI
	REL-6

	>>UL 16QAM settings
	OP
	
	UL 16QAM settings

10.3.6.86a
	Presence of this IE indicates that the UE should operate in 16QAM mode; absence indicates that the UE is not to operate in 16QAM mode.
	REL-7

	>TDD
	
	
	
	
	REL-7

	>>E-RUCCH info
	OP
	
	E-RUCCH Info

10.3.6.103
	
	REL-7

	>>E-PUCH info
	OP
	
	E-PUCH Info 10.3.6.104
	
	REL-7
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