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Changes after the RAN2#60 bis
There have been two rounds of updates of the PDCP CR after the RAN2#60 bis. 
1st round:
In the first round the main agreements have been added as indicated in the list below:
1. Update of the bit-order, i.e. removal of bit-order in the PDU format figures based on R2-080337

2. Conclusion of discussion of R2-080034 that the Discard_Timer is configured by upper layers and based on discussion of R2-080407 that there is no optimization for implementation compared to the Discard_Timer. Conclusion of R2-080034 that there is no Discard_Timer for SRBs.

3. Conclusion of R2-080014: the Flush_Timer is configured by upper layers.

4. Conclusion of R2-080231:

a. The data unit that is integrity protected is the data part of the PDU and the PDU header

b. Add RFC4815

c. Add framework-related parameters in section

d. Add “interspersed” to ROHC feedback

e. Update of 6.3.10 in order to clarify the meaning of the bitmap in the status report
f. Remove editors note in 5.2.5

5. Conclusion of R2-080390 and R2-080334 that PDCP is not applicable to MCCH, CCCH, PCCH and BCCH, and that it is applicable for DTCH and DCCH, and FFS whether it is applicable for MTCH.

6. R2-080275 Clarification of the length of the bitmap 

7. R2-080146 FFS and editors notes for discard remain – Removal of FFS and editors notes in 5.5.1.3 and 5.5.1.4
8. R2-080285 Editorial errors in 5.5.1.4

9. R2-080295 added length and other clarifications

10. R2-080611 Interaction between PDCP and RRC is not clear. The change from “control plane radio bearer” to “signalling radio bearer in 611 is not in line with the current language of the PDCP spec and has not been included.

2nd round:
In the second round of changes some editorial changes have been done as listed below:
Spelling mistakes
- Section 4.4:
 

  "and user plance radio"  ==> "and user plane radio"
  "maped on MTCH type" ==> "mapped on MTCH type"
 

- Changed DATA to Data:
    Section 5.1.1.1
    Section 6.1.1
 

- 5.1.1.1, changed:
 

"At reception of a PDCP DATA PDU from lower layers containing a PDCP SN field, the UE shall"
==>
"At reception from lower layers of a PDCP Data PDU containing a PDCP SN field, the UE shall"
- In 5.1.1.1 and in 5.1.1.2:
 

"and the value of the PDCP Sequence Number contained in the PDCP SN field of the PDCP PDU header"
==>
"and the value of the PDCP Sequence Number contained in the SN field of the PDCP PDU header"
- Section 5.2.4 -- line break added before the section header. 
- Section 5.2.4 - the text proposed in proposal 6 is not correctly reflected:
 

"standalone packets not associated with a PDCP SDU generated by the ROHC protocol, i.e. interspersed ROHC feedback packets"
==>
"standalone packets not associated with a PDCP SDU, i.e. interspersed ROHC feedback packets" 

- Section 5.4
  "otherwhise" ==> "otherwise"
- Section 5.5.1.1
"handover has ocured," ==> "handover has occurred,"
- Section 5.5.1.2.1, 5.5.2.1 and in 5.5.3.1 there is another "occured"==>"occurred"
Further updates
In addition to the changes in the attached CR and after the deadline for comments on the reflector it has been highlighted that some agreements have not been captured. These agreements have been added in [1] and are proposed to be endorsed as well.
Proposal
It is proposed to agree to the changes in the attached CR, as well as to the changes in [1].
[1]
R2-080965, Agreement not captured in the PDCP editor CR, 5.1.3.1, LG Electronics Inc. (rapporteur)
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