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Introduction
At RAN2#60, a draft CR to TS 25.331 for the introduction of UTRAN to E-UTRAN interworking was presented [1]. In this contribution a revision of the draft CR is presented, but limited only to the changes required to provide cell reselection from UTRAN to E-UTRAN. This CR accompanies the CR to TS 25.304 contained in [2].
Provision of E-UTRAN neighbour information

The E-UTRAN frequencies are provided outside the existing loop of “New Inter-RAT cell” to better reflect what can be done in ASN.1 and also avoid giving the false impression of greater nested lists of cells than what is actually possible.
Further issues

The quantity used to compare against thresholds is Srxlev; to calculate this quantity, the UE requires the parameters Qrxlevmin and UE_TXPWR_MAX_RACH for each neighbour cell. Currently in UTRAN, these parameters are provided for each neighbour cell included in the neighbour cell list. However, for E-UTRAN cell, only the centre frequencies are provided. For this reason in the CR it is assumed that only one value of those parameters is provided per E-UTRAN frequency, and that value will apply to all cells on that frequency.
For reselection to GERAN, the network will provide a whitelist using the existing IEs; no blacklist will be provided for GERAN. This is because a UTRAN network will need to support mobility towards GSM also for legacy mobiles, which rely on the presence of a detailed neighbour cell list for inter-RAT operation.

Concerning the definition of the thresholds, it is unclear whether they should be defined in terms of absolute level (RSCP level in dBm for UTRAN, RSRP level in dBm for E-UTRAN, RSSI level in dBm for GERAN) or as a relative level. According to TS 36.304 (for E-UTRAN) and the corresponding text for UTRAN proposed in the CR to TS 25.304 [2], it is not the absolute level, but the S-value of the cell that is compared against the threshold, and these are in dB (as the difference – on a logarithmic scale – between the absolute level and the 'suitability' level, which corresponds to S-value = 0). However, in TS 36.331, currently the thresholds for the serving cells are given in dB, while the thresholds for the neighbours are given in dBm. This is something that should be clarified by RAN2. The important point is that there should be alignment and consistency between the different specifications. If it is decided that the thresholds are absolute levels (in dBm), then some revision to TS 36.304 and the proposed CR to 25.304 is needed. otherwise, the thresholds need to be given in dB. Note that this also affects RAN4 specifications like TS 36.133, which contains statements like "If the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is greater than Threshserving,high then...".
The CR provided herein reflects absolute thresholds to keep inline with what is already in 36.331, given that was the agreement from the last meeting. However, we note that an approach consistent with 36.304 and the proposed 25.304 CR would avoids erroneous configurations and reselections by ensuring that the reselection thresholds are always higher than the S criteria.
Conclusions
Interested companies are invited to review the proposed changes and provide comments. A revision of the CR will be provided at the next meeting(s), reflecting the latest progress and agreements on the topic. Also, changes required to introduce procedures in dedicated mode (handover from UTRAN to E-UTRAN, measurement reporting of E-UTRAN cells, etc.) will be provided at the next meeting.
Further feedback on the issue highlighted above (absolute Vs relative thresholds) would be appreciated so that all specifications can be made consistent.
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8.3.9
Inter-RAT cell reselection from UTRAN
8.3.9.1
General
The purpose of the inter-RAT cell reselection procedure from UTRAN is to transfer, under the control of the UE and to some extent the UTRAN, a connection between the UE and UTRAN to another radio access technology (e.g. GSM/GPRS or E-UTRAN).

8.3.9.2
Initiation
This procedure is applicable in states CELL_FACH, CELL_PCH or URA_PCH. In CELL_FACH state, the UE shall not perform an inter-RAT cell reselection to E-UTRAN.
When the UE based on received system information makes a cell reselection to a radio access technology other than UTRAN, e.g. GSM/GPRS, according to the criteria specified in [4], the UE shall:

1>
If the NAS procedures associated with inter-system change specified in [5] require the establishment of a connection:

2>
initiate the establishment of a connection to the target radio access technology according to its specifications.
8.6.7.3x
Inter-RAT priority info list
1> if the IE "New Inter-RAT priority info list" is received in System Information Block Type 11:

2> store the information in the variable INTERRAT_PRIORITY_INFO_LIST and use it for reselections. 
NOTE: use of a priority info list for dedicated measurements is FFS.
10.3.2.3
Cell selection and re-selection info for SIB3/4
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Mapping Info
	OP
	
	Mapping info 10.3.2.5
	This IE should not be sent.
	

	Cell selection and reselection quality measure
	MP
	
	Enumerated (CPICH Ec/N0, CPICH RSCP)
	Choice of measurement (CPICH Ec/N0 or CPICH RSCP) to use as quality measure Q for FDD cells.

This IE is also sent to the UE in SIB11/12. Both occurrences of the IE should be set to the same value.
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Sintrasearch
	OP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>Sintersearch
	OP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>SsearchHCS
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>RAT List
	OP
	1 to <maxOtherRAT>
	
	
	

	>>>RAT identifier
	MP
	
	Enumerated (GSM, cdma2000)
	
	

	>>>Ssearch,RAT
	MP
	
	Integer (-32..20 by step of 2)
	In case the value 20 is received the UE shall consider this IE as if it was absent according to [4]

If a negative value is received the UE shall consider the value to be 0.

[dB]
	

	>>>SHCS,RAT
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>>Slimit,SearchRAT
	MP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>UTRAN Priority information
	OP
	
	
	
	REL-8

	>>>UTRAN priority
	MP
	
	INTEGER (0..7)
	Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>>>Threshserving,low
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]


	REL-8

	>>>Threshserving,high
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]


	REL-8

	>>Qqualmin
	MP
	
	Integer (-24..0)
	Ec/N0, [dB]


	

	>>Qrxlevmin
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]


	

	>> DeltaQrxlevmin
	CV-Delta
	
	Integer(-4..-2 by step of 2)
	If present, the actual value of Qrxlevmin = Qrxlevmin + DeltaQrxlevmin
	REL-5

	>>Qqualmin-offset
	MD
	
	Integer (1..16)
	Ec/N0, [dB]

The default value is 0
	REL-7

	>>Qrxlevmin-offset
	MD
	
	Integer (2..16 by step of 2)
	RSCP, [dB]

The default value is 0
	REL-7

	>TDD
	
	
	
	
	

	>>Sintrasearch
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>Sintersearch
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>SsearchHCS
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>RAT List
	OP
	1 to <maxOtherRAT>
	
	
	

	>>>RAT identifier
	MP
	
	Enumerated (GSM, cdma2000)
	
	

	>>>Ssearch,RAT
	MP
	
	Integer (-105..91 by step of 2)
	In case the value 91 is received the UE shall consider this IE as if it was absent according to [4]

If a negative value is received the UE shall consider the value to be 0.

[dB]
	

	>>>SHCS,RAT
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>>Slimit,SearchRAT
	MP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]
	

	>>Qrxlevmin
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]


	

	>>DeltaQrxlevmin
	CV-Delta
	
	Integer(-4..-2 by step of 2)
	If present, the actual value of Qrxlevmin = Qrxlevmin + DeltaQrxlevmin
	REL-5

	Qhyst1s
	MP
	
	Integer (0..40 by step of 2)
	[4]

[dB]
	

	Qhyst1s,PCH
	CV-SIB4
	
	Integer (0..40)
	If present, it is used as Qhyst1s for UE in CELL_PCH or URA_PCH state [4]
[dB]
	REL-5

	Qhyst1s,FACH
	CV-SIB4
	
	Integer (0..40)
	If present, it is used as Qhyst1s for UE in CELL_FACH state [4]
[dB]
	REL-5

	Qhyst2s
	CV-FDD-Quality-Measure
	
	Integer (0..40 by step of 2)
	Default value is Qhyst1s

[4]

[dB]
	

	Qhyst2s,PCH
	CV-SIB4-FDD-Quality-Measure
	
	Integer (0..40)
	If present, it is used as Qhyst2s for UE using CPICH Ec/No quality measure in CELL_PCH or URA_PCH state. Default value is Qhyst1s,PCH
[4]
[dB]
	REL-5

	Qhyst2s,FACH
	CV-SIB4-FDD-Quality-Measure
	
	Integer (0..40)
	If present, it is used as Qhyst2s for UE using CPICH Ec/No quality measure in CELL_FACH state. Default value is Qhyst1s,FACH
[4]
[dB]
	REL-5

	Treselections
	MP
	
	Integer (0..31)
	[s]
	

	Treselections,PCH
	CV-SIB4
	
	Integer (0..31)
	If present, it is used as Treselections for UE in CELL_PCH or URA_PCH state [4]
[s]
	REL-5

	Treselections,FACH
	CV-SIB4
	
	Real (0..6.2 by step of 0.2)
	If present, it is used as Treselections for UE in CELL_FACH state [4]
[s]
	REL-5

	Speed dependent ScalingFactor for Treselection
	OP
	
	Real (0..1 by step of 0.1)
	This IE is used by the UE in high mobility state as scaling factor for Treselections or Treselections,PCH  or Treselections,FACH  [4]. 
	REL-5

	Inter-frequency ScalingFactor for Treselection
	OP

	
	Real (1..4.75 by step of 0.25)
	If present, it is used by the UE as scaling factor for Treselections or Treselections,PCH or  Treselections,FACH  for inter-frequency cell reselection evaluation [4].
	REL-5

	Inter-RAT ScalingFactor for Treselection
	OP

	
	Real (1..4.75 by step of 0.25)
	If present, it is used by the UE as scaling factor for Treselections or Treselections,PCH or  Treselections,FACH for inter-RAT cell reselection evaluation [4].
	REL-5

	Non-HCS_TCRmax
	MD
	
	Enumerated (not used, 30, 60, 120, 180, 240)
	[s]

Default value is ‘not used’.
	REL-5

	Non-HCS_NCR
	CV-UE speed detector_MD
	
	Integer (1..16)
	Default value = 8
	REL-5

	Non-HCS_TCRmaxHyst
	CV-UE speed detector_MP
	
	Enumerated (not used, 10, 20, 30, 40, 50, 60, 70)
	[s]
	REL-5

	HCS Serving cell Information
	OP
	
	HCS Serving cell information 10.3.7.12
	
	

	Maximum allowed UL TX power
	MP
	
	Maximum allowed UL TX power 10.3.6.39
	[dBm] UE_TXPWR_MAX_RACH in [4].
	


	Condition
	Explanation

	FDD-Quality-Measure
	The IE is not needed if the IE "Cell selection and reselection quality measure" has the value CPICH RSCP, otherwise the IE is mandatory and has a default value.

	Delta
	This IE is optional if the value of Qrxlevmin is below –115dBm. It is not needed otherwise.

	SIB4
	This IE is optional if the IE “Cell selection and re-selection info for SIB3/4” is included in SIB type 4. It is not needed otherwise.

	SIB4-FDD-Quality-Measure
	This IE is optional if the IE “Cell selection and re-selection info for SIB3/4” is included in SIB type 4, and the IE "Cell selection and reselection quality measure" has the value CPICH Ec/N0. It is not needed otherwise.

	UE Speed detector_MD (non-HCS)
	This IE is not needed if non-HCS_TCRmax equals 'not used', else it is mandatory default.

	UE Speed detector_MP (non-HCS)
	This IE is not needed if non-HCS_TCRmax equals 'not used', else it is mandatory present.


10.3.7.xx
Inter-RAT priority info list
Contains information for the list of inter-RAT priorities.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	New inter-RAT priority info list
	MP
	1 to <maxInterRATPrio>
	
	
	REL-8

	>priority
	MP
	
	INTEGER (0..7)
	Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>CHOICE Radio Access Technology
	MP
	
	
	
	REL-8

	>>E-UTRAN
	
	
	
	
	REL-8

	>>>Downlink frequency
	MP
	
	Integer(0 .. 215-1)
	[36.104]
	REL-8

	>>>ThreshEUTRAN,high
	MP
	
	INTEGER (-60..-28)
	[dBm]
Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>>>ThreshEUTRAN,low 


	MP
	
	INTEGER (-60..-28)
	[dBm]
Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>>>Qrxlevmin
	MP
	
	INTEGER (-60..-28)
	[dBm]
Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>>>MaxULPower
	MP
	
	FFS
	FFS – to be aligned with E-UTRAN
	REL-8

	>>>Blacklisted cells list
	OP
	1 to <maxCellperFreq>
	
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>>>>Physical Cell identity
	MP
	
	INTEGER (1..504)
	Range to be confirmed FFS
	REL-8

	>>GERAN
	
	
	
	
	REL-8

	>>>ThreshGERAN,high
	MP
	
	Integer (-115..-25 by step of 2)
	GSM RSSI, [dBm]


	REL-8

	>>>ThreshGERAN,low 
	MP
	
	Integer (-115..-25 by step of 2)
	GSM RSSI, [dBm]


	REL-8


10.3.7.31
Inter-RAT measurement system information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Inter-RAT cell info list
	OP
	
	Inter-RAT cell info list 10.3.7.23
	
	

	Inter-RAT priority info list
	OP
	
	Inter-RAT priority info list 10.3.7.xx
	
	REL-8


10.3.10
Multiplicity values and type constraint values
The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsFDD-ext
	Maximum number of frequency bands as defined in [21] and treated by RRC
	22
	REL-6

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	maxCommonHRNTI
	Maximum number of common H-RNTI per cell
	4
	REL-7

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel mapped on E-DCH
	32
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxCommonQueueID
	Maximum number of common Mac-ehs queues
	2
	REL-7

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	8
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD);

1024 (7.68 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxHS-SCCHLessTrBlk
	Maximum number of HS-DSCH Transport Block Sizes used for HS-SCCH-less operation
	[4]
	REL-7

	maxTDD128Carrier
	The maximum number of carriers for 1.28 Mcps TDD
	6
	REL-7

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxRL
	Maximum number of radio links
	8
	

	maxEDCHRL
	Maximum number of E-DCH radio links
	4
	REL-6

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH


	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD and 7.68 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	maxNumE-AGCH
	Maximum number of E-AGCHs (TDD)
	4
	REL-7

	maxNumE-HICH
	Maximum number of E-HICHs (1.28 Mcps TDD)
	4
	REL-7

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxInterRATPrio
	Maximum number of InterRAT priorities
	??
	REL-8

	maxCellperFreq
	Maximum number of EUTRAN cells per frequency
	??
	REL-8

	maxSat
	Maximum number of satellites to measure
	16
	

	maxGANSSSat
	Maximum number of GANSS satellites to measure
	64
	REL-7

	maxGANSS
	Maximum number of GANSS supported
	8
	REL-7

	maxSgnType
	Maximum number of additional signals in GANSS to measure
	8
	REL-7

	maxSatClockModels
	Maximum number of clock models in a GANSS
	4
	REL-7

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	4
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	8
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	32
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservSelect
	Maximum number of MBMS Selected Services in a CELL UPDATE or RRC CONNECTION REQUEST message
	8
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	64
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	4
	REL-6

	maxMBMS-Services
	Maximum number of MBMS services the UE stores in the variable MBMS_ACTIVATED_SERVICES
	64
	REL-6

	maxMBSFNclusters
	Maximum number of MBSFN clusters indicated in system information
	16
	REL-7


13.4.xx
INTERRAT_PRIORITY_INFO_LIST
 This variable contains cell information on inter-RAT priorities, as received in messages System Information Block Type 11 and MEASUREMENT CONTROL.
Usage of this variable when received in a MEASUREMENT CONTROL message is FFS.
This variable shall be cleared at cell re-selection, when leaving UTRA RRC connected mode, when switched off as well as at selection of a new PLMN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	inter-RAT priority info list
	MP
	1 to <maxInterRATPrio>
	
	
	REL-8

	>priority
	MP
	
	INTEGER (0..7)
	Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>CHOICE Radio Access Technology
	MP
	
	
	
	REL-8

	>>E-UTRAN
	
	
	
	
	REL-8

	>>>Downlink frequency
	MP
	
	Integer(0 .. 215-1)
	[36.104]
	REL-8

	>>>ThreshEUTRAN,high
	MP
	
	INTEGER (-60..-28)
	[dBm]
Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>>>ThreshEUTRAN,low 


	MP
	
	INTEGER (-60..-28)
	[dBm]
Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>>>Qrxkevmin
	MP
	
	INTEGER (-60..-28)
	[dBm]
Value range FFS – to be aligned with E-UTRAN inter-freq list
	REL-8

	>>>MaxULPower
	MP
	
	FFS
	FFS – to be aligned with E-UTRAN
	REL-8

	>>>Blacklisted cells list
	OP
	1 to <maxCellperFreq>
	
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>>>>Physical Cell identity
	MP
	
	INTEGER (1..504)
	Range to be confirmed FFS
	REL-8

	>>GERAN
	
	
	
	
	REL-8

	>>>ThreshGERAN,high
	MP
	
	Integer (-115..-25 by step of 2)
	GSM RSSI, [dBm]


	REL-8

	>>>ThreshGERAN,low 
	MP
	
	Integer (-115..-25 by step of 2)
	GSM RSSI, [dBm]


	REL-8
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