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1. Introduction
TSG RAN, in its last meeting #39 [2], requested that RAN2 review the WID [1]. This contribution summarizes Qualcomm’s view on how the work should be prioritized for this WI to meet Release 8 timelines.
Qualcomm believes there is a category of required features, and that no further prioritization within that set is needed. The second set is further prioritized.
2. Prioritization of the WID
The WI will provide solutions for the following use case scenarios, listed in no particular order:

· The support of CSG (Closed Subscriber Group, or, restricted association) and of open access operations

· Minimise the impact to UEs camped on UTRA macro cells whether they are in the coverage area of a non suitable UTRA Home NB or not
· Minimise the impact to UEs in CELL_DCH on UTRA macro cells when they are in the coverage area of a non suitable UTRA Home NB

· Cell selection/reselection from UTRA macro cell to UTRA Home NB 

· Cell selection/reselection from UTRA Home NB to UTRA

· Cell selection/reselection of UEs between UTRA Home NBs

· Handover of ACTIVE UE from UTRA Home NB to UTRA macro cell

The WI should consider solutions for the following use case scenarios with a decreasing order of importance:

1. Handover of ACTIVE UE from macro UTRA cell to UTRA Home NB in coverage of UTRA Home NB 
2. 
3. Handover of ACTIVE UE between UTRA Home NBs
4. Minimise the impact on UEs camped on GERAN macro cells when they are in the coverage area of a non suitable UTRA Home NB 

· 
5. Cell selection/reselection from UTRA Home NB to GERAN
6. Handover of ACTIVE UE from UTRA Home NB to GERAN macro cell

7. 
8. 
9. 
10. Minimise the impact on UEs camped on LTE macro cells whey they are in the coverage area of a non suitable UTRA Home NB

11. Cell selection/reselection from LTE Home NB to GERAN

12. Handover of ACTIVE UE from UTRA Home NB to LTE macro cell

13. Handover of ACTIVE UE from macro LTE cell to UTRA CSG Home NB in coverage of UTRA Home NB
· 
3. Conclusion

It is proposed that the above changes to the WID be adopted by RAN2 and an LS sent to RAN with the recommendations.
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