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	To capture the RAN2#61bis agreements related to the cell selection upon handover and radio link failure

	
	

	Summary of change:
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	Clarification is added that when selecting a cell upon handover and radio link failure the UE shall prioritise E-UTRA frequencies, but is allowed to select another RAT prior to T311 expiry. It is FFS if constraints will be specified regarding how long the UE shall refrain from considering other RATs
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	Situation in UTRA (background):
25.133, 4.2.2.1 specifies that if a cell becomes unsuitable due to not meeting S-criterion anymore, during the first 12s a UE in _PCH only considers the NCL. Next it searches the PLMN on all supported frequencies
25.133, 5.5.2.3 specifies that likewise, during the first 4s, a UE in _FACHonly considers the NCL and next searches the PLMN on all supported frequencies
25.331 8.5.5.1.2 specifies that a UE in CELL_FACH after searching all supported bands for TimerOutOfService (default 30s), the UE considers other PLMNs
E-UTRA assumption
It is assumed that, if explicit time constraints would be specified regarding how long the UE shall refrain from considering other RATs i.e. by running an additional timer, this should be specified in TS 36.331




5.3.6.3
T304 expiry (handover failure)

The UE shall:

1> If T304 expires (handover failure): 

2>
start timer T311 (FFS);

2>
select a suitable cell in accordance with the cell selection process as specified in [4];
Editor's note:
It has been agreed that the UE shall prioritise E-UTRA frequencies, but is allowed to select another RAT prior to T311 expiry. It is FFS if constraints will be specified regarding how long the UE shall refrain from considering other RATs.

Editor's note:
It is FFS if the UE reverts back to the configuration used in the source cell i.e. ignores the configuration received in the message triggering the handover.

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which initiation the procedure ends

Editor's note:
The actions the UE shall perform upon T311 expiry are assumed to be covered by 5.3.10.5 i.e. it is assumed that there is no need to specify these requirements in this section also.

5.3.10.3
T310 expiry

Upon T310 expiry, the UE detects radio link failure and shall:

1> If security is not activated:

2>
Indicate the release of the signalling connection and the established EPS bearers to upper layers;

2> Enter RRC_IDLE;
1> else:

2> Start timer T311;

2> Select a suitable cell in accordance with the cell selection process as specified in [4];

Editor's note:
It has been agreed that the UE shall prioritise E-UTRA frequencies, but is allowed to select another RAT prior to T311 expiry. It is FFS if constraints will be specified regarding how long the UE shall refrain from considering other RATs.


5.3.10.4
Re-entry of service area while T311 is running

Upon selecting an E-UTRA cell while T311 was running, the UE shall:

1> Initiate the Connection re-establishment procedure as specified in 5.3.7;

NOTE
This procedure applies also if the UE returns to the source cell

The criteria for re-entry of service area, i.e. for detecting ‘in service’ are FFS.

Upon selecting an inter-RAT cell while T311 was running, the UE shall:

1>
Indicate the release of the signalling connection and the established EPS bearers to upper layers;

1> Enter RRC_IDLE;
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