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------------ first modification ------------

4.2.3.6
MAC-i/is entity – UE Side

The split between MAC-i and MAC-is in the UE is not detailed. In the model below the MAC-i/is comprises the following entities:

-
HARQ:
The HARQ entity is responsible for handling the MAC functions relating to the HARQ protocol. It is responsible for storing MAC-i payloads and re-transmitting them. The detailed configuration of the hybrid ARQ protocol is provided by RRC over the MAC-Control SAP.
-
For FDD: The HARQ entity provides the E-TFC, the retransmission sequence number (RSN), and the power offset to be used by L1. Redundancy version (RV) of the HARQ transmission is derived by L1 from RSN, CFN and in case of 2 ms TTI from the sub-frame number.

-
For TDD: The HARQ entity provides the HARQ process identity, the E-TFC, the retransmission sequence number (RSN) and an indication of the power offset to be used by L1. The redundancy version  (RV) of the HARQ transmission is derived by L1 from RSN. RRC signalling can also configure the L1 to use RV=0 for every transmission.
-
Multiplexing and TSN setting:
The multiplexing and TSN setting entity is responsible for concatenating multiple MAC-d PDUs into MAC-is PDUs, and to multiplex one or multiple MAC-is PDUs into a single MAC-i PDU, to be transmitted in the next TTI, as instructed by the E-TFC selection function. It is also responsible for managing and setting the TSN per logical channel for each MAC-is PDU.

-
Segmentation:
The segmentation function is responsible for segmenting MAC-d PDUs. 

-
E-TFC selection:
This entity is responsible for E-TFC selection according to the scheduling information, Relative Grants (FDD only) and Absolute Grants, received from UTRAN via L1 and Serving Grant value signalled through RRC, and for arbitration among the different flows mapped on the E-DCH. The detailed configuration of the E-TFC entity is provided by RRC over the MAC-Control SAP. The E-TFC selection function controls the multiplexing function.
-
Scheduling Access Control (TDD only):

The Scheduling Access Control entity is responsible for routing associated uplink signalling via E-UCCH and MAC-e PDU (in the case that E-DCH resources are assigned) or via E-RUCCH (in the case that no E-DCH resources are assigned). It is also responsible for obtaining and formatting the appropriate information to be carried on E-UCCH/E-RUCCH.

NOTE:
HARQ process ID and RSN are carried on E-UCCH.
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Figure 4.2.3.6-1: UE side MAC architecture / MAC-i/is details (FDD)
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Figure 4.2.3.6-2: UE side MAC architecture / MAC-i/is details (TDD)

------------ second modification ------------
11.8.1.2a
Segmentation entity

There is one segmentation entity per logical channel in the UE. 

When the MAC-d PDU size or the untransmitted part of the MAC-d PDU exceeds available space in the transport block according to the E-TFC selection, the segmentation entity shall:

-
segment the MAC-d PDU or the untransmitted part of the MAC-d PDU to fit the available space in the transport block according to the E-TFC selection and store the untransmitted part of the MAC-d PDU;

-
set the segmentation status (SS) field of the transmission to indicate the segmentation status as described in subclause 9.2.4.3.
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