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1 Introduction

The Improved L2 for Uplink WI introduces flexible RLC PDU sizes for Rel-8 and the current agreement is that RRC specification defines the minimum and maximum PDU sizes. The change request for configurable minimum and maximum values is already technically endorsed and the maximum PDU size is set to 12000 bits ‎[1]. In this contribution, it is proposed that the maximum RLC PDU size is changed from 12000 bits to 12024 bits based on the motivation below.
2 Motivation
The reasoning behind the current choice of the maximum PDU size is that 12000 bits equals to the maximum MTU size of 1500 Byte (1500×8=12000 bits) used for Ethernet. If the PDCP header needs to be included, it would be desirable if the maximum PDU size conveys both the maximum MTU size and the (maximum) PDCP header size. Since the PDCP header can be 0, 1 or 3 Byte, it can be motivated that the maximum RLC PDU size should be
12000+3×8=12024 bits.
It should be noted that the RLC PDU sizes are expected to be significantly smaller than 12000 bits for the uplink (especially since 12000 bit PDU requires 24 Mbps data rate with the current radio aware assumption), and therefore the practical impacts of this change are most likely not very remarkable. 

3 Proposal
It is proposed that RAN2 discusses the possibility to change the maximum RLC PDU size for the uplink from 12000 bits to 12024. The corresponding CR for this change is available in [2] where the only difference when compared to the technically endorsed draft ‎[1] (presented during the last meeting) is the different value for the maximum RLC PDU size.
It is further proposed that RAN2 discusses the need for a similar kind of change in the downlink as well.
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