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1. Background and proposals
The sections on PCH and BCCH reception in [1] refer to [PDCCH] and do not refer to the P-RNTI and SI-RNTI. We propose to 

· remove the brackets around PDCCH since it is clear that PCH and BCCH are indicated with PDCCH

· refer to P-RNTI for PCH
· refer to SI-RNTI for BCCH
Proposal 1: approve the PCH and BCCH changes illustrated below.
2. References

[1] R2-082049 36.321 CR covering agreements of RAN2 #61bis
3. Text proposal for [1]
Beginning of PCH text Proposal
5.5
PCH reception

When in RRC_IDLE, the UE shall at its paging occasions:

-
If a PCH assignment has been received on the PDCCH for the PI-RNTI: 

-
attempt to decode the TB on the PCH as indicated by the PDCCH;

-
If a TB on the PCH has been successfully decoded:

-
deliver the decoded MAC PDU to higher layers.
End of PCH Text Proposal
Beginning of BCCH  text Proposal
5.3
DL-SCH data transfer

Editor’s note:
Current text applies to, at least, FDD.

5.3.1
DL Assignment reception

Editor’s note:
A downlink assignment can relate to one or two (MIMO) TBs. It is FFS how this information is presented to MAC.

Editor’s note:
Mapping of downlink assignments received on [PDCCH] onto the TTIs for which they are valid is done by L1.

When the UE has a C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI or RA-RNTI, the UE shall for each TTI during Active Time, for each TTI when a Random Access Response or Contention Resolution is expected and for each TTI for which a DL assignment has been configured:

-
If a downlink assignment for this TTI has been received on the [PDCCH] for the UE’s C-RNTI, Temporary C‑RNTI or RA‑RNTI:

-
Indicate a downlink assignment and the associated HARQ information to the HARQ entity for this TTI;

-
else, if a downlink assignment for this TTI has been configured and a downlink assignment for this TTI has not been received on the [PDCCH] for the UE’s C-RNTI, Temporary C-RNTI or RA-RNTI:

-
Indicate a downlink assignment, for a new transmission, and the associated HARQ information to the HARQ entity for this TTI;

When the UE needs to read BCCH, the UE shall:

-
If a downlink assignment for this TTI has been received on the PDCCH for the SI-RNTI; 

-
Indicate a downlink assignment for the dedicated broadcast HARQ process to the HARQ entity for this TTI;
NOTE:
Downlink assignments for both C-RNTI and SI-RNTI can be received in the same TTI.

Editor’s note:
L1 is configured, as needed, by upper layers or MAC [FFS] to monitor [PDCCH] for C-RNTI, and by MAC to monitor [PDCCH] for Temporary C-RNTI and RA-RNTI.


End of BCCH Text Proposal
