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Discussion and decision
Introduction

Cell re-selection behaviour during RRC connection re-establishment procedure [1] was discussed during RAN2#62 meeting and the following baseline was proposed for further offline discussion.

· UE does re-establish attempt on first selected cell until T311 expiry or cell become not suitable

· If cell becomes not suitable UE (S<0) then UE enters idle (starts normal (re-)selection)

In the offline discussion, the baseline approach was agreed as it was. This document provides a text proposal based on the agreement. 

Text proposal

5.3.7.7
T301 timeout

The UE shall:


1> if timer T301 expires:
2> perform the RRC connection re-establishment request retry procedure as specified in 5.3.7.8;

5.3.7.8
RRC connection re-establishment request retry

The UE shall:

1>
if V301 is equal to or smaller than N301:

2>
transmit a new RRCConnectionReestablishmentRequest message in accordance with 5.3.7.3;

2>
increment counter V301;
2>
restart timer T301 when the lower layers indicate success to transmit the message.

1>
else:

2>
stop timer T311;

2>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.11.



Editor's note:
For MAC it has been agreed that a back off mechanism should be applied whenever a retry of the RACH access is initiated (see agreements on R2-080221). This also applies to retries initiated by RRC e.g. upon to losing contention or lack of response. Further details on how the back off are specified (in MAC and/ or RRC) are FFS.

Editor's note:
It is up to upper layers to take further action. To facilitate this, the cause of the release may need to be indicated to upper layers.

5.3.7.9
RRC re-establishment reject 
Upon receiving the RRCConnectionReestablishmentReject message, the UE shall:

1>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.11.



Editor's note:
It is up to upper layers to take further action. To facilitate this, the cause of the release may need to be indicated to upper layers.
5.3.7.X
Selected cell no longer suitable

When the selected cell becomes no longer suitable according to the cell selection criteria as specified in [4], the UE shall:
1>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.11.

Editor's note:
It is up to upper layers to take further action. To facilitate this, the cause of the release may need to be indicated to upper layers.
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