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1 Introduction

During discussion in RAN2#62 meeting, RAN2 has reached the following agreement on RA-RNTI design:

-
reserve 60 for TDD, and 10 for FDD
In this contribution, we give the corresponding text proposal for TS 36.321 to capturing this agreement. Also the formula for RA-RNTI computation is given.
Beginning of Text Proposal – 36.321

********************* Part 1 begins *************************
5.1.4
Random Access Response reception
Once the Random Access Preamble is transmitted, the UE shall monitor the [PDCCH] associated with RA-RNTI defined below in the TTI window [RA_WINDOW_BEGIN—RA_WINDOW_END] for Random Access Response(s). The UE shall compute the associated RA-RNTI value for the PRACH resource upon which the Random Access Preamble is transmitted, using the following formula:

RA-RNTI= t_id+10*f_id








Where t_id is the index of the first subframe of the specified PRACH resource (0<= t_id <10), and f_id is the index of the specified PRACH resource within that subframe, in ascending order of frequency domain (0< = f_id <6).

The UE may stop monitoring for Random Access Response(s) after successful reception of a Random Access Response corresponding to the Random Access Preamble transmission.
********************* Part 1 end *************************
********************* Part 2 begins *************************
7.1
RNTI values

RNTI values are presented in Table 7.1-1.

Table 7.1-1: RNTI values.

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	Value (hexa-decimal)
	RNTI

	FDD
	TDD
	

	0000-0009
	0000-003B
	RA-RNTI

	000A-FFF2
	003C-FFF2
	C-RNTI, Semi-Persistent Scheduling C-RNTI and T-CRNTI

	FFF3-FFFC
	Reserved for future use

	FFFD
	P-RNTI

	FFFE
	SI-RNTI

	FFFF
	SC-RNTI


********************* Part 2 end *************************
End of Text Proposal – 36.321
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