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1. Introduction
If needed, a reference to CDMA system time can be carried in SystemInformationBlockType8 to help UE with single receiver to report measurement on and to perform handover to cdma2000 HRPD/1xRTT system. As discussed in TR 36.938, CDMA system time reference can also be provided in a dedicated message if UE doesn’t acquire SystemInformationBlockType8 in connected mode. It was discussed in [1] that ambiguity can occur when a dedicated message is used to carry CDMA system time reference, and eNB spreads the (HARQ) transmissions of the dedicated message across the SFN period boundaries.
Chances of having CDMA system time ambiguity can be completely removed by
· not sending CDMA system time reference in dedicated message;

· having UE with single receiver read SystemInformationBlockType8 in active mode when CDMA system time reference is needed; and
· using an SFN boundary at or after the ending boundary of the SI-window for the SI containing SystemInformationBlockType8 as the reference point for CDMA system time.

2. Text Proposal
3 changes are proposed to TS 36.331:
************************* 1st change ***********************
–
MeasurementConfiguration
The IE MeasurementConfiguration specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility, quality, traffic volume, UE internal and positioning measurements as well as configuration of measurement gaps.

Editor's note:
It has been agreed that the signalling shall support the addition, modification and removal (i.e. delta configuration) of individual measurement objects, reporting configurations and measurement identities.

Editor's note:
It has been agreed to introduce a mechanism by which E‑UTRAN can request the UE to report the CGI corresponding to an E‑UTRA L1 identity (FFS for inter RAT) reported by the UE. The UE is only required to report the GCI if it is provided with sufficient “inactive time”. Further details are FFS.

MeasurementConfiguration information element
-- ASN1START

MeasurementConfiguration ::=

SEQUENCE {


-- Measurement identities



measIdToRemoveList




MeasIdToRemoveList



OPTIONAL,
-- Need OP



measIdToAddModifyList



MeasIdToAddModifyList


OPTIONAL,
-- Need OP


-- Measurement objects



measObjectToRemoveList



MeasObjectToRemoveList


OPTIONAL,
-- Need OP



measObjectToAddModifyList


MeasObjectToAddModifyList

OPTIONAL,
-- Need OP


-- Reporting configurations



reportConfigToRemoveList


ReportConfigToRemoveList

OPTIONAL,
-- Need OP



reportConfigToAddModifyList


ReportConfigToAddModifyList

OPTIONAL,
-- Need OP


-- Other parameters



quantityConfig





QuantityConfig




OPTIONAL,
-- Need OC



measGapConfig





MeasGapConfig




OPTIONAL,
-- Need OC



s-Measure






INTEGER (0)





OPTIONAL, -- Need OC;FFS


hrpd-PreRegistrationInfo


HRPD-PreRegistrationInfo

OPTIONAL, 
-- Need OP



mbsfn-NeighbourCellConfig


SEQUENCE {}




OPTIONAL -- 2-bit field FFS
}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {


measId







MeasId

}

MeasIdToAddModifyList ::=


SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {


measId







MeasId,


measObjectId





MeasObjectId,


reportConfigId





ReportConfigId

}

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {


measObjectId





MeasObjectId

}

MeasObjectToAddModifyList ::=

SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000


}

}

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {


reportConfigId





ReportConfigId

}

ReportConfigToAddModifyList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {


reportConfigId





ReportConfigId,


reportConfig





CHOICE {



reportConfigEUTRA




ReportConfigEUTRA,



reportConfigInterRAT



ReportConfigInterRAT,



reportConfigPeriodical



ReportConfigPeriodical


}

}

-- ASN1STOP

	MeasurementConfiguration field descriptions

	measIdToRemoveList

List of measurement identities to remove.

	measIdToAddModifyList

List of measurement identities to add/ modify.

	measId

Used to link a measurement object to a reporting configuration.

	measObjectToRemoveList

List of measurement objects to remove.

	measObjectToAddModifyList

List of measurement objects to add/ modify.

	measObjectId

Used to identify a measurement object configuration.

	measObject

Specifies measurement object configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	reportConfigToAddModifyList

List of measurement reporting configurations to add/ modify.

	reportConfigId

Used to identify a measurement reporting configuration.

	reportConfig

Specifies measurement reporting configurations for E‑UTRA, UTRA, GERAN, or CDMA2000 measurements.

	quantityConfig

Specifies measurement quantities for E‑UTRA, UTRA, GERAN, or CDMA2000 and L3 filtering coefficients for E‑UTRA, UTRA or GERAN measurements.

	measGapConfig

Used to configure measurement gap pattern and control activation/ deactivation of measurement gaps.

	gapPattern

Reference to a pattern specified by RAN4

Further details regarding the use of measurement gaps and idle periods due to DRX are specified in [6]

	measurementGapActivation

This parameter is used to start/stop a measurement gap configuration. TRUE means activated.

	s-Measure

Serving cell quality threshold controlling whether or not the UE is required to perform measurements. Value in dBm.

The definition of this parameter and the applicability to intra-frequency, inter-frequency and inter-RAT are FFS.

	


	mbsfn-NeighbourCellConfig

Parameter: Neighbour-cell configuration [RAN1 spec; cf. RAN2-59: R2-073598; FFS]


************************* End of 1st change ***********************

************************* 2nd change ***********************
5.5.2
Measurement configuration

5.5.2.1
General

The UE shall:

1>
if the received measurementConfiguration includes the measIdToRemoveList:

2>
perform the Measurement identity removal procedure as specified in 5.5.2.2;

1>
if the received measurementConfiguration includes the measIdToAddModifyList:

2>
perform the Measurement identity addition/ modification procedure as specified in 5.5.2.3;

1>
if the received measurementConfiguration includes the measObjectToRemoveList:

2>
perform the Measurement object removal procedure as specified in 5.5.2.4;

1>
if the received measurementConfiguration includes the measObjectToAddModifyList:

2>
perform the Measurement object addition/ modification procedure as specified in 5.5.2.5;

1>
if the received measurementConfiguration includes the reportConfigToRemoveList:

2>
perform the Reporting configuration removal procedure as specified in 5.5.2.6;

1>
if the received measurementConfiguration includes the reportConfigToAddModifyList:

2>
perform the Reporting configuration addition/ modification procedure as specified in 5.5.2.7;

1>
if the received measurementConfiguration includes the quantityConfig:

2>
perform the Quantity configuration procedure as specified in 5.5.2.8;

1>
if the received measurementConfiguration includes the measGapConfig:

2>
perform the Measurement gap configuration procedure as specified in 5.5.2.9;

1>
if the received measurementConfiguration includes the s-Measure:

2>
set the parameter s-Measure within VarMeasurementConfiguration to the received value of s-Measure;



1>
if the IE hrpd-PreRegistrationInfo is included:

2>
forward the hrpd-PreRegistrationInfo to CDMA upper layers;

1>
if the received measurementConfiguration includes the mbsfn-NeighbourCellConfig:

2>
set the parameter mbsfn-NeighbourCellConfig within VarMeasurementConfiguration to the received value of mbsfn-NeighbourCellConfig;

************************* end of 2nd change ***********************
************************* 3rd change ***********************
5.2.2.3
System information to be acquired by the UE

Editor's note:
This procedure only covers the basic requirements, e.g the acquisition of the MIB and the (scheduling information within) SI-1. Furthermore, this specification will specify which SIBs a UE in in RRC_IDLE as well as a UE in RRC_CONNECTED shall acquire. In addition, the RRC connection establishment procedure should specify which SIBs the UE shall acquire prior to initiating connection establishment (if any). In addition, performance requirements may impose requirements regarding the acquisition of certain SIs.

The UE shall
1>
if the procedure is triggered by a notification that the system information has changed:
2>
start aquiring the SI messages from the beginning of the modification period following the one in which the change notification was received;
1>
acquire the SystemInformationMaster and the SystemInformation1 messages;
1>
acquire all SI messages that were received more than 6 hours ago;

1>
if the UE enters a cell for which it has no SI messages stored from a previous access, or if the UE re-enters a cell for which the stored SI messages are outdated i.e. the value tag included in SystemInformation1 message is different from the stored value:
2>
acquire all applicable SystemInformation messages.

1>
prior to connection (re-)establishment, acquire the SystemInformationMaster and the SystemInformation1 messages as well SystemInformationBlockType2;
1>
following successful handover completion, acquire the SystemInformationMaster and the SystemInformation1 messages as well as SystemInformationBlockType2;
1>
if requested by CDMA upper layers, read SystemInformationBlockType8.
Editor's note:
It has been agreed that the time critical information, i.e. the information required to continue the user plane in the target cell, shall be included in the handover command. The UE obtains the other information, e.g. the modification period, from system information.
The UE may apply the received SIBs immediately i.e. the UE does not need to delay using a SIB until all SI messages have been received.
Editor's note:
It is presently unclear what really is the minimum system information the UE should acquire regardless of UE state. Candidates for this minimum information: SI RNTI, information on which SIBs are available, information regarding their validity. Note that the acquisition of the SB could be regarded as optional, i.e. the UE could read BCCH continuously.

Editor's note:
It seems best to specify the scheduling by means of an ‘elementary procedure’, i.e. related to the reception of the related information elements.

Editor's note:
It may be desirable to include a table similar to table 8.1.1 in 25.331.
************************* End of 3rd change ***********************

************************* 4th change ***********************
5.2.2.14
Actions upon reception of SystemInformationBlockType8
Upon receiving SystemInformationBlockType8, the UE shall:

1>
if the IE hrpd-PreRegistrationInfo is included:

forward the hrpd-PreRegistrationInfo to CDMA upper layers;
1>       if the IE CDMA2000-SystemTimeInfo is included:

            2>
forward the CDMA2000-SystemTimeInfo to CDMA upper layers;
1>
TBC

************************* End of 4th change ***********************

************************* 5th change ***********************
–
CDMA2000-SystemTimeInfo
The IE CDMA2000-SystemTimeInfo is %%

NOTE:
The UE needs the CDMA system time with a certain level of accuracy for performing measurements as well as for communicating with the CDMA network (HRPD or 1xRTT).

Editor's note:
Changes of CDMA system time should neither result in system information change notifications nor in a modification of the value tag in SI-1.

CDMA2000-SystemTimeInfo information element
-- ASN1START

CDMA2000-SystemTimeInfo ::=


SEQUENCE {


cdma-EUTRA-Synchronisation


BOOLEAN,


cdma-SystemTime





BIT STRING (SIZE (49))
}

-- ASN1STOP

	CDMA2000-SystemTimeInfo field descriptions

	cdma-EUTRA-Synchronisation

TRUE indicates that the networks are synchronised i.e. there is no drift in the timing between E‑UTRA and CDMA.

	cdma-SystemTime

CDMA system time corresponding to the SFN boundary at or after the ending boundary of the SI-Window in which SystemInformationBlockType8 is transmitted


************************* End of 5th change ***********************

3. References
[1] R2-081892, UE behavior with regards to acquisition of CDMA2000 system time, Nortel, Alcatel-Lucent, Ericsson, NSN, Verizon.














































































































































































