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----------------------------------- 1st Change  -------------------------------------
5.3a
Cell Reservations and Access Restrictions (MBSFN cells only for FDD and 3.84/7.68 Mcps TDD)

For an MBSFN cluster (see [4]) when cell status is indicated "not reserved" for operator use and "not reserved" for future extension (Cell Reservation Extension) and Cell Barred is set to “barred”,,

-
All UEs shall treat this MBSFN cluster as candidate during the MBSFN cluster selection and MBSFN cluster re-selection procedures.

For an MBSFN cluster (see [4]) when Cell Barred is set to “barred” and cell status is indicated as "not reserved" for operator use and "reserved" for future extension (Cell Reservation Extension),

· -
UEs shall assume “intra-frequecy cell re-selection” has the value “allowed” and UEs may select another MBSFN cluster cluster on the same frequency if the following selection./re-selection criteria is fulfilled

-  the reseved cell is excluded from the UE’s candidate MBSFN cluster list until the expiry of a time interval Trex where Tres is set to the maximum value for Tbarred.see [4]

For an MBSFN cluster (see [4]) when Cell Barred is set to “barred” and cell status is indicated as "reserved" for operator use,

-
UEs assigned to Access Class 11 or 15 shall treat this MBSFN cluster as candidate during the MBSFN cluster selection and MBSFN cluster re-selection procedures.

· -
UEs assigned to an Access Class in the range 0 to 9 and 12 to 14 shall assume “intra-frequecy cell re-selection” has the value “allowed” and UEs may select another  MBSFN cluster on the same frequency if the following selection./re-selection criteria is fulfilled

-  the reserved cell is excluded from the UE’s candidate MBSFN cluster list until the expiry of a time interval Tres where Tres is set to the maximum value for Tbarred.see [4]
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