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5.3.8
RRC connection release

5.3.8.1
General
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Figure 5.3.8.1-1: RRC connection release, successful

The purpose of this procedure is to release the RRC connection, which includes the release of the established radio bearers as well as all radio resources.

5.3.8.2
Initiation

E-UTRAN initiates the RRC connection release procedure to a UE in RRC_CONNECTED. It is FFS if redirection can be done from E-UTRAN before security is activated.

Editor's note:
Awaiting reply from SA3 (in response to R2-080602)

5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
start timer T308 with a value of 60ms.
The UE shall:

1>
if timer T308 expires; or optionally if lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier:
2>
indicate the release of the RRC connection to upper layers;

1>
release all radio resources 

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the idleModeMobilityControlInfo;
2>
if the cellReselectionPriorityExpiryTimer is included:

3>
start timer T320, with a timer value set according to the value of the cellReselectionPriorityExpiryTimer;

1>
if the RRCConnectionRelease message includes the redirectionInformation :

2>
select a suitable cell on the (E-UTRA or inter-RAT) frequency indicated by the redirectionInformation in accordance with the cell selection process as specified in [4];

1>
enter RRC_IDLE.

7.3 Timers

	Timer
	Start
	Stop
	At expiry

	T300

	Transmission of RRCConnectionRequest (possibly following T302 expiry)
	Reception of RRCConnectionSetup or RRCConnectionReject message as well as cell re-selection 
	Go to RRC_IDLE

	T301
	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject including the IE ‘Wait time’
	Upon cell re-selection
	Transmit a new RRCConnectionRequest message. Start T300

	T303
	Access barred while the UE is performing RRC connection establishment for the establishmentCause ‘mo-Data’
	Upon entering RRC_CONNECTED, upon 

cell re-selection and upon receiving SystemInformationBlockType2  including a value of the accessProbabilityFactor or accessClassBarringTime in accessBarringForOriginatingCalls different from the stored value
	None

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Information
	Criterion for successful handover completion is met
	Consider handover to have failed and perform re-establishment on the ‘best cell’ (details FFS)

Start T311

	T305
	Unsuccessful access barring check while UE is performing RRC connection establishment for the establishmentCause ‘mo-Signalling’
	Upon entering RRC_CONNECTED, upon cell re-selection and upon receiving SystemInformationBlockType2 including a value of accessProbabilityFactor or accessBarringTime in accessBarringForSignalling different from the stored value
	None

	T308
	Reception of RRCConnectionRelease message
	optionally if lower layers indicate that the receipt of the  RRCConnectionRelease message has been successfully acknowledged
	release all radio resources, enter RRC_IDLE

	T310
	Upon detecting physical layer problems
	Upon recovery from physical layer problems, upon triggering the handover procedure and upon T312 expiry
	Start T311

Stop T312, if running

	T311
	Upon T304 expiry, upon T310 expiry and upon T312 expiry
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message. Selection of an E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T312
	Upon receiving a Random Access  problem indication from MAC
	Upon receiving an indication from MAC about Random Access problem recovery and upon T310 expiry
	Start T311

Stop T310, if running

	T320
	Upon receiving IE Cell re-selection priority expiry timer
	Upon entering RRC_CONNECTED
	Specified in [4], i.e. discard the Inter-frequency and inter-RAT priority information


7.4
Constants

	Constant
	Usage
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