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1. Overview
In this paper we present an updated draft CR to promote a Fast Dormancy solution. The update is based on the discussions based around [1] during R2#62 and captures a solution based on the following points.

· Introduce new rel-8 UE initiated message, DATA TRANSFER COMPLETE INDICATION providing an indication to the network that the UE has determined that it has concluded active PS data transfer. 

· UTRAN upon reception of this message may decide to signal an RRC State transition or send the UE to idle depending on its internal RRM policies/ strategy.

· Enable network control of feature by use of network configured and signalled inhibit timer with the IE “Inhibit Data Transfer Complete Indication”. Extend the range of timer values to include zero to indicate no inhibit (for trusted UEs) and infinity to disable use of the feature. 

· The need to explicitly describe the RRC behaviour in case of misbehaving applications whilst the inhibit timer was running was felt not to be required and is left to implementation.

2. Discussion

2.1 
Dedicated signalling or system broadcast

The draft CR attached herein illustrates a solution based on signalling the network control element, the IE “Inhibit Data Transmission Complete Indication”, via the dedicated message RRC Connection Setup. An alternative approach in conveying this message proposed in R2#62 was the use of system information. 

RAN2 should discuss the merits of either approach, or possibly combining the two solutions.

2.2 
Introduction for Early release UEs

During discussion of the proposal [1] it was agreed that there would be a big benefit for UEs of earlier releases if they could support this feature. It was suggested that some ways to do this could be to consider introducing the feature in an independent release manner or whether this could be managed if it was just part of an early Rel-8 version. 
3. Summary and proposal

This paper includes a draft CR incorporating changes in line with supporting a new UE sent rel-8 message and dedicated network signalling for control via an inhibit timer.

During the deliberations RAN2 should also consider the following:

a) Sending the inhibit indication via dedicated signalling versus using system information.

b) Whether the feature should be added as release independent or as an early rel-8 feature. 

RAN2 should discuss the CR and the above points and reach an agreement on the way forward. Based on the outcome the proponents will happily undertake to work with others to complete the CR and the ASN.1 text for a final CR for R2#63.

4. References
 [1] R2-082560
Introduction of UE Requested State Transition: Preferred RRC state request
RIM, Huawei
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First subclause impacted
8.1.3.4
Reception of an RRC CONNECTION REQUEST message by the UTRAN
Upon receiving an RRC CONNECTION REQUEST message, UTRAN should either:

1>
accept the request and use a predefined or default radio configuration, in which case it should:

2> include the following information in the RRC CONNECTION SETUP message:

3> the IE "Predefined configuration identity", to indicate which pre-defined configuration of RB and, transport channel parameters shall be used; or

3>
the IE "Default configuration mode" and IE "Default configuration identity", to indicate which default configuration of RB and transport channel parameters shall be used;

3>
PhyCH information elements;
3>
UTRAN may include the IE "Inhibit Data Transfer Complete Indication".
2> submit the RRC CONNECTION SETUP message to the lower layers for transmission on the downlink CCCH.

NOTE 1:
UTRAN should only apply a predefined radio configuration in case it orders the UE to enter CELL_DCH. This is because the predefined configuration information included in System Information Block 16 mandatorily includes information only required in CELL_DCH state.

1>
accept the request without using a predefined or default radio configuration, in which case it should:

2>
include in the RRC CONNECTION SETUP message the complete set of RB, TrCH and PhyCH information elements to be used;
2>
the UTRAN may include in the RRC CONNECTION SETUP message the IE "Inhibit Data Transfer Complete Indication";
2>
submit the RRC CONNECTION SETUP message to the lower layers for transmission on the downlink CCCH;

NOTE 2:
In R'99, the RRC CONNECTION SETUP message always includes the IEs "Added or Reconfigured TrCH information list", both for uplink and downlink transport channels, even if UTRAN orders the UE to move to CELL_FACH and hence need not configure any transport channels. In these cases, UTRAN may include a configuration that adds little to the encoded message size e.g. a DCH with a single zero size transport format. At a later stage, UTRAN may either remove or reconfigure this configuration.

1>
submit an RRC CONNECTION REJECT message on the downlink CCCH. In the RRC CONNECTION REJECT message, the UTRAN may direct the UE to another UTRA carrier or to another system. After the RRC CONNECTION REJECT message has been sent, all context information for the UE may be deleted in UTRAN.

Next subclause impacted

8.1.3.6
Reception of an RRC CONNECTION SETUP message by the UE
The UE shall compare the value of the IE "Initial UE identity" in the received RRC CONNECTION SETUP message with the value of the variable INITIAL_UE_IDENTITY.

If the values are different, the UE shall:

1>
ignore the rest of the message.

If the values are identical, the UE shall:

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Predefined configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the predefined parameters identified by the IE "Predefined configuration identity" with the following exception;

4> ignore the IE "RB to setup list" and the IE "Re- establishment timer".

NOTE:
IE above IEs are mandatory to include in IE “Predefined RB configuration” that is included in System Information Block 16 but should be ignored since it is not possible to establish a RAB during RRC connection establishment.

3>
initiate the physical channels in accordance with the received physical channel information elements;

2>
if IE "Specification mode" is set to "Preconfiguration" and IE "Preconfiguration mode" is set to "Default configuration":

3>
initiate the radio bearer and transport channel configuration in accordance with the default parameters identified by the IE "Default configuration mode" and IE "Default configuration identity" with the following exception:

4>
ignore the radio bearers other than signalling radio bearers.

3>
initiate the physical channels in accordance with the received physical channel information elements.

NOTE:
IE "Default configuration mode" specifies whether the FDD or TDD version of the default configuration shall be used.

2>
if IE "Specification mode" is set to "Complete specification":

3>
initiate the radio bearer, transport channel and physical channel configuration in accordance with the received radio bearer, transport channel and physical channel information elements.

1>
clear the variable ESTABLISHMENT_CAUSE;

1>
for FDD, if the HS_DSCH_RECEPTION_OF_CCCH_ENABLED is set to TRUE:

2>
set the variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE.

1>
stop timer T300 or T318, whichever one is running, and act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:
2>
if the UE, according to subclause 8.6.3.3, will be in the CELL_FACH state at the conclusion of this procedure:

3>
if the IE "Frequency info" is included:

4>
select a suitable UTRA cell according to [4] on that frequency.

3>
enter UTRA RRC connected mode;
3>
select PRACH according to subclause 8.5.17;

3>
for TDD; or

3>
for FDD, if the UE does not support HS-DSCH reception; or

3>
if the IE "HS-DSCH common system information" is not included in System Information Block type 5 or System Information Block type 5bis:

4>
select Secondary CCPCH according to subclause 8.5.19;

3>
else:

4>
set variable HS_DSCH_RECEPTION_OF_CCCH_ENABLED to FALSE;

4>
if the RBs have the multiplexing option with transport channel type "HS-DSCH" for the DL and transport channel type “RACH” in the UL; and

4>
if "new H-RNTI" and "new C-RNTI" are included:

5>
store the "new H-RNTI" according to subclause 8.6.3.1b;

5>
store the "new C-RNTI" according to subclause 8.6.3.9;

5>
and start to receive HS-DSCH according to the procedure in subclause 8.5.36.

4>
else:

5>
clear variable C_RNTI and delete any stored C-RNTI value;

5>
clear variable H_RNTI and delete any stored H-RNTI value;

5>
clear any stored IE "HARQ Info";

5>
set the variable INVALID_CONFIGURATION to TRUE.

3>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
if the UE, according to subclause 8.6.3.3, will be in the CELL_DCH state at the conclusion of this procedure:

2>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only);

2>
enter UTRA RRC connected mode;

2>
ignore the IE "UTRAN DRX cycle length coefficient" and stop using DRX.

1>
if the IE "Inhibit Data Transfer Complete Indication" is received:
2> store the value of the Timer T3xx, replacing any previously stored value.

1> else:

2> set the value of the timer to infinity.
1>
submit an RRC CONNECTION SETUP COMPLETE message to the lower layers on the uplink DCCH after successful state transition per subclause 8.6.3.3, with the contents set as specified below:

2>
set the IE "RRC transaction identifier" to:

3>
the value of "RRC transaction identifier" in the entry for the RRC CONNECTION SETUP message in the table "Accepted transactions" in the variable TRANSACTIONS; and

3>
clear that entry.

2>
if the USIM or SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message with the corresponding START value that is stored in the USIM [50] if present, or as stored in the UE if the SIM is present; and then

3>
set the START value stored in the USIM [50] if present, and as stored in the UE if the SIM is present for any CN domain to the value "THRESHOLD" of the variable START_THRESHOLD.

2>
if neither the USIM nor SIM is present:

3>
set the "START" for each CN domain in the IE "START list" in the RRC CONNECTION SETUP COMPLETE message to zero;
3>
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the default value [40].

2>
retrieve its UTRA UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE radio access capability" and IE "UE radio access capability extension", provided this IE is included in variable UE_CAPABILITY_REQUESTED;

2>
retrieve its inter-RAT-specific UE radio access capability information elements from variable UE_CAPABILITY_REQUESTED; and then

2>
include this in IE "UE system specific capability";
2>
if the variable DEFERRED_MEASUREMENT_STATUS is TRUE: 

3>
if System Information Block type 11 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 11bis is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block, or

3>
if System Information Block type 12 is scheduled on the BCCH and the UE has not read nor stored the IEs present in this System Information Block:

4>
include IE "Deferred measurement control reading".

NOTE:
If the "RRC State indicator" is set to the value "CELL_FACH", the UE continues to read and store the IEs in System Information Block type 11, System Information Block type 11bis, and System Information Block type 12, if transmitted, after submitting the RRC Connection Setup Complete message to lower layers (see 8.5.31).
When the RRC CONNECTION SETUP COMPLETE message has been submitted to lower layers for transmission the UE shall:

1>
if the UE has entered CELL_DCH state:

2>
if the IE "Deferred measurement control reading" was included in the RRC CONNECTION SETUP COMPLETE message:

3>
clear variable MEASUREMENT_IDENTITY;

3>
clear the variable CELL_INFO_LIST.
1>
if the UE has entered CELL_FACH state:

2>
start timer T305 using its initial value if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in the variable TIMERS_AND_CONSTANTS.

1>
store the contents of the variable UE_CAPABILITY_REQUESTED in the variable UE_CAPABILITY_TRANSFERRED;

1>
initialise variables upon entering UTRA RRC connected mode as specified in subclause 13.4;

1>
consider the procedure to be successful;

And the procedure ends.

Next (new) subclause 

8.1.17
Data Transfer Complete Indication procedure
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Figure 8.1.17-1: Data Transfer Complete Indication procedure, normal case

8.1.17.1
General
The Data Transfer Complete Indication procedure may be used by the UE to indicate to the UTRAN, that it has determined that there are no on going CS domain RABs and it does not need to transfer any more PS domain data. The UTRAN on receipt of this indication may decide to initiate a UE transition to a more battery efficient RRC state or IDLE mode.
The UE shall not send the DATA TRANSFER COMPLETE INDICATION message if it has received the IE “Inhibit Data Transfer Complete Indication” and it has a value of infinity or T3xx is running.

8.1.17.2
Initiation 
If RRC or upper layers indicate no more PS domain data for a prolonged duration:
1> if a CS domain connection is indicated in the variable ESTABLISHED_SIGNALLING_CONNECTIONS; or

1>
if timer T3xx is set to infinity:
2> the procedure ends.

1> otherwise if timer T3xx is not running or is set to 0 seconds;
2> submit a DATA TRANSFER COMPLETE INDICATION message to the lower layers for transmission using AM RLC on DCCH;

2> start the timer T3xx when the message has been delivered to the lower layers.
Note: If a DATA TRANSFER COMPLETE INDICATION messages is triggered when the timer is running it is left to UE implementation to determine whether the message is still valid in accordance with clause 8.1.17.2 on expiry of the timer.

8.1.17.3
Expiry of timer T3xx
When timer T3xx expires: 

1>
the UE determines whether it has any subsequent DATA TRANSFER COMPLETE INDICATION messages to send, in which case it acts in accordance with clause 8.1.17.2:

2> the procedure ends.

8.1.17.4
Reception of DATA TRANSFER COMPLETE INDICATION message by the UTRAN
Upon reception of a DATA TRANSFER COMPLETE INDICATION message, the UTRAN may indicate to the UE an RRC state transition or send it to idle mode.

*** Next (new) subclause ***

8.6.3.14
Inhibit Data Transfer Complete Indication
If the UE receives the IE “Inhibit Data Transfer Complete Indication” it shall store the value of the timer T3xx, replacing any previously stored value. 
The UE shall use the Timer in accordance with section 8.1.17 to inhibit sending of the DATA TRANSFER COMPLETE INDICATION message. 
*** Next (new) subclause ***

10.2.10a

DATA TRANSFER COMPLETE INDICATION
This message is used by the UE to inform the UTRAN that the UE has determined that there is no on-going CS domain data transfer, and it has completed its PS data transfer.
RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	IE type and reference
	Semantics description

	Message Type
	MP
	
	Message type
	

	UE Information Elements
	
	
	
	

	Integrity check info
	MP
	
	Integrity check info 10.3.3.16
	


*** Next subclause impacted ***

10.2.40
RRC CONNECTION SETUP
This message is used by the network to accept the establishment of an RRC connection for a UE, including assignment of signalling link information, transport channel information and optionally physical channel information.


RLC-SAP: UM


Logical channel: CCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	New U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-6

	New Primary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UTRAN DRX cycle length coefficient
	MP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	Capability update requirement
	MD
	
	Capability update requirement 10.3.3.2
	Default value is defined in subclause 10.3.3.2
	

	CHOICE specification mode
	MP
	
	
	
	REL-5

	>Complete specification
	
	
	
	
	

	RNC support for change of UE capability
	MP
	
	Boolean
	
	REL-7

	Inhibit Data Transfer Complete Indication
	OP
	
	Inhibit Data Transfer Complete Indication 10.3.3.14b
	
	REL-8

	RB Information Elements
	
	
	
	
	

	>>Signalling RB information to setup list
	MP
	3 to 4
	
	
	

	>>>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	
	

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>>UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	
	

	>>Added or Reconfigured TrCH information list
	MP
	1 to <maxTrCH>
	
	Although this IE is not required when the IE "RRC state indicator" is set to "CELL_FACH", need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	
	

	Downlink transport channels
	
	
	
	
	

	>>DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	
	

	>>Added or Reconfigured TrCH
 information list
	MP
	1 to <maxTrCH>
	
	Although this IE is not required when the IE "RRC state indicator" is set to "CELL_FACH", need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>>>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	
	

	>Preconfiguration
	
	
	
	
	REL-5

	>>CHOICE Preconfiguration mode
	MP
	
	
	
	REL-5

	>>>Predefined configuration identity
	MP
	
	Predefined configuration identity 10.3.4.5
	
	REL-5

	>>>Default configuration
	
	
	
	
	REL-5

	>>>>Default configuration mode
	MP
	
	Enumerated (FDD, TDD)
	Indicates whether the FDD or TDD version of the default configuration shall be used
	REL-5

	>>>>Default configuration identity
	MP
	
	Default configuration identity 10.3.4.0
	
	REL-5

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power
	

	Uplink DPCH info
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH information 10.3.6.23a
	
	REL-6

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <MaxRL>
	
	Send downlink information for each radio link to be set-up
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	


*** Next (new) subclause ***
10.3.3.14b
Inhibit Data Transfer Complete Indication
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Inhibit Data Transfer Complete Indication
	MP
	
	Enumerated (T3xx, 1 spare value)
	


*** Next subclause impacted ***

10.3.3.43
UE Timers and Constants in connected mode

This information element specifies timer- and constants values used by the UE in connected mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	T301
	MD
	
	Integer(100, 200 .. 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 2000. This IE should not be used by the UE in this release of the protocol.

One spare value is needed.
	

	N301
	MD
	
	Integer(0..7)
	Default value is 2. This IE should not be used by the UE in this release of the protocol.
	

	T302
	MD
	
	Integer(100, 200... 2000 by step of 200, 3000, 4000, 6000, 8000)
	Value in milliseconds. Default value is 4000.

One spare value is needed.
	

	N302
	MD
	
	Integer(0..7)
	Default value is 3.
	

	T304
	MD
	
	Integer(100, 200, 400, 1000, 2000)
	Value in milliseconds. Default value is 2000. Three spare values are needed.
	

	N304
	MD
	
	Integer(0..7)
	Default value is 2..
	

	T305
	MD
	
	Integer(5, 10, 30, 60, 120, 360, 720, infinity)
	Value in minutes. Default value is 30.

Infinity means no update
	

	T307
	MD
	
	Integer(5, 10, 15, 20, 30, 40, 50)
	Value in seconds. Default value is 30.

One spare value is needed.
	

	T308
	MD
	
	Integer(40, 80, 160, 320)
	Value in milliseconds. Default value is 160.
	

	T309
	MD
	
	Integer(1…8)
	Value in seconds. Default value is 5.
	

	T310
	MD
	
	Integer(40 .. 320 by step of 40) 
	Value in milliseconds. Default value is 160.
	

	N310
	MD
	
	Integer(0 .. 7)
	Default value is 4.
	

	T311
	MD
	
	Integer(250 .. 2000 by step of 250) 
	Value in milliseconds. Default value is 2000.
	

	T312
	MD
	
	Integer (0..15)
	Value in seconds. Default value is 1. The value 0 is not used in this version of the specification.
	

	N312
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
	

	T313
	MD
	
	Integer (0..15)
	Value in seconds. Default value is 3.
	

	N313
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200)
	Default value is 20.
	

	T314
	MD
	
	Integer(0, 2, 4, 6, 8, 12, 16, 20)
	Value in seconds. Default value is 12.
	

	T315
	MD
	
	Integer (0,10, 30, 60, 180, 600, 1200, 1800)
	Value in seconds. Default value is 180.
	

	N315
	MD
	
	Integer (1, 2, 4, 10, 20, 50, 100, 200, 400, 600, 800, 1000)
	Default value is 1.
	

	T316
	MD
	
	Integer(0, 10, 20, 30, 40, 50, infinity)
	Value in seconds. Default value is 30.

One spare value is needed.
	

	T317
	MD
	
	
	Default value is infinity.
	

	
	
	
	Enumerated (infinity,  infinity, infinity, infinity, infinity, infinity, infinity, infinity)
	All the values are changed to "infinity" in the Rel-5.
	REL-5

	T3xx
	MD
	
	Enumerated  (0, 
30, 60, 90, 120, infinity)
	Value in seconds. Default value is infinity. Two spare values are needed.

The use of 0secs indicates no need to apply the inhibit timer, and may be sent to override a previous non zero setting. 

The use of Infinity indicates never send the Data Transfer Complete Indication message.
	Rel-8


*** Next subclause ***

--**************************************************************

--

-- Uplink DCCH messages

--

--**************************************************************

UL-DCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


activeSetUpdateComplete



ActiveSetUpdateComplete,


activeSetUpdateFailure



ActiveSetUpdateFailure,


cellChangeOrderFromUTRANFailure 
CellChangeOrderFromUTRANFailure,


counterCheckResponse



CounterCheckResponse,


handoverToUTRANComplete



HandoverToUTRANComplete,


initialDirectTransfer



InitialDirectTransfer,


handoverFromUTRANFailure


HandoverFromUTRANFailure,


measurementControlFailure


MeasurementControlFailure,


measurementReport




MeasurementReport,


physicalChannelReconfigurationComplete











PhysicalChannelReconfigurationComplete,


physicalChannelReconfigurationFailure











PhysicalChannelReconfigurationFailure,


radioBearerReconfigurationComplete
RadioBearerReconfigurationComplete,


radioBearerReconfigurationFailure
RadioBearerReconfigurationFailure,


radioBearerReleaseComplete


RadioBearerReleaseComplete,


radioBearerReleaseFailure


RadioBearerReleaseFailure,


radioBearerSetupComplete


RadioBearerSetupComplete,


radioBearerSetupFailure



RadioBearerSetupFailure,


rrcConnectionReleaseComplete

RRCConnectionReleaseComplete,


rrcConnectionSetupComplete


RRCConnectionSetupComplete,


rrcStatus






RRCStatus,


securityModeComplete



SecurityModeComplete,


securityModeFailure
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