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1 Discussion & Proposals
This is an update of text proposal for RRC (based on CR R2-083033 to 36.331 v8.2.0).
The following comments from chairman notes are taken into account: 

· IE Name in the table should be same as in ASN.1. Can remove TDD from name.

· Text should be in the table not in the ASN.1

· Name not correct. ASN.1 doesn’t compile. 

In addition, the following changes were done: 

· IE Name made generic to also fit use case mentioned in Ericsson comment

· Redundant explanatory text removed (already clear in 36.211). 

· Range modified from 1..6 to 0..5 to align with range used for Frequency resource Index in 36.211.
*********** Start of Text Proposal, based on CR R2-083033 to 36.331v820 ************
DedicatedRandomAccessParams
The IE DedicatedRandomAccessParams is used to specify the dedicated random access parameters.

DedicatedRandomAccessParams information element
-- ASN1START

DedicatedRandomAccessParams ::=

SEQUENCE {


ra-PreambleIndex




INTEGER (1..64),


ra-ResourceIndex




INTEGER (0..5)


OPTIONAL
}

-- ASN1STOP

	DedicatedRandomAccessParams field descriptions

	ra-PreambleIndex

Explicitly signalled Random Access Preamble in [36.321].

	ra-ResourceIndex

Explicitly signalled PRACH resource in [36.321]. Frequency resource index in [36.211]. Only applicable to TDD


*************************** End of Text Proposal *****************************
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