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1. Introduction
This text proposal captures the fact that CDMA2000 tunneling for (pre)registration with UL Information Transfer will take place only after SRB2 is established
2. Text proposal

Start of first change.

5.6.1
DL information transfer

5.6.1.1
General
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Figure 5.6.1.1-1: DL information transfer

The purpose of this procedure is to transfer NAS or (tunnelled) non-3GPP dedicated information from E-UTRAN to a UE in RRC_CONNECTED.

5.6.1.2
Initiation

E-UTRAN initiates the DL information transfer procedure whenever there is a need to transfer NAS or non-3GPP dedicated information. E-UTRAN initiates the DL information transfer procedure by sending the DLInformationTransfer message.

5.6.1.3
Reception of the DLInformationTransfer by the UE

Upon receiving DLInformationTransfer message, the UE shall:

1>
If CHOICE informationType is set to nas3GPP:

2>
Forward the NAS-DedicatedInformation to the NAS upper layers. 

1>
If CHOICE informationType is set to cdma2000:

2>
Forward the cdma2000-Type and the cdma2000-DedicatedInfo to the CDMA upper layers.

5.6.2
UL information transfer

5.6.2.1
General
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Figure 5.6.2.1-1: UL information transfer

The purpose of this procedure is to transfer NAS or (tunnelled) non-3GPP dedicated information from the UE to E-UTRAN.

5.6.2.2
Initiation

A UE in RRC_CONNECTED initiates the UL information transfer procedure whenever there is a need to transfer NAS or non-3GPP dedicated information. The UE initiates the UL information transfer procedure by sending the ULInformationTransfer message. When CDMA 2000 information has to be transferred, the UE shall initiate the procedure only if SRB2 is established.
5.6.2.3
Actions related to transmission of ULInformationTransfer message

The UE shall set the contents of the ULInformationTransfer message as follows:

1>
If there is a need to transfer NAS information:

2>
Set the informationType to nas3GPP. 

2>
Include the NAS-DedicatedInformation. 

1>
If there is a need to transfer CDMA2000 information:

2>
Set the informationType to cdma2000;

2>
Set the cdma2000-MessageType in accordance with the information received from CDMA200 upper layers;

2>
Include the cdma2000-Type and the cdma2000-DedicatedInfo;
5.6.2.4
Failure to deliver ULInformationTransfer message

The UE shall:

1> If mobility (i.e. handover, RRC connection re-establishment) occurs before the successful delivery of ULInformationTransfer messages has been confirmed by lower layers:

2>
Inform upper layers about the possible failure to deliver the information contained in the concerned ULInformationTransfer messages;

Editor's note:
Awaiting confirmation from CT1 (in response to R2-080604) 
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