Page 1



3GPP TSG-RAN2 Meeting #62bis
(
 R2-083146
Warsaw, Poland, 30th June – 4th July, 2008.
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.321
	CR
	Draft
	(

rev
	-
	(

Current version:
	8.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Clarification of MAC reaction to unexpected HARQ retransmission

	
	

	Source to WG:
(

	Ericsson

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE-L23
	
	Date: (

	23/06/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The handling of unexpected HARQ retransmissions is not covering all HARQ failure cases due to control errors.

	
	

	Summary of change:
(

	The section of HARQ process in the downlink is modified so that the number of HARQ failures due to control errors are reduced.

	
	

	Consequences if 
(

not approved:
	Erroneous UE implementations can lead to reduced system performance

	
	

	Clauses affected:
(

	5.3.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	Affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


5.3.2.2
HARQ process

For each received TB:

-
if the NDI, when provided, has been incremented compared to the value of the previous received transmission for this HARQ process; or

-
if the HARQ process is equal to the broadcast process and the physical layer indicates a new transmission; or

-
if this is the very first received transmission for this HARQ process:

-
a new transmission is indicated for this HARQ process.

-
else, a retransmission is indicated for this HARQ process.

The UE then shall:

-
if a new transmission is indicated for this HARQ process:

-
replace the data currently in the soft buffer for this HARQ process with the received data.

-
if a retransmission is indicated for this HARQ process:

-
if the data has not yet been successfully decoded:

-
combine the received data with the data currently in the soft buffer for this HARQ process.

-
else: 
-
if the TB size is different from the last valid TB size signalled for this HARQ process:

-
the UE may replace the data currently in the soft buffer for this HARQ process with the received data.
-
else:

- 
replace the data currently in the soft buffer for this HARQ process with the received data;

-
regard this as an unexpected transmission attempt.
-
attempt to decode the data in the soft buffer;

-
if the data in the soft buffer was successfully decoded:

-
if the HARQ process is equal to the broadcast process: 
-
deliver the decoded MAC PDU to RRC.

-
else: 
-
deliver the decoded MAC PDU to the disassembly and demultiplexing entity.

-
generate a positive acknowledgement (ACK) of the data in this HARQ process.

-
else:

-
if this was regarded as an unexpected transmission attempt:

-
generate a positive acknowledgement (ACK) of the data in this HARQ process.
-
else:
-
generate a negative acknowledgement (NACK) of the data in this HARQ process.

-
if the HARQ process is associated with a transmission indicated with an RA-RNTI; or

-
if the HARQ process is associated with a transmission indicated with a Temporary C-RNTI and a UE Contention Resolution Identity match is not indicated; or

-
if the HARQ process is equal to the broadcast process:

-
do not indicate the generated positive or negative acknowledgement to the physical layer.

-
else:

-
indicate the generated positive or negative acknowledgement to the physical layer.
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