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1. Introduction

In current specification, paging monitoring is still stopped during T302 (i.e. after the reception of the RRCConnectionReject message). T302 could be long like 15s. Therefore, it was our understanding that UE has to monitor paging to act on incoming call. Therefore, we propose to resumt paging monitoring after the reception of the RRCConnectionReject message. Text proposal, which are highlighted by blue, is included in section2.
2. Text proposal
5.3.3.5
T302 expiry
The UE shall:

1> if timer T302 expires:

2> start timer T300;
2>
stop acting on Paging messages;
2>
transmit a new RRCConnectionRequest message in accordance with 5.3.3.3.

5.3.3.6
T300 expiry or cell re-selection

The UE shall:

1>
If timer T300 expires or

1>
if cell reselection occurs during RRC connection establishment:

2>
stop timer T300, if running;

2>
stop timer T302, if running;

2>
stop timer T303, if running;

2>
stop timer T305, if running;

2>
reset MAC and re-establish RLC for all RBs that are established;

2>
resume acting on Paging messages;

2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.

5.3.3.7
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;
1>
resume acting on Paging messages;
1>
start timer T302, with a timer value set according to the value of the waitTime;
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