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[SECTIONS OMITTED]
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

BSR
Buffer Status Report

C-RNTI
Cell RNTI

CQI
Channel Quality Indicator

E-UTRA
Evolved UMTS Terrestrial Radio Access

E-UTRAN
Evolved UMTS Terrestrial Radio Access Network
LCG
Logical Channel Group
MAC
Medium Access Control

PHR
Power Headroom Report

P-RNTI
Paging RNTI 

RA-RNTI
Random Access RNTI

RNTI
Radio Network Temporary Identifier

SI-RNTI
System Information RNTI 

SR
Scheduling Request

SRS
Sounding Reference Symbols

TB
Transport Block

4.3.1
Services provided to upper layers

This clause describes the different services provided by MAC sublayer to upper layers.

-
data transfer

-
radio resource allocation
-
notification of HARQ delivery failure
5.1.5
Contention Resolution

Contention Resolution is based on C-RNTI on PDCCH and UE Contention Resolution Identity on DL-SCH.
Once the uplink message containing the C-RNTI MAC control element or the uplink message including the CCCH SDU is transmitted, the UE shall:

-
start the Contention Resolution Timer;

-
monitor the PDCCH until the Contention Resolution Timer expires;

-
if notification of a reception of a PDCCH transmission is received from lower layers, the UE shall:

-
if the C-RNTI MAC control element was included in uplink message:

-
if the Random Access procedure was initiated by the MAC sublayer itself and the PDCCH transmission is addressed to the C-RNTI and contains an UL grant; or 

-
if the Random Access procedure was initiated by a PDCCH order and the PDCCH transmission is addressed to the C-RNTI: 

-
consider this Contention Resolution successful;

-
stop the Contention Resolution Timer;

-
discard the Temporary C-RNTI;

-
consider this Random Access procedure successfully completed.

-
else if the uplink message included the CCCH SDU and the PDCCH transmission is addressed to its Temporary C-RNTI:

-
if the MAC PDU is successfully decoded:

-
stop the Contention Resolution Timer;

-
if the MAC PDU contains a UE Contention Resolution Identity MAC control element; and

-
if the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message:

-
consider this Contention Resolution successful and finish the disassembly and demultiplexing of the MAC PDU;

-
set the C-RNTI to the value of the Temporary C-RNTI;

-
consider this Random Access procedure successfully completed.

-
else

-
consider this Contention Resolution not successful and discard the successfully decoded MAC PDU.

-
discard the Temporary C-RNTI.

-
if the Contention Resolution Timer expires:

-
consider the Contention Resolution not successful.

-
if the Contention Resolution is considered not successful the UE shall:

-
if the Random Access procedure was initiated by the MAC sublayer itself; or

-
if the Random Access procedure was initiated by a PDCCH order and the PREAMBLE_TRANSMISSION_COUNTER is less than PREAMBLE_TRANS_MAX:

-
increment PREAMBLE_TRANSMISSION_COUNTER by 1;

-
based on the backoff parameter in the UE, compute and apply a backoff value indicating when a new Random Access transmission shall be attempted;

-
proceed to the selection of a Random Access Resource (see subclause 5.1.2).

-
discard the Temporary C-RNTI.

5.4.3.1
Logical channel prioritization

The Logical Channel Prioritization procedure is applied when a new transmission is performed.

RRC can control the scheduling of uplink data by giving each logical channel a priority where increasing priority values indicate lower priority levels. In addition, each logical channel is given a Prioritized Bit Rate (PBR). 

The UE shall perform the following Logical Channel Prioritization procedure when a new transmission is performed:

-
The UE shall allocate resources to the logical channels in the following sequence:

-  
all the logical channels are allocated resources in a decreasing priority order up to a value such that on average, the served data rate for radio bearers that have data for transmission equals the configured PBR for the radio bearer. If the PBR of a radio bearer is set to “infinity”, the UE shall allocate resources for all the data that is available for transmission on the radio bearer before meeting the PBR of the lower priority radio bearer(s);

-
if any resources remain, all the logical channels are served in a strict decreasing priority order until either the data for that logical channel or the UL grant is exhausted, whichever comes first. 

-
The UE shall also follow the rules below during the scheduling procedures above:

- 
the UE should not segment an RLC SDU (or partially transmitted SDU or retransmitted RLC PDU) if the whole SDU (or partially transmitted SDU or retransmitted RLC PDU) fits into the remaining resources; 

-
if the UE segments an RLC SDU from the logical channel, it shall maximize the size of the segment to fill the grant as much as possible;

-
the UE shall serve as much data as it can to fill the grant in general. However, if the remaining resources require the UE to segment an RLC SDU with size smaller than x bytes or smaller than the L2 header size (FFS), the UE may use padding to fill the remaining resources instead of segmenting the RLC SDU and sending the segment.

Logical channels configured with the same priority shall be served equally by the UE.

MAC control elements for BSR, with exception of Padding BSR, have higher priority than U-plane Logical Channels.

At serving cell change, the first UL-DCCH MAC SDU to be transmitted in the new cell has higher priority than MAC control elements for BSR.

5.4.5
Buffer Status Reporting

The Buffer Status reporting procedure is used to provide the serving eNB with information about the amount of data in the UL buffers of the UE.

A Buffer Status Report (BSR) shall be triggered if any of the following events occur:

-
UL data arrives in the UE transmission buffer and the data belongs to a logical channel with higher priority than those for which data already existed in the UE transmission buffer, in which case the BSR is referred below to as “Regular BSR”;

-
UL resources are allocated and number of padding bits is equal to or larger than the size of the Buffer Status Report MAC control element, in which case the BSR is referred below to as “Padding BSR”;

-
a serving cell change occurs, in which case the BSR is referred below to as “Regular BSR”;

-
the PERIODIC BSR TIMER expires, in which case the BSR is referred below to as “Periodic BSR”.

For Regular and Periodic BSR:

-
if only one LCG has buffered data in the TTI where the BSR is transmitted: report short BSR;

-
else if more than one LCG has buffered data in the TTI where the BSR is transmitted: report long BSR.

For padding BSR:

-
if the number of padding bits is equal to or larger than the size of the Short BSR but smaller than the size of the Long BSR, report Short BSR of the LCG with the highest priority logical channel with buffered data;

-
else if the number of padding bits is equal to or larger than the size of the Long BSR, report Long BSR.

If the Buffer Status reporting procedure determines that a BSR has been triggered:

-
if the UE has UL resources allocated for new transmission for this TTI:

-
instruct the Multiplexing and Assembly procedure to generate a BSR MAC control element;

-
start/restart the PERIODIC BSR TIMER.

-
else if a Regular BSR has been triggered:

-
a Scheduling Request shall be triggered.

NOTE:
Even if multiple events occur by the time a BSR can be transmitted, only one BSR will be included in the MAC PDU.

A pending BSR shall be cancelled in case the UL grant can accommodate all pending data but is not sufficient to accommodate the BSR MAC control element in addition.

6.1.3.1
Buffer Status Report MAC Control Elements

Buffer Status Report (BSR) MAC control elements consist of either:

-
Short BSR format: one LCG ID field and one corresponding BS field (figure 6.1.3.1-1); or

-
Long BSR format: four Buffer Size fields, corresponding to LCG IDs #1 through #4 (figure 6.1.3.1-2).

The BSR formats are identified by MAC PDU subheaders with LCIDs as specified in table 6.2.1.-1.

The fields LCG ID and BS are defined as follow:

-
LCG ID: The Logical Channel Group ID field identifies the group of logical channel(s) which buffer status is being reported. The length of the field is 2 bits;

-
Buffer Size: The Buffer Size field identifies the total amount of data available across all logical channels of a logical channel group after the MAC PDU has been built. The amount of data is indicated in number of bytes. It shall include all data that is available for transmission in the RLC layer and in the PDCP layer; the definition of what data shall be considered as available for transmission is specified in [3] and [4] respectively.  The size of the RLC and MAC headers are not considered in the buffer size computation. The length of this field is 6 bits. The values taken by the Buffer Size field are shown in [Table 6.1.3.1-1
].


[image: image1.emf]Buffer Size LCG ID Oct 1


Figure 6.1.3.1-1: Short Buffer Status MAC control element
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Figure 6.1.3.1-2: Long Buffer Status MAC control element
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