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1
Introduction
Update of the text proposal in R2-083169 based on the decisions based on that document. The changes in the text proposal compared to R2-083169 are marked with blue highlight.

–
The proposal 4 in R2-083169 was not agreed, but this has no impact on the actual text proposal.

–
The proposal 7 in R2-083169 was not agreed. The corresponding changes in IE GERAN-CarrierFreqList have been removed.
Text proposal
6.3
RRC information elements

6.3.1
System information blocks

Skip to first change

–
SystemInformationBlockType7

The IE SystemInformationBlockType7 contains information relevant only for inter-RAT cell re-selection i.e. information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for each frequency.

SystemInformationBlockType7 information element
-- ASN1START

SystemInformationBlockType7 ::=

SEQUENCE {



geran-NeigbourFreqList



GERAN-NeigbourFreqList



OPTIONAL,
-- Need OD







...

}



GERAN-NeigbourFreqList ::=


SEQUENCE (SIZE (1..maxGNFG)) OF GERAN-BCCH-Group

GERAN-BCCH-Group ::=



SEQUENCE {


geran-BCCH-FrequencyGroup


GERAN-CarrierFreqList,


geran-BCCH-Configuration


SEQUENCE {



geran-CellReselectionPriority

INTEGER (0..7)




OPTIONAL,
-- Need OP


ncc-Permitted





BIT STRING (SIZE (8))


OPTIONAL,
-- Need OP


q-Rxlevmin






INTEGER (0..31)




OPTIONAL,
-- Need OP


threshX-High





INTEGER (0..31)




OPTIONAL,
-- Need OP


threshX-Low






INTEGER (0..31)




OPTIONAL
-- Need OP

}
}

-- ASN1STOP

Editor's note:
The extension mechanisms in this system information block are FFS.


Editor's note
RAN2 has agreed not to provide cell specific re-selection parameters for GSM/ GERAN neighbours. To be confirmed by GERAN/ RAN4

	SystemInformationBlockType7 field descriptions

	geran-NeigbourFreqList

Provides a list of neighbouring GERAN carrier frequencies, which may be monitored for neighbouring GERAN cells. The GERAN carrier frequencies are organised in groups and the cell reselection parameters are provided per group of GERAN carrier frequencies.

	geran-BCCH-FrequencyGroup
The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	geran-BCCH-Configuration
Defines the set of cell reselection parameters for the group of GERAN carrier frequencies. In the first element of the geran-NeigbourFreqList field, a complete set of cell reselection parameters shall be provided in the geran-BCCH-Configuration field. In subsequent elements of the geran-NeigbourFreqList field, value(s) from the presiding element is used as default, if one or more of the cell reselection parameters in the geran-BCCH-Configuration field are absent.

	geran-CellReselectionPriority 

Absolute priority of the RAT (0 means: highest priority).

	


	


	ncc-Permitted 

Field encoded as a bitmap, where bit N is set to "0" if a BCCH carrier with NCC = N-1 is not permitted for monitoring and set to "1" if a BCCH carrier with NCC = N-1 is permitted for monitoring; N = 1 to 8; bit 1 of the bitmap is the leading bit of the bit string.

	q-Rxlevmin

The actual value of q-Rxlevmin in dBm = (IE value * 2) ( 119.

	threshX-High

The actual value of threshX-High ("Threshx,high", [36.304]) in dBm = (IE value * 2) ( 119.

	threshX-Low

The actual value of threshX-Low ("Threshx,low", [36.304]) in dBm = (IE value * 2) ( 119.



6.3.4
Mobility control information elements

Skip to next change











	

	


	


	



Skip to next change

–
GERAN-CarrierFreqList

The IE GERAN-CarrierFreqList is used to provide a set of GERAN ARFCN values [44.005], which represents a list of GERAN carrier frequencies.

GERAN-CarrierFreqList information element
-- ASN1START

GERAN-CarrierFreqList ::=


SEQUENCE {


startingARFCN





GERAN-ARFCN-Value,


bandIndicator





ENUMERATED {gsm1800, gsm1900},


followingARFCNs





CHOICE {



explicitListOfARFCNs



ExplicitListOfARFCNs,



equallySpacedARFCNs




SEQUENCE {




arfcn-Spacing





INTEGER (1..8),




numberOfFollowingARFCNs



INTEGER (0..31)



},


variableBitMapOfARFCNs



OCTET STRING (SIZE (1..16))



-- Other options, e.g., the "Range N formats" in the Frequency List IE [44.018] are FFS

}

}

ExplicitListOfARFCNs ::=


SEQUENCE (SIZE (0..31)) OF GERAN-ARFCN-Value
GERAN-ARFCN-Value ::=



INTEGER (0..1023)

-- ASN1STOP

	GERAN-CarrierFreqList field descriptions

	startingARFCN

The first ARFCN value, s, in the set.

	bandIndicator

Indicator to distinguish the GERAN frequency band in case of ARFCN values associated with either GSM 1800 or GSM 1900 carriers. For ARFCN values not associated with one of those bands, the indicator has no meaning.

	followingARFCNs

Field containing a representation of the remaining ARFCN values in the set.

	explicitListOfARFCNs

The remaining ARFCN values in the set are explicitly listed one by one.

	arfcn-Spacing

Space, d, between a set of equally spaced ARFCN values.

	numberOfFollowingARFCNs

The number, n, of the remaining, equally spaced ARFCN values in the set. The complete set of (n+1) ARFCN values is defined as: {s, ((s + d) mod 1024), ((s + 2*d) mod 1024) ... ((s + n*d) mod 1024)}.

	variableBitMapOfARFCNs

Bitmap field representing the remaining ARFCN values in the set. The leading bit of the first octet in the bitmap corresponds to the ARFCN = ((s + 1) mod 1024), the next bit to the ARFCN = ((s + 2) mod 1024), and so on. If the bitmap consist of N octets, the trailing bit of octet N corresponds to ARFCN = ((s + 8*N) mod 1024). The complete set of ARFCN values consists of ARFCN = s and the ARFCN values, where the corresponding bit in the bitmap is set to "1".


6.3.5
Measurement information elements

Skip to next change

–
MeasObjectGERAN
The IE MeasObjectGERAN specifies information applicable for inter-RAT GERAN neighbouring frequencies. 

MeasObjectGERAN information element
-- ASN1START

MeasObjectGERAN ::=




SEQUENCE {


geran-MeasFrequencyList



GERAN-MeasFrequencyList,


offsetFreq






INTEGER (-15..15)


DEFAULT 0,
-- value range FFS

ncc-Permitted





BIT STRING(SIZE (8))

OPTIONAL

}

GERAN-MeasFrequencyList ::=


SEQUENCE (SIZE (1..maxGNFG)) OF GERAN-CarrierFreqList
-- ASN1STOP

	MeasObjectGERAN field descriptions

	geran-MeasFrequencyList

Provides a list of neighbouring GERAN carrier frequencies defining the measurement object.

	offsetFreq

Offset value applicable to the GERAN carrier frequencies. Value in dB.

	ncc-Permitted 

Field encoded as a bitmap, where bit N is set to "0" if a BCCH carrier with NCC = N-1 is not permitted for monitoring and with a "1" if a BCCH carrier with NCC = N-1 is permitted for monitoring; N = 1 to 8; bit 1 of the bitmap is the leading bit of the bit string.


6.4
RRC multiplicity and type constraints values

–
Multiplicity and type constraints definitions

A brief descriptive text to be added here (FFS).
-- ASN1START

maxAC





INTEGER ::= 1
-- 












FFS
maxBands




INTEGER ::= 1
-- Maximum number of bands listed in EUTRA UE caps
FFS
maxCellBlack



INTEGER ::= 1
-- Maximum number of blacklisted cells



FFS
maxCellInter



INTEGER ::= 1
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5





FFS
maxCellIntra



INTEGER ::= 1
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4





FFS
maxCellMeas




INTEGER ::= 1
-- Maximum number of neighbouring cells within a












-- measurement object







FFS
maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells




FFS
maxCellUTRA




INTEGER ::= 1
-- Maximum number of neighbouring UTRA cells

FFS
maxDRB





INTEGER ::= 1
-- Maximum number of Data Radio Bearers



FFS
maxEARFCN




INTEGER ::= 1
-- Maximum value of EUTRA carrier fequency


FFS
maxFreq





INTEGER ::= 1
-- Maximum number of EUTRA carrier frequencies

FFS
maxGERAN-Carrier


INTEGER ::= 1
-- Maximum number of GERAN carrier fequencies

FFS
maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups
FFS
maxMCS-1




INTEGER ::= 1
-- Maximim number of PUCCH formats (MCS)


FFS
maxMeasId




INTEGER ::= 1
-- 












FFS
maxObjectId




INTEGER ::= 1
-- 












FFS
maxPageRec




INTEGER ::= 1
-- 












FFS
maxPNOffset




INTEGER ::=
1
-- Maximum number of CDMA2000 PNOffsets



FFS
maxRAT-Capabilities


INTEGER ::= 1
-- Maximum number of interworking RATs (incl EUTRA)
FFS
maxReportConfigId


INTEGER ::= 1
-- 












FFS
maxROHC-Profile



INTEGER ::= 16
-- Maximum number of profiles supported by ROHC on
FFS











-- a given RB.

maxSIB





INTEGER ::= 1
-- Maximum number of SIBs






FFS
maxSI-Message



INTEGER ::= 1
-- Maximum number of SI messages




FFS
maxUTRA-Carrier



INTEGER ::= 1
-- Maximum number of UTRA carrier fequencies

FFS
-- ASN1STOP

Editor's note:
A table with parameter descriptions should be considered as an alternative to the inline comments above. If there are more than a few words of comment, the code above gets rather messy.

–
End of EUTRA-RRC-Definitions

-- ASN1START

END

-- ASN1STOP

