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1. Introduction

It has been agreed in R2#60bis that the SDU Discard_Timer is configured by RRC signalling in PDCP IE. This contribution discusses the Discard_Timer configured in PDCP.
2. Discussion
It has stated in [1] that the UE shall start the timer Discard_Timer associated with a PDCP SDU received from upper layer, the UE shall discard the PDCP PDU along with the corresponding PDCP SDU when the Discard_Timer expires for a PDCP SDU and if the corresponding PDCP PDU has already been submitted to lower layers the discard is indicated to lower layers. Since we never stop/reset the Discard_Timer in spec, it implies that the UE always indicates the discard operation to lower layers when Discard_Timer expires.
PDCP entity could get an indication of successful delivery of PDCP PDUs from lower layer. In this case it makes no sense to indicate the discard operation to lower layers. It has also been agreed that PDCP entity should apply cumulative retransmission in UL at HO, so the UE shall only discard PDCP SDUs that have been acknowledged in-sequence by lower layers and reset the corresponding Discard_Timers after receiving an indication of successful delivery of PDCP PDUs from lower layers.

3. Conclusion
We propose that the UE shall only discard PDCP SDUs that have been acknowledged in-sequence by lower layers and reset the corresponding Discard_Timers after receiving an indication of successful delivery of PDCP PDUs from lower layers. And we attach a Text Proposal based on R2-083770 below.
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Text Proposal 
-------------------------------------  Start of Text Proposal ------------------------------------
5.4
PDCP discard
When receiving a successful delivery indication from lower layers, The UE shall discard all PDCP SDUs which have been acknowledged in-sequence by lower layers and reset the corresponding Discard_Timers.

When the Discard_Timer expires for a PDCP SDU, the THE UE shall discard the PDCP PDU along with the corresponding PDCP SDU. If the corresponding PDCP PDU has already been submitted to lower layers the discard is indicated to lower layers.
-------------------------------------  End of Text Proposal ------------------------------------
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