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1. Introduction
Cell reselection parameters have been specified in [1]. Some potential issues are still need to clarify. This contribution discusses these issues.
2. Discussion
The current definition of thresholds for cell reselection is as following [1]:

Threshx, high

This specifies the threshold used by the UE when reselecting towards the higher priority frequency X than currently camped frequency. Each frequency of each RAT(excluding GERAN) and band of GERAN  will have frequency specific threshold.
Threshx, low  

This specifies the threshold used in reselection towards frequency X priority from a higher priority frequency. Each frequency of each RAT (excluding GERAN) and band of GERAN will have frequency specific threshold.
Threshserving, low

This specifies the low threshold for serving frequency used in reselection evaluation.
Threshx, high and Threshx, low

In RAN2 #62bis, it agreed that per band class CDMA2000 HRPD and CDMA2000 1xRTT will have a cell reselection absolute priority. Accordingly, it is necessary to clarify that the threshold used in reselection towards CDMA2000 HRPD and CDMA2000 1xRTT should be provided by per band class not per frequency. 

Proposal 1: Add per band class of CDMA2000 HRPD and CDMA2000 1xRTT will have a specific Threshx, high and Threshx,low.

Threshserving, low
In the cell reselection evolution procedure, Threshseving, low will be used for cell reselection to a cell on a lower priority E-UTRAN frequency or RAT than camped frequency. Here, we think the description of “low threshold” is not so precise. In order to avoid confusion, the description to this parameter should be corrected by “This specifies the threshold (in dB) for an E-UTRAN inter-frequency with a equal or lower reselection priority than the reselection priority of the current E-UTRA frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current E-UTRAN frequency measurements.”
Proposal 2: Correct the description of Threshserving, low as follows:
This specifies the low threshold for serving frequency used in reselection evaluation toward lower priority E-UTRAN frequency or RAT.
3. Conclusion

If this contribution is agreed to, a CR is given in R2-08xxxx for inclusion in TS 36.304.
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