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Discussion and Decision
1
Introduction
In this contribution, we try to give some correction of PDU in 36.331.
2
Discussion
About 1st change, we think IE “rrc-TransactionIdentifier” should be moved to upper layers as other messages.
About 2nd change, some IE names in the description is not consistent with those in ASN.1.
3
References 
[1] R2-083795_CR_to_36331_covering RAN2_62bis_agreements
4
Text Proposal
1st change

–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensions




SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {



redirectionInformation



RedirectionInformation



OPTIONAL,
-- Need OP


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

2nd change

5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the IE ue-Identity as follows:
2>
set the c-RNTI to the C-RNTI used in the source cell (handover failure case) or used in the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the physCellIdentity to the Physical layer identity of the source cell (handover failure case) or of the cell in which the trigger for the re-establishment occurred (other cases);
2>
set the shortMAC-I calculated over:

3>
the C-RNTI used in the source cell (handover failure case) or used in the cell in which the trigger for the re-establishment occurred (other cases);

3>
the Physical layer identity of the source cell (handover failure case) or of the cell in which the trigger for the re-establishment occurred (other cases)
3>
the identity of the target cell (details FFS)
1>
set the IE reestablishmentCause as follows (details FFS):
Editor's note:
SA3 indicated that a size of around 16 may be used for the MAC-I i.e. using truncation (see R2-081917).
















































































































































