Error! No text of specified style in document.
1
Error! No text of specified style in document.

TSG-RAN WG2 Meeting #63
R2-084352
Jeju, Korea, 18 - 22 August 2008
update of R2-083477
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	36.306
	CR
	xxxx
	(

rev
	-
	(

Current version:
	8.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Editorial Corrections

	
	

	Source to WG:
(

	Motorola

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	LTE-L23
	
	Date: (

	23/06/2008

	
	
	
	
	

	Category:
(

	D
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8) 
   Rel-9
(Release 9)


	
	

	Reason for change:
(

	Have an accurate document.


	
	

	Summary of change:
(

	Fix internal references, add abbreviations (based primarily on 36.304 abbreviations ), fix punctuation. 

	
	

	Consequences if 
(

not approved:
	Inaccurate and hard to read document.

	
	

	Clauses affected:
(

	1, 3.3, 4.1, 4.2.1.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


_________________________ First Change_____________________
1
Scope

The present document defines the E-UTRA UE Radio Access Capability Parameters.
_________________________ Second Change_____________________
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology
BCCH
Broadcast Control Channel

DL-SCH
Downlink Shared Channel 
E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network
FDD
Frequency Division Duplex
GERAN
GSM/EDGE Radio Access Network
HARQ
Hybrid Automatic Repeat Request

HRPD
High Rate Packet Data 

MAC
Medium Access Control
PDCP
Packet Data Convergence Protocol

RAT
Radio Access Technology 
RLC
Radio Link Control
ROHC
RObust Header Compression

RRC
Radio Resource Control

TDD
Time Division Duplex
TTI
Transmission Time Interval
UE
User Equipment
UL-SCH
Uplink Shared Channel 
UMTS
Universal Mobile Telecommunications System
UTRA
UMTS Terrestrial Radio Access
_________________________ Third Change_____________________
4.1
UE Categories
The UE Category parameter defines a combined uplink and downlink capability. The parameters set by the UE Category are defined in subclause 4.2. Tables 4.1-1 and 4.1-2 define the downlink and, respectively, uplink physical layer parameter values for each UE Category. 

Table 4.1-1: Downlink physical layer parameter values set by UE Category

	UE Category
	Maximum number of DL-SCH transport block bits received within a TTI
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits
	Maximum number of supported layers for spatial multiplexing in DL

	Category 1
	10296
	10296
	250368
	1

	Category 2
	51024
	51024
	1237248
	2

	Category 3
	102048
	75376
	1237248
	2

	Category 4
	150752
	75376
	1827072
	2

	Category 5
	302752
	151376
	3667200
	4


Table 4.1-2: Uplink physical layer parameter values set by UE Category

	UE Category
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI
	Support for 64QAM in UL

	Category 1
	5160
	No

	Category 2
	25456
	No

	Category 3
	51024
	No

	Category 4
	51024
	No

	Category 5
	75376
	Yes


Table 4.1-3: Total layer 2 buffer sizes set by UE Category

	UE Category
	Total layer 2 buffer size [kBytes]

	Category 1
	[138]

	Category 2
	[687]

	Category 3
	[1373]

	Category 4
	[1832]

	Category 5
	[3434]


_________________________ Fourth Change_____________________
4.2.1.3
Total number of DL-SCH soft channel bits

Defines the total number of soft channel bits available for HARQ processing.

________________________ End of Changes_____________________
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