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10.3.6.98
E-DPCCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DPCCH/DPCCH power offset
	MP
	
	Integer (0..8)
	Refer to quantization of the power offset in [28]
	REL-6

	Happy bit delay condition
	MP
	
	Enumerated (2ms, 10ms,20ms,50ms, 100ms, 200ms, 500ms,

1000ms)
	To be used when determining the setting of the happy bit (see [15])
	REL-6


	Happy bit E-TFCI  increase step
	MP
	
	Integer(1..10)
	To be used when determining the setting of the happy bit (see [15])
	REL-8

	E-TFC Boost Info 
	OP
	
	E-TFC Boost Info 10.3.6.106
	Absence of this IE means that boosting of E-DPCCH is disabled
	REL-7

	E-DPDCH power interpolation
	OP
	
	Boolean
	True means E-DPDCH power interpolation formula is used, False means E-DPDCH power extrapolation formula is used for the computation of the gain factor ed  according to [29]
	REL-7


Skip to next modification
11.1
General message structure

Class-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


ActiveSetUpdate,


ActiveSetUpdateComplete,


ActiveSetUpdateFailure,



AssistanceDataDelivery,


CellChangeOrderFromUTRAN,


CellChangeOrderFromUTRANFailure,


CellUpdate,


CellUpdateConfirm-CCCH,


CellUpdateConfirm,

CounterCheck,


CounterCheckResponse,


DownlinkDirectTransfer,


HandoverToUTRANComplete,


InitialDirectTransfer,


HandoverFromUTRANCommand-GERANIu,


HandoverFromUTRANCommand-GSM,


HandoverFromUTRANCommand-CDMA2000,


HandoverFromUTRANFailure,


MBMSAccessInformation,


MBMSCommonPTMRBInformation,


MBMSCurrentCellPTMRBInformation,


MBMSGeneralInformation,


MBMSModificationRequest,


MBMSModifiedServicesInformation,


MBMSNeighbouringCellPTMRBInformation,


MBMSSchedulingInformation,


MBMSUnmodifiedServicesInformation,


MeasurementControl,

MeasurementControlFailure,


MeasurementReport,

PagingType1,


PagingType2,


PhysicalChannelReconfiguration,

PhysicalChannelReconfigurationComplete,


PhysicalChannelReconfigurationFailure,


PhysicalSharedChannelAllocation,

PUSCHCapacityRequest,


RadioBearerReconfiguration,

RadioBearerReconfigurationComplete,


RadioBearerReconfigurationFailure,


RadioBearerRelease,

RadioBearerReleaseComplete,


RadioBearerReleaseFailure,


RadioBearerSetup,

RadioBearerSetupComplete,


RadioBearerSetupFailure,


RRCConnectionReject,


RRCConnectionRelease,

RRCConnectionRelease-CCCH,

RRCConnectionReleaseComplete,


RRCConnectionRequest,


RRCConnectionSetup,

RRCConnectionSetupComplete,


RRCStatus,


SecurityModeCommand,


SecurityModeComplete,


SecurityModeFailure,


SignallingConnectionRelease,


SignallingConnectionReleaseIndication,


SystemInformation-BCH,


SystemInformation-FACH,


SystemInformationChangeIndication,


TransportChannelReconfiguration,

TransportChannelReconfigurationComplete,


TransportChannelReconfigurationFailure,


TransportFormatCombinationControl,


TransportFormatCombinationControlFailure,


UECapabilityEnquiry,


UECapabilityInformation,


UECapabilityInformationConfirm,


UplinkDirectTransfer,


UplinkPhysicalChannelControl,

URAUpdate,


URAUpdateConfirm,


URAUpdateConfirm-CCCH,


UTRANMobilityInformation,


UTRANMobilityInformationConfirm,


UTRANMobilityInformationFailure

FROM PDU-definitions

-- User Equipment IEs :


IntegrityCheckInfo

FROM InformationElements;

*** NEXT PART ****
E-DPCCH-Info ::=




SEQUENCE {


e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset,


happyBit-DelayCondition



HappyBit-DelayCondition

}
E-DPCCH-Info-r7 ::=




SEQUENCE {


e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset,


happyBit-DelayCondition



HappyBit-DelayCondition,

e-TFC-Boost-Info




E-TFC-Boost-Info-r7




OPTIONAL,


e-DPDCH-PowerInterpolation


E-DPDCH-PowerInterpolation


OPTIONAL
}
E-DPCCH-Info-r8 ::=                 SEQUENCE {
e-DPCCH-DPCCH-PowerOffset


E-DPCCH-DPCCH-PowerOffset, 


happyBit-DelayCondition



HappyBit-DelayCondition,
happybit-ETFCIIncreaseStep          Happybit-ETFCIIncreaseStep,


e-TFC-Boost-Info




E-TFC-Boost-Info-r7




OPTIONAL,


e-DPDCH-PowerInterpolation


E-DPDCH-PowerInterpolation


OPTIONAL
}
E-DPCCH-DPCCH-PowerOffset ::=

INTEGER (0..8)
E-DPDCH-Info ::=




SEQUENCE {


e-TFCI-TableIndex





E-TFCI-TableIndex,


e-DCH-MinimumSet-E-TFCI



E-DCH-MinimumSet-E-TFCI



OPTIONAL,


reference-E-TFCIs




E-DPDCH-Reference-E-TFCIList,


maxChannelisationCodes



E-DPDCH-MaxChannelisationCodes,


pl-NonMax






E-DPDCH-PL-NonMax,


schedulingInfoConfiguration


E-DPDCH-SchedulingInfoConfiguration,


threeIndexStepThreshold



INTEGER (0..37)





OPTIONAL,


twoIndexStepThreshold



INTEGER (0..37)





OPTIONAL

}
*** NEXT PART ****
FrequencyInfo ::=




SEQUENCE {


modeSpecificInfo




CHOICE {



fdd








FrequencyInfoFDD,



tdd








FrequencyInfoTDD
}

}

FrequencyInfoFDD ::=



SEQUENCE {


uarfcn-UL






UARFCN



OPTIONAL,


uarfcn-DL






UARFCN

}

FrequencyInfoTDD ::=



SEQUENCE {


uarfcn-Nt






UARFCN

}

HappyBit-DelayCondition ::=


ENUMERATED { 











ms2, ms10, ms20, ms50, ms100, ms200, ms500, ms1000 }
Happybit-ETFCIIncreaseStep ::=      INTEGER (1..10)
HARQ-Preamble-Mode ::=



INTEGER (0..1)

HS-ChannelisationCode-LCR ::=

ENUMERATED {











cc16-1, cc16-2, cc16-3, cc16-4,











cc16-5, cc16-6, cc16-7, cc16-8,











cc16-9, cc16-10, cc16-11, cc16-12,











cc16-13, cc16-14, cc16-15, cc16-16 }
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