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8.1.8
Initial Direct transfer
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Figure 8.1.8-1: Initial Direct transfer in the uplink, normal flow

8.1.8.1
General
The initial direct transfer procedure is used in the uplink to establish a signalling connection. It is also used to carry an initial upper layer (NAS) message over the radio interface.

8.1.8.2
Initiation of Initial direct transfer procedure in the UE
In the UE, the initial direct transfer procedure shall be initiated, when the upper layers request establishment of a signalling connection. This request also includes a request for the transfer of a NAS message.

Upon initiation of the initial direct transfer procedure the UE shall:

1>
set the variable ESTABLISHMENT_CAUSE to the cause for establishment indicated by upper layers.

Upon initiation of the initial direct transfer procedure when the UE is in idle mode, the UE shall:

1>
perform an RRC connection establishment procedure, according to subclause 8.1.3;

NOTE:
If an RRC connection establishment is ongoing, this procedure continues unchanged, i.e. it is not interrupted.

1>
if the RRC connection establishment procedure was not successful:

2>
if the establishment cause for the failed RRC connection establishment was set to "MBMS reception" and a different cause value is stored in the variable "ESTABLISHMENT_CAUSE":

3>
UE-AS (RRC) initiates a new RRC connection establishment procedure, using the establishment cause as contained in the variable ESTABLISHMENT_CAUSE.

2>
otherwise:

3>
indicate failure to establish the signalling connection to upper layers and end the procedure.

1>
when the RRC connection establishment procedure is completed successfully:

2>
continue with the initial direct transfer procedure as below.

Upon initiation of the initial direct transfer procedure when the UE is in CELL_PCH or URA_PCH state, the UE shall:
1>
if the measurement reporting is not initiated according to subclause 8.5.40:
2>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

2>
when the cell update procedure completed successfully:

3>
continue with the initial direct transfer procedure as below.
1> else:
2>
when the MEASUREMENT REPORT message has been submitted to lower layers for transmission, continue with the initial direct transfer procedure as below;
The UE shall, in the INITIAL DIRECT TRANSFER message:

1>
set the IE "NAS message" as received from upper layers; and

1>
set the IE "CN domain identity" as indicated by the upper layers; and

1>
set the IE "Intra Domain NAS Node Selector" as follows:

2>
derive the IE "Intra Domain NAS Node Selector" from TMSI/PMTSI, IMSI, or IMEI; and

2>
provide the coding of the IE "Intra Domain NAS Node Selector" according to the following priorities:

1.
derive the routing parameter for IDNNS from TMSI (CS domain) or PTMSI (PS domain) whenever a valid TMSI/PTMSI is available;

2.
base the routing parameter for IDNNS on IMSI when no valid TMSI/PTMSI is available;

3.
base the routing parameter for IDNNS on IMEI only if no (U)SIM is inserted in the UE.

1>
if the UE, on the existing RRC connection, has received a dedicated RRC message containing the IE "Primary PLMN Identity" in the IE "CN Information Info":

2>
set the IE "PLMN identity" in the INITIAL DIRECT TRANSFER message to the latest PLMN information received via dedicated RRC signalling. If NAS has indicated the PLMN towards which a signalling connection is requested, and this PLMN is not in agreement with the latest PLMN information received via dedicated RRC signalling, then the initial direct transfer procedure shall be aborted, and NAS shall be informed.

1>
if the UE, on the existing RRC connection, has not received a dedicated RRC message containing the IE "CN Information Info" , and if the IE "Multiple PLMN List" was broadcast in the cell where the current RRC connection was established:

2>
set the IE "PLMN identity" in the INITIAL DIRECT TRANSFER message to the PLMN chosen by higher layers [5, 25] amongst the PLMNs in the IE "Multiple PLMN List" broadcast in the cell where the RRC connection was established.
1>
if the IE "Activated service list" within variable MBMS_ACTIVATED_SERVICES includes one or more MBMS services with the IE "Service type" set to "Multicast" and;

1>
if the UE is in CELL_FACH state and the IE "CN domain identity" as indicated by the upper layers is set to "CS domain":

2>
if the value of the variable ESTABLISHMENT_CAUSE is set to "Originating Conversational Call" or "Emergency Call":

3>
set the value of the IE "Call type" to "speech", "video" or "other" according to the call being initiated.
1>
if the IE "CN domain identity" as indicated by the upper layers is set to "CS domain" and;

1>
if the variable ESTABLISHED_SIGNALLING_CONNECTIONS does not include the CN domain identity 'PS domain':

2>
include the IE "MBMS joined information";

2>
include the IE "P-TMSI" within the IE "MBMS joined information" if a valid PTMSI is available.
1>
if the variable ESTABLISHMENT_CAUSE_ is initialised:

2>
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;
2>
clear the variable ESTABLISHMENT_CAUSE.
1>
calculate the START according to subclause 8.5.9 for the CN domain as set in the IE "CN Domain Identity"; and

1>
include the calculated START value for that CN domain in the IE "START".

The UE shall:

1>
transmit the INITIAL DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3;

1>
when the INITIAL DIRECT TRANSFER message has been submitted to lower layers for transmission:

2>
confirm the establishment of a signalling connection to upper layers; and

2>
add the signalling connection with the identity indicated by the IE "CN domain identity" in the variable ESTABLISHED_SIGNALLING_CONNECTIONS.

1>
when the successful delivery of the INITIAL DIRECT TRANSFER message has been confirmed by RLC:

2>
the procedure ends.

When not stated otherwise elsewhere, the UE may also initiate the initial direct transfer procedure when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

A new signalling connection request may be received from upper layers during transition to idle mode. In those cases, from the time of the indication of release to upper layers until the UE has entered idle mode, any such upper layer request to establish a new signalling connection shall be queued. This request shall be processed after the UE has entered idle mode.

//Next Modified Section//
8.1.10
Uplink Direct transfer
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Figure 8.1.10-1: Uplink Direct transfer, normal flow

8.1.10.1
General
The uplink direct transfer procedure is used in the uplink direction to carry all subsequent upper layer (NAS) messages over the radio interface belonging to a signalling connection.

8.1.10.2
Initiation of uplink direct transfer procedure in the UE
In the UE, the uplink direct transfer procedure shall be initiated when the upper layers request a transfer of a NAS message on an existing signalling connection. When not stated otherwise elsewhere, the UE may initiate the uplink direct transfer procedure when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

Upon initiation of the uplink direct transfer procedure in CELL_PCH or URA_PCH state, the UE shall:

1>
if the measurement reporting is not initiated according to subclause 8.5.40:
2>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

2>
when the cell update procedure has been completed successfully:

3>
continue with the uplink direct transfer procedure as below.
1> else:
2>
when the MEASUREMENT REPORT message has been submitted to lower layers for transmission, continue with the uplink direct transfer procedure as below;
The UE shall transmit the UPLINK DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3 or signalling radio bearer RB4. The UE shall:

1>
if upper layers indicate "low priority" for this message:

2>
select signalling radio bearer RB4, if available. Specifically, for a GSM-MAP based CN, signalling radio bearer RB4 shall, if available, be selected when "SAPI 3" is requested;

2>
select signalling radio bearer RB3 when signalling radio bearer RB4 is not available;

1>
if upper layers indicate "high priority" for this message:

2>
select signalling radio bearer RB3. Specifically, for a GSM-MAP based CN, signalling radio bearer RB3 shall be selected when "SAPI 0" is requested.

The UE shall set the IE "NAS message" as received from upper layers and set the IE "CN domain identity" as indicated by the upper layers.

When the successful delivery of the UPLINK DIRECT TRANSFER message has been confirmed by RLC the procedure ends.

//*Next Modified Section*//
8.1.14
Signalling connection release indication procedure
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Figure 8.1.14-1: Signalling connection release indication procedure, normal case

8.1.14.1
General
The signalling connection release indication procedure is used by the UE to indicate to the UTRAN that one of its signalling connections has been released. The procedure may in turn initiate the RRC connection release procedure.

8.1.14.2
Initiation
The UE shall, on receiving a request to release (abort) the signalling connection from upper layers for a specific CN domain:

1>
if a signalling connection in the variable ESTABLISHED_SIGNALLING_CONNECTIONS for the specific CN domain identified with the IE "CN domain identity" exists:

2>
initiate the signalling connection release indication procedure.

1>
otherwise:

2>
abort any ongoing establishment of signalling connection for that specific CN domain as specified in 8.1.3.5a.

Upon initiation of the signalling connection release indication procedure in CELL_PCH or URA_PCH state, the UE shall:

1>
if the measurement reporting is not initiated according to subclause 8.5.40:
2>
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

2>
when the cell update procedure completed successfully:

3>
continue with the signalling connection release indication procedure as below.
1> else:
2>
when the MEASUREMENT REPORT message has been submitted to lower layers for transmission, continue with the signalling connection release indication procedure as below.
The UE shall:

1>
set the IE "CN Domain Identity" to the value indicated by the upper layers. The value of the IE indicates the CN domain whose associated signalling connection the upper layers are indicating to be released;

1>
remove the signalling connection with the identity indicated by upper layers from the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

1>
transmit a SIGNALLING CONNECTION RELEASE INDICATION message on DCCH using AM RLC.

When the successful delivery of the SIGNALLING CONNECTION RELEASE INDICATION message has been confirmed by RLC the procedure ends.
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